

 
NORTHVILLE CITY COUNCIL 
CITY HALL – Council Chambers 


215 W. Main Street 
Northville, MI 48167 


248-349-1300 
 


March 18, 2024 – 7:00 P.M. 
 


Residents may attend in-person or via Zoom. Members of the public participating electronically who wish 
to comment must submit their comments via email to PublicComment@ci.northville.mi.us by 4pm the day 
of the meeting. The following is a link to attend the meeting: https://us02web.zoom.us/j/85130098989 
 Or Telephone: +1 301 715 8592 or +1 309 205 3325 Webinar ID: 851 3009 8989 
If the above Zoom link is not working, cut and paste the Webinar ID into the “Join Meeting” option on the Zoom website. 
 
1. PLEDGE OF ALLEGIANCE 
 
2. CALL TO ORDER/ROLL CALL 


 
3. AGENDA: 
 
 Approval of Agenda and Consent Agenda (attached). 
 
 (All items on the Consent Agenda are considered to be routine by the City Council and will be approved by one motion.  


There will be no separate discussion of these items unless a Council member or citizen so requests, in which event, the 
item will be moved to the Main Agenda.) 


 
 Action: Motion to Approve    -   Motion to Approve as Amended 
 
4. PRESENTATIONS:   
 A. Citizens Comments - Limited to 3 minutes per citizen/ subject.  If more time is needed, the item may 


be placed on the agenda. 
 
5. PUBLIC HEARINGS:  None 
       
6. PETITIONS, REQUESTS, AND COMMUNICATIONS:  None 
  
7. RESOLUTIONS AND ORDINANCES:   


A. Proposed Amendment/Chapter 74/Outdoor Seating – 2nd reading 
 


8. UNFINISHED BUSINESS: None 
 


  9. NEW BUSINESS:   
A. Proposed Land and Water Fund Grant Application 
B. Proposed City Hall Roofing Contract 
C. Proposed Public Improvement Fund Committed Fund Balance Reallocations 
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City Council Meeting – March 18, 2024 


 
10. COMMUNICATIONS: 
 


A. Mayor and Council Communications 
 B. City Manager Communications 
    
11. ADJOURNMENT 
 
Respectfully submitted, 
 
George Lahanas 
 
George Lahanas 
City Manager 
 
 
4. CONSENT AGENDA: 
 


 The City Council will approve the Consent Agenda by one motion.  If discussion on an item is requested, that item 
will be moved to the main agenda. 


 
 


A. Approve City Council Minutes of:    
  Special Meeting of February 26, 2024 
  Regular Meeting of March 4, 2024 
   


            
B. Receive Bills List:   Week of March 4, 2024 


    
     


C. Receive Board and Commission Minutes:   None 
       
   


D. Receive Departmental Reports: Youth Network: February 2024 
 
 


E. Board and Commission Appointments:   None 
  


F. Request for Special Meeting / April 8, 2024 
G. Request to Use Greenspace / Gardenwalk 
H. Request to Dispose of Assets / Refrigerators / Allen Terrace 
I. Request to Use Light pole Banner System / Library 
J. Request to Dispose of Assets / Computers 
K. Valet Parking Request / Northville Education Foundation 
L. Proposed Purchase of Boilers / Allen Terrace 
M. Request to Submit CDBG Application / Wayne County 
N. Proposed Budget Amendment / Consultant Services/ Land And Water Fund Grant Application 
O. Proposed Purchase of Police vehicle / Chevy Silverado 
P. Proposed Upgrade of Microsoft Office 
Q. Resolution / Citizen Comments During Public Meetings 







~  City of Northville  ~ 


Council Communications 


To:  Mayor and City Council 


From:  Alan Maciag, Police Chief 
Michael Smith, City Clerk 
Lori Ward, DDA Director 


Subject:  Proposed Second Reading and Adoption of the Amendment to the Code of 
Ordinances – Chapter 74 – Streets, Sidewalks, and Other Public Places, Article 
VI. Sidewalk Cafes and Outdoor Seating


Date:  March 18, 2024 


Background and Analysis:  
During the last few months, administration has been working together to amend the current 
Sidewalk Cafes and Outdoor Seating Ordinance. This was placed on the February 22nd Council 
meeting for 1st reading and approved to move forward with minor changes, clarifications, and 
suggestions.  We have corrected and addressed the items and before you this evening you find 
the final draft version that is ready for second reading and adoption. We are providing the 
original version that is currently in place (Attachment A) vs. the new version (Attachment B) 
that is up for approval this evening in the Council Packet. You have also been provided a general 
overview of the changes in a side-by-side comparison document (Attachment C) and frequently 
asked questions (Attachment D).  


The City Attorney has reviewed and approved this ordinance amendment with the additional 
minor changes since the introduction and first reading. 


Budget Impact:    None 


Recommendation:  It is recommended that the Northville City Council approve the second 
reading and adoption of an Ordinance to amend the Code of Ordinances – Chapter 74 – Streets, 
Sidewalks, and Other Public Places, Article VI. Sidewalk Cafes and Outdoor Seating and replacing 
with Code of Ordinances – Chapter 74 – Streets, Sidewalks, and Other Public Places, Article VI. 
Outdoor Dining as presented.    


Recommended Motion:  Motion to approve the second reading and adoption of an Ordinance 
to amend the Code of Ordinances – Chapter 74 – Streets, Sidewalks, and Other Public Places, 
Article VI. Sidewalk Cafes and Outdoor Seating by replacing it with Code of Ordinances – Chapter 
74 – Streets, Sidewalks, and Other Public Places, Article VI. Outdoor Dining as presented. 


____AM/MS/LW_______________ ______George Lahanas_________________ 
  DEPARTMENT   CITY MANAGER 







- CODE OF ORDINANCES
Chapter 74 - STREETS, SIDEWALKS AND OTHER PUBLIC PLACES 


ARTICLE VI. SIDEWALK CAFES AND OUTDOOR SEATING 


Northville, Michigan, Code of Ordinances   Created: 2022-06-13 15:24:21 [EST]


(Supp. No. 23) 
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ARTICLE VI. SIDEWALK CAFES AND OUTDOOR SEATING 


Sec. 74-171. Purpose. 


The sidewalk cafe and outdoor seating regulations, as established in this article, are designed to allow 
sidewalk cafes or outdoor seating on public property in locations where they are determined to be appropriate by 
the city manager or designee, and to promote and protect the public health, safety, and general welfare of the 
community. These general goals include, among others, the following specific purposes:  


(1) To attract residents and non-residents to downtown Northville;


(2) To provide an additional way for restaurants or food establishments to expand their operations;


(3) To promote sidewalk cafes and outdoor seating as useful and properly planned visual amenities;


(4) To provide adequate space for pedestrians on the sidewalk adjacent to sidewalk cafes or outdoor
seating and to insure access to adjacent commercial and retail uses;


(5) To promote the most desirable use of land and buildings and thereby protect the city's tax revenues;


(6) To provide for penalties for violations of this article.


(Ord. No. 2-20-01, 3-19-01) 


Sec. 74-172. Definitions. 


Outdoor seating means an outdoor area operated by an existing restaurant or other food establishment 
which sells food or beverages for immediate consumption, located on a public sidewalk, or other public property, 
which is public through dedication or easement or public right-of-way that provides seating outside of an 
establishment for patrons and other persons, and contains readily removable tables, chairs, railings, or planters. 
This area does not provide waiter or waitress service or offer alcoholic beverages. It is unenclosed by fixed walls 
and open to the air.  


Sidewalk cafe means an outdoor dining area operated by an existing restaurant or other food establishment 
which sells food, beverages, or alcoholic beverages for immediate consumption, located on a public sidewalk, or 
other public property, which is public through dedication or easement or public right-of-way that provides waiter, 
waitress service or counter service and contains readily removable tables, chairs, railings, or planters. It is 
otherwise unenclosed by fixed walls and open to the air, except that it may have table umbrellas or other non-
permanent cover.  


Sidewalk cafe or outdoor seating permit means a permit issued by the city clerk based upon approval by the 
city manager, which conforms to the procedures and regulations of this article, for sidewalk cafe or outdoor 
seating operations.  


(Ord. No. 2-20-01, 3-19-01) 


Sec. 74-173. Permit procedures. 


(a) The city clerk is authorized to issue a permit to operate a sidewalk cafe or provide outdoor seating on public
property provided that the applicant has complied with the standards set forth in this article.
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(b) Sidewalk cafe or outdoor seating permit applications for establishments operating on public sidewalks or 
public property shall be reviewed by city staff and approved by the city manager. The city manager reserves 
the right to forward a permit application to the city council for its review and consideration. Establishments 
serving alcohol require approval by the Michigan Liquor Control Commission (M.L.C.C.). No permit shall be 
issued until such license or permit, as required by the M.L.C.C., has been approved and the local approval 
resolution has been approved by the city council.  


(c) (1) All permits shall be issued on a calendar year basis and shall expire on December 31st. Unless another time 
frame is specified in the permit, or by the requirements of this article, the permit shall allow the operation of 
a sidewalk cafe or outdoor seating from March 15 up to and including November 7 of the calendar year for 
which the permit is issued. All permits shall be reapplied for annually (section 74-179).  


(2) To allow establishments to take advantage of good weather, operation of a sidewalk cafe or outdoor 
seating is permitted prior to March 15 and or after November 7 on a day-by-day basis, subject to the 
following restrictions:  


a. The establishment has been issued a permit for the current calendar year.  


b. A certificate of insurance, meeting the insurance requirements in this section, has been filed with 
the city clerk.  


c. The operation of the sidewalk cafe or outdoor seating shall not interfere with the set up or the 
operation of any special event.  


d. All tables, chairs, table umbrellas, railings, posts, planters, and other equipment associated with 
the operation of a sidewalk cafe or outdoor seating shall be removed and stored inside of the 
establishment each night.  


e. During periods of snow accumulation, the placement of tables, chairs, table umbrellas, railings, 
posts, planters, and other equipment associated with the operation of a sidewalk cafe or outdoor 
seating shall be placed in a manner that allows no less than 42 inches of cleared sidewalk for 
pedestrian use.  


(d) Any person or establishment granted a permit by the city manager to operate a sidewalk cafe or provide 
outdoor seating on public sidewalks or public property shall pay to the city treasurer a fee in the amount as 
established by resolution of the city council. The city clerk shall not issue a permit unless the fees required by 
this section are paid.  


(e) Existing establishment signage shall be in compliance with the city sign ordinance before a permit will be 
granted.  


(f) Each permit application for a sidewalk cafe or outdoor seating shall be accompanied by a policy or certificate 
of insurance, in an amount acceptable to the city, including workers compensation, naming the city as an 
additional insured. Establishments serving alcohol shall also provide a liquor liability policy or certificate of 
insurance naming the city as an additional insured. A company authorized to do business in the state shall 
issue such insurance. Required insurance amounts shall be set from time to time by resolution of the city 
council. The policy or certificate shall contain a clause requiring the insuring company to give ten days 
written notice to the city manager prior to canceling the policy.  


The insurance certificate required by this article shall be in effect for any period during which the sidewalk 
cafe or outdoor seating is in operation. Failure to provide a current insurance certificate shall be cause for denial, 
suspension, or revocation of the sidewalk cafe or outdoor seating permit. No establishment shall operate a 
sidewalk cafe or provide outdoor seating without filing proof of proper insurance. Denied, suspended, or revoked 
permits may be re-instated upon submittal of proof of proper insurance.  


(g) Site development and application approval.  
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(1) No outdoor service of food and/or beverages in the form of a sidewalk cafe or outdoor seating shall be 
established on public property, except in conformance with a site development plan reviewed by city 
staff and approved by the city manager as required by this article.  


(2) A permit application available from the city clerk for site development plan approval shall be submitted 
to the city clerk. The application shall include, but shall not be limited to the following:  


a. Name of the applicant and business.  


b. Address of the business.  


c. Address of the applicant.  


d. Telephone number of the applicant and business.  


e. Name of the property owner if other than applicant.  


f. Address of the property owner if other than applicant.  


g. Telephone number of the property owner if other than applicant.  


h. Name of planner, engineer, architect or agent, if applicable.  


i. Proposed dates of occupancy.  


j. Proposed hours of occupancy.  


k. Proposed number of tables, chairs, railings, posts, table umbrellas or other items.  


l. Proposed color, design, materials, and workmanship of tables, chairs, railings, posts, table 
umbrellas or other items.  


m. Proposed area of occupancy including square feet and dimensions.  


n. Whether alcohol will be served.  


o. Copy of certificate of insurance.  


p. Whether permit application is a new application or renewal; if renewal, applicant shall describe 
any changes from the previous application.  


q. Written authorization from the owner of the property shall be required where the applicant is 
not the owner of the affected property.  


(3) The site development plan and the accompanying application shall show the following:  


a. The applicant's entire property and adjacent properties on a location map with streets for a 
distance of at least 25 feet at a scale showing detail sufficient for proper review. The site plan 
shall be submitted on a sheet no smaller than 8½ inches × 11 inches and no larger than 11 inches 
× 17 inches. Site plans smaller or larger than the sizes prescribed by this article shall not be 
accepted.  


b. A detailed plan showing the design, relevant details and location of all temporary structures such 
as, but not limited to planters, landscaping, railings, tables, chairs, table umbrellas, electrical 
outlets or appliances, hydrants, all ingress and egress, existing lighting and other equipment shall 
accompany the site development plan and permit application.  


(4) The city clerk or designee shall distribute copies of the site development plan and permit application to 
the city manager, chief of police, fire chief, code enforcement officer, downtown development 
director, and director of public works for review and comments in relation to compliance with this 
article and all other city ordinances.  
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(h) Conditions specific to the operation of a business may be incorporated into the permit as required by city 
staff or the city manager.  


(i) City staff, using historic district standards, shall review permit applications for establishments within the 
historic district. Appeals shall be made to the historic district commission.  


(j) Based upon review comments from city staff, the city manager may approve, approve with conditions, refer 
the application back to the applicant for modification, deny the application, or refer the application to the 
city council. If approved, the city manager shall authorize the city clerk to issue a sidewalk cafe or outdoor 
seating permit.  


(k) If the city manager or designee denies the application for a sidewalk cafe or outdoor seating permit, the 
reason for this determination will be stated in a letter to the applicant. The applicant may appeal the 
decision in accordance with section 74-177 of this article.  


(l) In addition to any fees required by this article, establishments applying for any license or permit issued by 
the M.L.C.C. shall be required to pay a non-refundable liquor licensing permit fee to the city in an amount as 
established by resolution of the city council.  


(Ord. No. 2-20-01, 3-19-01) 


Sec. 74-174. Standards. 


(a) There shall be a minimum of 42 inches, exclusive of the area occupied by the sidewalk cafe or outdoor 
seating, designed to allow adequate pedestrian movement. Cafes or outdoor seating shall only be permitted 
where it is determined that the use will not create a hazard, a sight distance obstruction for motor vehicle 
operators, nor unduly impede pedestrian traffic. The city manager or designee shall determine when a 
hazardous condition exists in the public right-of-way.  


(b) Sidewalk cafes or outdoor seating may only be located adjacent to the establishment with which they are 
associated. Sidewalk cafes or outdoor seating areas must remain clear of litter, food scraps, and soiled dishes 
at all times.  


(c) Employees of the establishment shall continuously supervise outdoor dining areas serving alcoholic 
beverages.  


(d) Setting up a barrier such as planters or a railing to physically separate patrons from pedestrian traffic shall 
delineate the perimeter of a sidewalk cafe serving alcoholic beverages. All barriers used for sidewalk cafes 
serving liquor shall also conform M.L.C.C. regulations.  


(e) Furnishings for a sidewalk cafe or outdoor seating shall consist solely of readily removable railings, posts, 
tables, chairs, planters, and table umbrellas. Furnishings may only be attached or secured in a manner 
approved by the city manager or designee. Such anchoring devices, when removed, shall not create a hazard 
for pedestrian traffic. Objects, which are part of the sidewalk cafe or outdoor seating, may be attached or 
secured to any building or structure on which the sidewalk cafe or outdoor seating abuts in a manner 
approved by the city manager or designee.  


(f) No structure or enclosure to accommodate the storage of accumulated garbage, i.e. shed, may be erected or 
placed adjacent to or near the sidewalk cafe or outdoor seating located on public property. Each 
establishment shall be responsible for providing appropriate containers for disposing of garbage or waste 
and employees shall not use city trash containers for disposing of garbage or waste.  


(g) A sidewalk cafe or outdoor seating shall not interfere with any public service facility, such as a telephone, 
mailbox, or bench located on a sidewalk or public property.  
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(h) Operation of a sidewalk cafe or outdoor seating shall not adversely impact adjacent or nearby residential, 
religious, educational, or commercial properties and shall be in accordance with all applicable codes and 
regulations.  


(i) Tables, chairs, table umbrellas, railings, planters, and any other objects provided with the sidewalk cafe or 
outdoor seating shall be of quality design, materials, and workmanship both to ensure the safety and 
convenience of users and to enhance the visual and aesthetic quality of the area. Such equipment shall be 
routinely cleaned, painted, or replaced and may be inspected by the city manager or designee.  


(Ord. No. 2-20-01, 3-19-01) 


Sec. 74-175. Operating restrictions. 


(a) All sidewalk cafes serving alcoholic beverages shall be allowed to operate during the hours of 10:00 a.m. until 
1:00 a.m., Monday through Saturday (Saturday defined as 1:00 a.m. Sunday morning), and Sunday during the 
hours of 10:00 a.m. until 10:00 p.m. Monday through Saturday sales and service shall cease by 12:30 a.m. 
and all areas shall be vacated by 1:00 a.m. Sunday sales and service shall cease by 9:30 p.m. and all areas 
shall be vacated by 10:00 p.m.  


(b) The consumption of alcoholic beverages at a sidewalk cafe within the confines of the sidewalk cafe area shall 
not be construed as a violation of any ordinance controlling open containers in a public area. The operator of 
the sidewalk cafe shall take all necessary action to procure the appropriate license or permit from the 
M.L.C.C. to serve alcoholic beverages in the sidewalk cafe and shall comply with all other laws and 
regulations concerning the serving of alcoholic beverages in the state.  


(c) All food to be served at a sidewalk cafe or outdoor seating shall be prepared within the existing 
establishment unless approved by the city council as part of a special event application request.  


(d) The restaurant shall not serve food or beverages to a patron at a sidewalk cafe unless that patron is seated at 
a table.  


(e) The sidewalk cafe or outdoor seating permit issued in accordance with this article shall be prominently 
displayed within the existing establishment along with other required permits and licenses.  


(f) During the off-season, chairs, railings, posts, planters, table umbrellas, and other items shall be removed and 
shall not be stored outside. It shall be the responsibility of the establishment to secure adequate storage of 
these items.  


(g) The maintenance of a sidewalk cafe or outdoor seating area shall be the responsibility of the establishment 
including, but not limited to, surface treatment and cleaning, litter control, sweeping, and snow and ice 
removal. The sidewalk and public property shall be kept neat and clean at all times and free from any 
substance that may cause damage to the sidewalk or public property or cause pedestrian injury.  


(h) Advertising on table umbrellas or railings is prohibited.  


(i) An increase in lighting is prohibited, unless otherwise required through the review process.  


(Ord. No. 2-20-01, 3-19-01; Ord. No. 06-05-17, § 2, 6-19-17; Ord. No. 08-03-20 , § 2, 8-17-20) 


Sec. 74-176. Denial, revocation and suspension—Causes enumerated. 


The issuance of permits applied for under this article or any other ordinance of the city may be denied by the 
city manager, and permits issued may be revoked or suspended by the city manager at any time, for any of the 
following causes:  
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(1) Fraud, misrepresentation or any false statement made in the permit application.  


(2) Fraud, misrepresentation or any false statement made in the operation of the sidewalk cafe or outdoor 
seating.  


(3) Any violation of this article or any other ordinance of the city.  


(4) Any violation received during the previous permit period.  


(5) Conducting a business in an unlawful manner or in such a manner as to constitute a breach of peace or 
to constitute a menace to the health, morals, safety or welfare of the public.  


(6) Failure or inability of an applicant to meet and satisfy the requirements and provisions of this article 
and every other ordinance of the city.  


(Ord. No. 2-20-01, 3-19-01) 


Sec. 74-177. Same—Hearing demand; review; council powers. 


Any person whose permit is revoked or suspended, or any person whose application for a permit is denied, 
shall have the right to a hearing before the city council, provided a written request therefore is filed with the city 
clerk within ten days following the delivery or mailing of the notice of revocation or suspension, or within ten days 
following the denial of the permit application. No person shall operate any sidewalk cafe or outdoor seating during 
any time when the permit therefore has been suspended, revoked, or canceled.  


(Ord. No. 2-20-01, 3-19-01) 


Sec. 74-178. Revocation or suspension; notice required; service. 


Written notice of suspension or revocation, stating the causes therefore, shall be delivered to the permittee 
personally or mailed to the address as shown in the permit application. Upon revocation of a license, all furnishings 
and fixtures shall be removed from public property within 24 hours.  


(Ord. No. 2-20-01, 3-19-01) 


Sec. 74-179. Renewal considered as original application. 


Unless otherwise provided in this article, an application for renewal of a sidewalk cafe or outdoor seating 
permit shall be considered in the same manner as an original application.  


(Ord. No. 2-20-01, 3-19-01) 


Sec. 74-180. Transferal. 


No permit issued under the provisions of this article or any other ordinance of the city shall be transferable.  


(Ord. No. 2-20-01, 3-19-01) 


Sec. 74-181. Violations. 


(a) Any person who operates a sidewalk cafe or outdoor seating on public sidewalks or public property, without 
a permit, or who shall violate any of the provisions of this article shall be responsible for a municipal civil 
infraction, punishable by a civil fine of not more than $500.00 and the costs of prosecution.  
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(b) The city council may establish the amount of a civil fine for a municipal civil infraction that may be paid at the 
city violations bureau for violations of this article, except that all violations alleging operating without a 
permit and other violations in excess of three in any calendar year may be handled by the district court.  


(c) The city may suspend or revoke any permit issued, or deny the issuance of a permit as provided in section 
74-176 regardless of whether the operator has been cited, paid a civil fine, or been found responsible for a 
violation of this article pursuant to this section.  


(Ord. No. 2-20-01, 3-19-01) 


Sec. 74-182. Severability. 


If any clause, sentence, paragraph or part of this article shall be adjudged by any court of competent 
jurisdiction to be invalid, such judgment shall not affect, impair, or invalidate the remainder thereof, but shall be 
confined in its operation to the clause, sentence, paragraph, section, or part thereof directly involved in the 
controversy and in which such judgment shall have been rendered.  


(Ord. No. 2-20-01, 3-19-01) 
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THE CITY COUNCIL OF THE CITY OF NORTHVILLE, MICHIGAN HEREBY ORDAINS AS FOLLOWS: AN 
ORDINANCE TO AMEND CHAPTER 74 – STREETS, SIDEWALKS AND OTHER PUBLIC PLACES, ARTICLE VI. 
SIDEWALK CAFES AND OUTDOOR SEATING, OF THE CITY CODE OF THE CITY OF NORTHVILLE SHALL NOW 
READ AS FOLLOWS:  


CHAPTER 74 – STREETS, SIDEWALKS AND OTHER PUBLIC PLACES 


ARTICLE VI. OUTDOOR DINING 


Sec. 74-171. Purpose. 


The Outdoor Dining regulations, as established in this article, are designed to allow Outdoor Dining on public 
property in locations where they are determined to be appropriate by the city manager or designee, and to 
promote and protect the public health, safety, and general welfare of the community. 


Sec. 74-172. Definitions. 


Designee means a person selected or designated to carry out the duty or role of the city clerk or the city manager 
if they are unavailable. 


Outdoor Dining means a Restaurant that provides their food and beverages in open air on a city Sidewalk, Street, 
or other city property.  This definition does not pertain to Food Trucks.  


Permit means a city Outdoor Dining Permit issued by the city clerk or designee, based on approval by the city 
manager or designee, which conforms to the procedures and regulations of this article.       


Restaurant means an establishment which sells food and beverages, non-alcoholic and/or alcoholic, for 
immediate on-premise consumption. A Restaurant not serving alcohol provides sit-down full-service licensed 
by Wayne or Oakland County. A Restaurant serving alcohol provides sit-down full-service that is also licensed 
by the Michigan Liquor Control Commission (MLCC). 


Sidewalk means a paved or covered walkway which is a dedicated public right-of-way or easement improved 
and intended for pedestrian use. 


Site furnishing means furniture, fixtures, or other equipment located within the Outdoor Restaurant Area. This 
includes chairs, tables, railings, planters, lighting, umbrellas or other overhead covers, and other furnishings. All 
of these items must be readily removable and not fixed to a surface. 


Street means a city road or street surface area or right-of-way. 


Sec. 74-173. Permit procedures. 


(a) The city clerk or designee is authorized to issue a Permit to operate Outdoor Dining on public property
provided that the applicant has complied with the standards set forth in this article.


(b) An Outdoor Dining application shall be designed by the city clerk and approved by the city manager or
designee that provides guidelines and requirements for an applicant to operate Outdoor Dining. The city
manager may amend the application if a change is required that does not impede or contradict the
enforcement of the current Ordinance.


(c) Permit applications for establishments operating on public Sidewalks, Streets or public property shall be
reviewed by city administration and approved by the city manager or designee. The city manager or
designee reserves the right to forward a Permit application to the city council for its review and


ATTACHMENT B
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consideration. Outdoor Dining establishments serving alcohol require approval by the MLCC. No Permit 
shall be issued to a Restaurant serving alcohol until such license or permit, as required by the MLCC, has 
been approved and the local approval resolution has been approved by the Liquor License Review 
Committee (LLRC) and city council. The city clerk or designee shall be permitted to issue a Permit prior to 
the Restaurant receiving approval from the MLCC to allow the Restaurant to serve food and non-alcoholic 
drinks with the city manager or designee approval. 


(d) Any person or establishment issued a Permit by the city clerk or designee to operate an Outdoor Dining 
establishment on public sidewalks or public property shall pay to the city treasurer a fee in the amount 
as established by resolution of the city council. The city clerk or designee shall not issue a Permit unless 
the fees required by this section are paid. 


(e) Existing establishment signage shall comply with the city sign ordinance before an Outdoor Dining Permit 
will be granted.  


(f) Each Permit application shall be accompanied by a policy or certificate of insurance, in an amount 
acceptable to the city, including workers compensation, naming the city as an additional insured. 
Establishments serving alcohol shall also provide a liquor liability policy or certificate of insurance naming 
the city as an additional insured. A company authorized to do business in the state shall issue such 
insurance. Required insurance amounts shall be set from time to time by resolution of the city council. 
The policy or certificate shall contain a clause requiring the insuring company to give ten days written 
notice to the city clerk or designee prior to canceling the policy. 


(g) The insurance certificate required by this article shall be in effect for any period during which the sidewalk 
is in operation. Failure to provide a current insurance certificate shall be cause for denial, suspension, or 
revocation of the sidewalk permit. No establishment shall operate without filing proof of proper 
insurance. Denied, suspended, or revoked permits may be re-instated upon submittal of proof of proper 
insurance.  


(h) Site development and application approval.  


(1) No outdoor service of food and/or beverages in the form of an outdoor dining establishment 
shall be established on public property, except in conformance with a site development plan 
reviewed by city administration and approved by the city manager or designee as required by 
this article.  


(2) An application for a Permit for site development plan approval shall be submitted to the city clerk 
or designee.  The application shall include, but shall not be limited to the following:  


a. Name of the applicant and business.  


b. Address of the business.  


c. Address of the applicant.  


d. Telephone number of the applicant and business.  


e. Name of the property owner if other than applicant.  


f. Address of the property owner if other than applicant.  


g. Telephone number of the property owner if other than applicant.  


h. Name of planner, engineer, architect or agent, if applicable.  


i. Proposed dates of occupancy.  


j. Proposed hours of occupancy.  


k. Proposed number of tables, chairs, railings, posts, table umbrellas or other items.  
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l. Proposed color, design, materials, and workmanship of tables, chairs, railings, posts, table 
umbrellas or other items.  


m. Proposed area of occupancy including square feet and dimensions.  


n. Whether alcohol will be served.  


o. Whether dance and/or entertainment will be on-premises. The applicant shall complete an 
additional application for a dance/entertainment license with the city if this is the case and 
pay any fees associated with this license as outlined under the city code.  


p. Copy of certificate of insurance.  


q. Whether Permit application is a new application or renewal; if renewal, the applicant shall 
describe any changes from the previous application.  


r. Written authorization from the owner of the property shall be required when the applicant 
applying for the Permit is not the owner of the property. 


(3) The site development plan and the accompanying application shall show the following:  


a. The applicant's entire property and adjacent properties on a location map with streets for a 
distance of at least 25 feet at a scale showing detail sufficient for proper review. The site 
plan shall be submitted on a sheet no smaller than 8½ inches × 11 inches and no larger 
than 11 inches × 17 inches. Site plans smaller or larger than the sizes prescribed by this 
article shall not be accepted.  


b. A detailed plan showing the design, relevant details, and location of all temporary Site 
Furnishings, shall accompany the site development plan and Permit application.  


c. Propane heaters and propane fire pits shall only be used in the permitted area and must be 
monitored during hours of operation. They must be approved by the Fire Chief. 


(4) The city clerk or designee shall distribute copies of the site development plan and Permit 
application to city administration for review and comments in relation to compliance with this 
article and all other city ordinances. 


(g) Conditions specific to the operation of a business may be incorporated into the permit as required by 
city administration.  


(h) City administration, using historic district standards, shall review permit applications for establishments 
within the historic district. Appeals shall be made to the historic district commission.  


(i) Based upon review comments from city administration, the city manager or designee may approve, 
approve with conditions, refer the application back to the applicant for modification, deny the 
application, or refer the application to the city council. If approved, the city manager or designee shall 
authorize the city clerk or designee to issue a Permit.  


(j) If the city manager or designee denies the application for a Permit, the reason for this determination 
will be stated in a letter to the applicant. The applicant may appeal the decision in accordance with 
section 74-178 of this article.  


(k) In addition to any fees required by this article, establishments applying for any license or permit issued 
by the MLCC shall be required to pay a non-refundable liquor licensing permit fee to the city in an 
amount as established by resolution of the city council.  


Sec. 74-174. Duration. 


(a)  All Permits shall be issued on an annual basis and shall expire on April 30th. Unless another time frame is 
specified in the permit, or by the requirements of this article, the permit shall allow the operation of Outdoor 
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Dining from May 1st to November 1st of the calendar year for which the Permit is issued with the exceptions 
noted below. During this time period, Outdoor Dining may take place on the public Sidewalks or on the 
adjacent Street when the Streets are closed to vehicular traffic or within an enclosed on-street parking 
location. The location on the Street will be described in the Permit issued by the city clerk or designee.  All 
Permits shall be reapplied for annually (section 74-180).  


(1) Exceptions: 


To allow establishments to take advantage of good weather, operation of an Outdoor Dining area is 
permitted prior to May 1st and/or after November 1st on a day-by-day basis subject to restrictions:  


a. Outdoor Dining will take place on the permitted area of the Sidewalk only.  


b. No Outdoor Dining will be allowed in the Street during this time unless part of an approved 
Special Event Application.  


c. The establishment has been issued a Permit for the current calendar year.  


d. The operation of an Outdoor Dining area shall not interfere with the set up or operation of any 
special event.  


e. All Site Furnishings associated with the operation of an Outdoor Dining establishment shall be 
maintained and easily removed, if necessary, each night. 


f. During periods of snow accumulation, the placement of Site Furnishings associated with the 
operation of a Restaurant shall be placed in a manner that allows no less than 60 inches of 
cleared sidewalk for pedestrian use.  


g. If the establishment sells alcohol, the Outdoor Dining area must comply with all local and MLCC 
rules year-round. 


Sec. 74-175. Standards. 


(a) There shall be a minimum of 60 inches, exclusive of the area occupied by the Outdoor Dining establishment 
designed to allow adequate pedestrian movement. Outdoor Dining shall only be permitted where it is 
determined that the use will not create a hazard, nor impede pedestrian traffic. The city manager or 
designee shall determine when a hazardous condition exists in the public right-of-way.  


(b) Outdoor Dining may only be located immediately adjacent to the establishment with which the applicant is 
associated.  If the applicant wishes to extend their outdoor seating beyond the area in front of their building, 
a written letter of support from the adjacent property owner(s) and business owners are recommended.  


(c) Outdoor Dining areas must remain clear of litter, food scraps, and soiled dishes at all times.  


(d) Employees of the establishment shall continuously supervise Outdoor Dining areas serving alcoholic 
beverages.  


(e) Barriers such as a planter or railing shall be installed to delineate the perimeter of an Outdoor Dining area 
serving alcoholic beverages. All barriers used for Outdoor Dining serving liquor shall also conform MLCC 
regulations.  


(f) Site Furnishings for Outdoor Dining shall consist solely of readily removable items. Site Furnishings are 
prohibited from being attached or anchored to Sidewalks and Streets.  


(g) No structure or enclosure to accommodate the storage of accumulated garbage, i.e. shed, may be erected or 
placed adjacent to or near the Outdoor Dining area located on public property. Each establishment shall be 
responsible for providing appropriate containers for disposing of garbage or waste and employees shall not 
use city trash containers for disposing of garbage or waste.  
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(h) Outdoor Dining shall not interfere with any public service facility, such as a planter, mailbox, or bench 
located on a Sidewalk or public property.  


(i) Operation of an Outdoor Dining establishment shall not adversely impact adjacent or nearby residential, 
religious, educational, or commercial properties and shall be in accordance with all applicable codes and 
regulations.  


(j) Site Furnishings provided by the Restaurant offering Outdoor Dining shall be of quality design, materials, and 
workmanship both to ensure the safety and convenience of users and to enhance the visual and aesthetic 
quality of the area. Such equipment shall be routinely cleaned, painted, or replaced and may be inspected by 
the city manager or designee.  


(k) Outdoor Dining cannot be used as an area for any storage. 


(l) Outdoor Dining must comply with Americans with Disabilities Act (ADA) and the applicable sections of Chapter 
11 of the most recent adopted version of the Michigan Building Code pertaining to outdoor seating and 
accessibility. 


 


Sec. 74-176. Operating restrictions. 


(a) All Outdoor Dining establishments where alcoholic beverages are served shall be allowed to operate during 
the hours of 10:00 a.m. until 1:00 a.m., Monday through Saturday (Saturday defined as 1:00 a.m. Sunday 
morning), and Sunday during the hours of 10:00 a.m. until 10:00 p.m. Monday through Saturday sales and 
service shall cease by 12:30 a.m. and all areas shall be vacated by 1:00 a.m. Sunday sales and service shall 
cease by 9:30 p.m. and all areas shall be vacated by 10:00 p.m. 


(b) The consumption of alcoholic beverages at an Outdoor Dining establishment within the confines of the 
permitted area shall not be construed as a violation of any ordinance controlling open containers in a public 
area. The operator of the Restaurant shall take all necessary action to procure the appropriate license or 
permit from the MLCC to serve alcoholic beverages in the Restaurant and shall comply with all other laws 
and regulations concerning the serving of alcoholic beverages in the state. 


(c) All food to be served at an Outdoor Dining establishment shall be prepared within the existing establishment 
unless approved by the city council as part of a special event application request.  


(d) The Outdoor Dining establishment shall not serve food or beverages to a patron unless that patron is seated 
at a table or standing at a high top.  


(e) The Permit issued in accordance with this article shall be prominently displayed within the existing 
establishment along with other required permits and licenses.  


(f) Site Furnishings shall be removed by December 1 and shall not be stored on site. It shall be the responsibility 
of the establishment to secure adequate off-site storage of these items.  


(g) The maintenance of an Outdoor Dining area shall be the responsibility of the establishment including, but 
not limited to, surface treatment and cleaning, litter control, sweeping, and snow and ice removal. The 
Sidewalk and public property shall be kept neat and clean at all times and free from any substance that may 
cause damage to the Sidewalk or public property or cause pedestrian injury.  


(h) Advertising on table umbrellas or railings is prohibited.  


(i) Noise ordinance must be adhered to with regards to dance and/or entertainment on-premises where 
applicable. 
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Sec. 74-177. Denial, revocation and suspension—Causes enumerated. 


The issuance of permits applied for under this article or any other ordinance of the city may be denied by the 
city manager or designee, and permits issued may be revoked or suspended by the city manager or designee at 
any time, for any of the following causes:  


(1) Fraud, misrepresentation or any false statement made in the permit application.  


(2) Fraud, misrepresentation or any false statement made in the operation of the sidewalk cafe or outdoor 
seating.  


(3) Any violation of this article or any other ordinance of the city.  


(4) Any violation received during the previous permit period.  


(5) Conducting a business in an unlawful manner or in such a manner as to constitute a breach of peace or 
to constitute a menace to the health, morals, safety or welfare of the public.  


(6) Failure or inability of an applicant to meet and satisfy the requirements and provisions of this article 
and every other ordinance of the city.  


 


Sec. 74-178. Same—Hearing demand; review; council powers. 


Any person whose permit is revoked or suspended, or any person whose application for a Permit is denied, 
shall have the right to a hearing before the city council, provided a written request therefore is filed with the city 
clerk within ten days following the delivery or mailing of the notice of revocation or suspension, or within ten days 
following the denial of the permit application. No person shall operate an Outdoor Dining establishment during 
any time when the Permit therefore has been suspended, revoked, or canceled.  


 


Sec. 74-179. Revocation or suspension; notice required; service. 


Written notice of suspension or revocation, stating the causes therefore, shall be delivered to the permittee 
personally or mailed to the address as shown in the permit application. Upon revocation of a license, all furnishings 
and fixtures shall be removed from public property within 24 hours.  


 


Sec. 74-180. Renewal considered as original application. 


Unless otherwise provided in this article, an application for renewal of a Permit shall be considered in the 
same manner as an original application.  


 


Sec. 74-181. Transferal. 


No permit issued under the provisions of this article or any other ordinance of the city shall be transferable.  
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Sec. 74-182. Violations. 


(a) Any person who operates an Outdoor Dining establishment public sidewalks or public property, without a 
Permit, or who shall violate any of the provisions of this article shall be responsible for a municipal civil 
infraction, punishable by a civil fine of not more than $500.00 and the costs of prosecution.  


(b) City council may establish the amount of a civil fine for a municipal civil infraction that may be paid at the city 
violations bureau for violations of this article, except that all violations alleging operating without a permit 
and other violations in excess of three in any calendar year may be handled by the district court.  


(c) The city may suspend or revoke any permit issued, or deny the issuance of a permit as provided in section 
74-179 regardless of whether the operator has been cited, paid a civil fine, or been found responsible for a 
violation of this article pursuant to this section.  


 


Sec. 74-183. Severability. 


If any clause, sentence, paragraph or part of this article shall be adjudged by any court of competent 
jurisdiction to be invalid, such judgment shall not affect, impair, or invalidate the remainder thereof, but shall be 
confined in its operation to the clause, sentence, paragraph, section, or part thereof directly involved in the 
controversy and in which such judgment shall have been rendered.  


 







CITY OF NORTHVILLE 
OUTDOOR DINING ORDINANCE PROPOSED CHANGES 


Current Ordinance Proposed Changes to Ordinance 
Article VI. Sidewalk Cafes and Outdoor 
Seating 


Article VI. Outdoor Dining 


Change to Definitions 1. Removal of Dining Platform language
2. Replacement of Outdoor seating and


Sidewalk café with Outdoor Dining
and Restaurant


3. Added Definition of Outdoor Dining,
Sidewalk, Street, Permit, Restaurant,
Site Furnishing, and Designee


City Manager, City Clerk, administration, 
staff all used differently  


Consistent use of term – city clerk or 
designee, city manager or designee, city 
administration.  


No language City Manager shall approve an 
application for Outdoor Dining. The 
application has more specific information 
and can be changed administratively 
without holding two public hearings as 
long as the change does not impede or 
contradict the enforcement of the 
ordinance.  


No language New language allowing city clerk or 
designed to issue a permit for outdoor 
dining before the MLCC has issued an 
outdoor serviced permit. The City’s permit 
is for dining only, no alcohol may be 
served until the permit is issued from 
MLCC.  


A permit will be issued on an annual basis 
and shall expire on December 1st 


All Permits shall be issued on an annual 
basis and shall expire on April 30th. April 
30th is the expiration date for permits and 
licenses issued by the MLCC. These 
dates are now the same.  


Unless another time frame is specified in 
the permit, or by the requirements of this 
article, the permit shall allow the 
operation of a sidewalk cafe or outdoor 
seating from March 15 up to and 
including November 7 of the calendar 
year for which the permit is issued. 


Unless another time frame is specified in 
the permit, or by the requirement of this 
article, the permit shall allow the 
operation of Outdoor Dining from May 1st 
to November 1st.  During this time period 
Outdoor Dining may take place on the 
public sidewalks or on the adjacent street 
when the streets are closed to vehicular 
traffic.  


ATTACHMENT C







CITY OF NORTHVILLE 
OUTDOOR DINING ORDINANCE PROPOSED CHANGES 


 
Current Ordinance  Proposed Changes to Ordinance  
To allow establishments to take 
advantage of good weather, operation of 
an Outdoor Dining area, sidewalk café, or 
outdoor seating is permitted prior to 
March 15 and / or after November 7th on 
a day-by-day basis subject to restrictions.  


To allow establishments to take 
advantage of good weather, operation of 
an Outdoor Dining area, is permitted prior 
to May 1st and/or after November 1st on a 
day-to-day basis subject to restrictions. 


No language  Outdoor Dining must comply with ADA 
requirements and the applicable sections 
of Chapter 11 of the most recently 
adopted version of the Michigan Building 
Code pertaining to outdoor seating and 
accessibility.  


74-173 Permit procedures requires site 
development and application approval. 
The application sets out all of the 
information required.   


In the proposed language one 
requirement has been added to the 
information supplied on the application. 
Applicant must indicate on the application 
if they wish to obtain a dance / 
entertainment permit which would allow 
for outdoor entertainment in the service 
area.  


Sidewalk cafes or outdoor seating may 
only be located adjacent to the 
establishment with which they are 
associated.  


If the applicant wishes to extend their 
outdoor seating beyond the area in front 
of their building, a written letter of support 
for the adjacent property owner(s) is 
recommended.   


No language  Outdoor Dining cannot be used as an 
area for any storage. 


No language  Noise ordinance must be adhered to with 
regards to dance and /or entertainment 
on-premises where applicable.  


Language clarification Adding seated at a high-top table as well. 
All sidewalk cafes serving alcoholic 
beverages shall be allowed to operate 
during the hours of 10:00 a.m. until 1:00 
a.m., Monday through Saturday 
(Saturday defined as 1:00 a.m. Sunday 
morning), and Sunday during the hours 
of 10:00 a.m. until 10:00 p.m. Monday 
through Saturday sales and service shall 
cease by 12:30 a.m. and all areas shall 
be vacated by 1:00 a.m. Sunday sales 
and service shall cease by 9:30 p.m. and 
all areas shall be vacated by 10:00 p.m. 


Remains the same as existing ordinance.  


  







CITY OF NORTHVILLE 
OUTDOOR DINING ORDINANCE PROPOSED CHANGES 


 
Current Ordinance  Proposed Changes to Ordinance  
There shall be a minimum of 42 inches, 
exclusive of the area occupied by the 
sidewalk cafe or outdoor seating, 
designed to allow adequate pedestrian 
movement. 


There shall be a minimum of 60 inches, 
exclusive of the area occupied by the 
sidewalk cafe or outdoor seating, 
designed to allow adequate pedestrian 
movement. 


An increase in lighting is prohibited 
unless otherwise required through the 
review process.  


Language removed. 


The Outdoor dining establishment shall 
not serve food or beverages to a patron 
unless the patron is seated at a table  


The Outdoor dining establishment shall 
not serve food or beverages to a patron 
unless the patron is seated at a table or 
standing at a high top.  


No language 
 


Propane heaters can only be used in the 
permitted area and must be monitored 
during hours of operation. 


 







CITY OF NORTHVILLE 
OUTDOOR DINING ORDINANCE FREQUENTLY ASKED QUESTIONS 


1. Hours of Operation – City staff is recommending that the hours of operation
included in the Ordinance remain the same as the existing ordinance to avoid
confusion and limit hours of operation. The Michigan Liquor Control Commission
(MLCC) sets the hours of operation from 7:00 a.m. to 2:00 a.m., Monday through
Sunday. City staff contacted MLCC to determine if the city can deviate from MLCC
hours of operation. City Attorney Tony Chubb has advised staff that the city can set
more restrictive hours of operation for outdoor dining. The hours in the proposed
ordinance keep the hours of operation the same.


2. Designee – The term designee was defined in the Ordinance at the request of City
Council and residents providing input at the February 22nd City Council meeting.
The definition for designee is “a person selected or designated to carry out the duty
or role if the City Manager is unavailable.


3. Traffic Concerns - Several traffic studies have been conducted over the past 3
years to develop strategies to mitigate traffic conflicts. One study dealt with both
vehicular traffic and pedestrian traffic. Another study dealt with connectivity and
mobility. A plan for implementation of the study recommendations has been
developed and improvements are being phased in. Information from the studies is
not part of the Outdoor Dining Ordinance.


4. Closure Dates – In April of 2023 Northville City Council voted to close both Main
and Center Street to vehicular traffic from late April through early November, as
well as close it intermittently for special events from early November through late
April. The proposed changes to the Outdoor Dining Ordinance reflect this action.


In addition, to allow establishments to take advantage of good weather, operation
of an Outdoor Dining area is permitted prior to May 1st and after November 1st on
a day-to-day basis subject to restrictions. These restrictions include use of
sidewalks only, valid permit, daily removal and storage.


5. Fire Pits – The proposed ordinance allows for the use of propane fire pits within
the designated service areas. The fire pits must be monitored during hours of
operation by the permit holder and may not be wood burning. The wood burning
fire pits create smoke, soot, and odor that impacts products and services of
adjacent businesses. In addition, the Fire Department recommended propane only
fire pits as they are safer than wood fire pits and eliminate the risk of sparks or
unpredictable fire flames.


6. Rooftop Dining – The proposed ordinance applies to public property only and not
the rooftops of private property. MLCC and the Planning Commission’s site plan
approval process regulate rooftop dining.


ATTACHMENT D







CITY OF NORTHVILLE 
OUTDOOR DINING ORDINANCE FREQUENTLY ASKED QUESTIONS 


 
7. ADA compliance – The proposed ordinance must comply with Americans with 


Disabilities Act (ADA) and the applicable sections of Chapter 11 of the most recent 
adopted version of the Michigan Building Code pertaining to outdoor seating and 
accessibility which incorporates ADA compliance requirements. 
 


8. Post their MLCC or Wayne County permits – Permits issued by both Wayne 
County and the MLCC are required to be prominently displayed in the licensed 
premises.  


 
9. Food trucks – Currently the City’s Fees, Fines and Penalties schedule includes a 


$30 annual permit fee for all food trucks operating in the city. Food trucks currently 
only operate as part of a special event. The Outdoor Dining Ordinance does not 
apply to food trucks.  


 
10. Design Standards – There are currently no design standards for outdoor dining.  


 
11. Social District –The governing body of a local governmental unit may designate 


a Social District within its jurisdiction.  Qualified licensees within the Social District, 
and that have been approved for and issued a Social District Permit, may sell 
alcoholic liquor (beer, wine, mixed spirit drink, spirits, or mixed drinks) on their 
licensed premises to customers who may then consume the alcoholic liquor within 
the commons area of the Social District. The social district area can operate with 
the roads open or closed to vehicular traffic. The two terms are often incorrectly 
used. The Social district is larger than the street closures and includes 17 
restaurants. The Social District hours of operation are from 12:00 pm to 10:00 pm 
Monday to Sunday. See social district map below.  
 







COUNCIL COMMUNICATIONS 
TO: City Council 


FROM: Wendy Wilmers Longpre 
Director of Strategic Planning and Special Projects 


DATE: March 18, 2024 


SUBJECT: Land and Water Fund Grant Application 


BACKGROUND: 
During the March 4, 2023 City Council meeting, Council discussed recreation grant programs 
that are available through the Michigan Department of Natural Resources (MDNR) for park 
improvements. Assorted park initiatives were identified that are both high priorities for the City 
of Northville and are eligible for funding under the various MDNR programs. It is recommended 
that City Council endorse an application under the Land and Water Conservation Fund program 
for improvements to Ford Field Park West. 


ANALYSIS:  
Ford Field Park is a 10.5-acre park that is divided by Griswold Street into an East Park and West 
Park. A recently completed Park Master Plan identified over $20,000,000 in improvements 
intended to re-establish Ford Field Park as a central gathering space for the community with a 
regional draw. Top priorities for the western portion of the park include installation of 
permanent restrooms, updating the playground and increased shaded seating. Top priorities for 
the east portion of the park include construction of an entryway and a pathway through the 
park.  


The L&W program is a federal program administered in Michigan by the MDNR on behalf of the 
National Park Service. Funds are available to local governments through a competitive grant 
process for development of public outdoor recreation areas and facilities. Focus areas of the 
program include community recreation, green technology and universal access, among others. 
Installation of restrooms and accessible walkways in Ford Field Park West is a project that is 
likely to be viewed favorably under this program. 


The scope for this project is proposed to include the following items: 
1. Restroom building with four all-gender bathrooms, one of which will include adult


toileting amenities.
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2. Green infrastructure and technology, as much as feasible. Features that will be
researched include but are not limited to:


a. Composite siding and trim on the restroom building.
b. Gutter rainwater collection system on the building and use of rain gardens with


native plant material and stormwater trees.
c. LED light fixtures with occupancy sensors, low-flow plumbing fixtures with hands


free controls, and on-demand tankless water heaters.
d. Tubular daylighting devices in the restrooms.
e. Drinking fountain with a bottle filler.
f. Trash and recycling containers


3. Accessible walkways connecting the restrooms, playground and Rouge River trail, and
wide enough to accommodate picnic tables, bike hoops and bike repair station, seating,
and other site amenities.


4. Interpretive signage.


The current Master Plan for Ford Field Park West is attached, as well as a rendering depicting 
the preliminary restroom and pathway locations; more detailed plans are still under 
development. 


BUDGET IMPACT: 
The estimate of probable cost for the improvements proposed in the grant request is 
$1,000,000, including architectural and engineering services. The L&W program requires a local 
match of at least 50% and has a maximum grant amount of $500,000. City Council will need to 
commit to a local match of $500,000 for this project and the Finance Director has identified 
$500,000 in the Public Improvement Fund for this purpose.  


RECOMMENDATION: 
It is recommended that City Council approve the attached Resolution endorsing a Land and 
Water Conservation Fund application requesting $500,000 to construct a restroom and 
accessible walkways in Ford Field Park West.  


RECOMMENDED MOTION: 
Move to approve the Resolution Endorsing an Application under the Land and Water 
Conservation Fund Program requesting $500,000 to construct a restroom and accessible 
walkways in Ford Field Park West and authorize the City Manager to sign and submit the 
application to the Michigan Department of Natural Resources. 


DEPARTMENT CITY MANAGER


George Lahanas
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Resolution Endorsing an Application  
Under the Land and Water Conservation Fund Program 


 
 
 
At a regular meeting of the Northville City Council held    Monday, March 18, 2024   , at 
Northville City Hall, 215 W. Main Street, Northville, Michigan, the following resolution was 
offered by     and seconded by     . 
 
WHEREAS, the Northville City Council supports the submission of an application titled Ford 


Field Park West Improvements to the Land and Water Conservation Fund for 
development of a restroom and accessible walkways at Ford Field Park West, 
151 N. Griswold, Northville, MI 48167; and, 


 
 WHEREAS,  the proposed application is supported by the Community’s approved 5-Year 


Parks and Recreation Plan; and,  
 
WHEREAS, the City of Northville is hereby making a financial commitment to the project in 


the amount of $500,000 matching funds; and, 
 
WHEREAS,  the public was given advanced opportunity and reasonable accommodations to 


review and comment on the grant application.   
 
NOW, THEREFORE BE IT RESOLVED, that the Northville City Council hereby authorized 
submission of a Land and Water Conservation Fund Application for $500,000, and further 
resolves to make available its financial obligation amount of $500,0000 (50%) of a total 
$1,000,0000 project cost during the FY2023-FY2024. 
 


     
YEAS:             
  
NAYS:             
 
ABSENT:            
 
Resolution adopted this ____ day of __________, 202__. 
 


 
CLERKS CERTIFICATION: I hereby certify that the foregoing is a true and complete copy of a 
resolution adopted by the Northville City Council at a public meeting held on March 18, 2024, 
the original of which is part of the Council’s minutes. 
 
 
             
       Michael Smith, City Clerk 
       City of Northville 


Oakland and Wayne Counties, Michigan 
 







 
 


 


 


 
 
 
 
 
 
 
 
 
 
 
 
 


City of Northville 
OFFICE OF STRATEGIC 


PLANNING & SPECIAL PROJ. 
215 West Main Street 
Northville, MI 48167 


 
(248) 449-9905 


www.ci.northville.mi.us  
 


Director of Strategic Planning & Special Projects 
Celebrating our History, Planning for our Future: 1827-2027 
 


COUNCIL COMMUNICATIONS 
TO: City Council 


FROM: Wendy Wilmers Longpre 
 Dir. of Strategic Plan. & Special Projects 


DATE: March 18, 2024 


SUBJECT: City Hall Roofing Contact  


 


BACKGROUND 
Northville City Hall was initially constructed in 1967 and several additions 
were constructed over the years to reach the existing footprint. The building 
is frame and masonry built, with both single and double story sections. It is 
covered by approximately 14,000 sf of high slope roof and 4,000 sf of low 
slope roof. The high slope roof is a 3-tab asphalt shingle and the low slope 
roof is EPDM single-ply roof membrane, with a small section of white 
thermoplastic membrane. The age of the existing roof is unknown. A plan 
view of the roof is attached. 


ANALYSIS 
In 2018, a roof condition assessment was completed which indicated that 
the entire roof was at the end of its life cycle. The assessment noted that the 
asphalt shingles were severely deteriorated with significant holes, missing 
nails throughout and numerous areas where the reinforcing mesh was 
exposed. The EPDM membrane also showed extensive deterioration with 
seam failure and shrinkage throughout and numerous areas of standing 
water. There appeared to be minimal insulation in this area. The condition 
assessment was updated in 2023 and confirmed a continued degradation of 
the roofing systems, indicating that they need to be replaced to avoid 
substantial failure.  
 
On September 18, 2023, City Council awarded a Contract to Roofing 
Technology Associates, LTC (RTA) out of Livonia, Michigan to develop plans 
and specifications to completely re-roof City Hall. A request for bids was 
released for the project in January and on February 27, 2024, the city 
received four (4) valid bids. See the attached bid tabulation. KJP Roofing and 
Sheet Metal was the apparent low bidder with a base bid of $127,025. 
 
RTA evaluated the bids and conducted post-bid interviews with the two low 
bidders. A report of their findings is attached, including a recommendation 
to award the Contract to KJP.   
 



http://www.ci.northville.mi.us/
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KJP Roofing and Sheet Metal is a roofing company based in Chesterfield, Michigan. The 
company has been operating since 2011 and performs both residential and commercial roofing 
projects. Currently KJP’s primary projects are with school districts including Lakeview Schools, 
Lake Shore Schools, Bloomfield Hills School District, and they were the roofing contractor for 
Northville Middle School. 
 
The proposed Contract is attached for your information. 
 
BUDGET IMPACT 
$300,000 has been identified in the Public Improvement Fund to re-roof City Hall which is more 
than adequate to fund the base bid of $127,025. Additionally, RTA is recommending that the 
city accept the project alternate which is to replace the gutters and downspouts for an 
additional $11,500. 
 
RECOMMENDATION 
It is recommended that a Contract be awarded to KJP Roofing and Sheet Metal to replace the 
roof and downspouts on City Hall for a total project cost of $138,252. It is also recommended 
that an additional $20,800 be approved for a project contingency. This is 15% of the project 
cost and is recommended because of the uncertainty involved in removing the existing roofing 
systems.     
 
RECOMMENDED MOTION 
Move to authorize the City Manager to sign a Contract with KJP Roofing and Sheet Metal of 
Chesterfield Michigan in the amount of $138,525 to re-roofing Northville City Hall and 
furthermore approve a $20,800 contingency for the project. 
 
 
 
 
 
          
DEPARTMENT    CITY MANAGER  
 


Attachments (4) 







GENERAL ROOF NOTES:


• ROOF ACCESS IS BY LADDER ONLY


• MAIN SECTION CONSISTS OF A SHINGLED ROOF WITH


APPROXIMATELY 4/12 PITCH


• SHINGLED ROOF IS AN OLDER, 3-TAB SHINGLE


• VENTING FOR SHINGLE ROOF APPEARS TO BE


INADEQUATE, UTILIZING ONLY GABLE LOUVERS.  IT IS


NOT KNOWN IF LOUVERS ARE MECHANICAL, AND IF SO,


IF THEY ARE OPERATING PROPERLY


• THERE ARE NO SOFFIT VENTS OR RIDGE VENTS


• THERE ARE AREAS WHERE THE FLAT ROOF SECTIONS


ARE INTEGRATED INTO THE SHINGLED SECTION,


WHICH WOULD MAKE IT DIFFICULT TO TIE THE


SECTIONS PROPERLY WITHOUT REPLACING BOTH


• LOW SLOPE ROOF SECTIONS CONSIST OF A SINGLE-


PLY, EPDM MEMBRANE WITH MINIMAL INSULATION


• BOTH TYPES OF ROOFS ARE AT THE END OF THEIR


LIFE CYCLE


EXISTING ROOF COMPOSITION
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City of Northville – City Hall
Northville, MI
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• SECTION 1:  3-TAB SHINGLE OVER PLYWOOD DECK


• SECTION 2:  PLYWOOD DECK / ½” WOOD FIBER


Insulation / FULLY ADHERED EPDM MEMBRANE


EXISTING ROOF


• SHINGLE SECTION :  14,000 sf


• SINGLE PLY SECTION:  4,000 sf


EXISTING ROOF DETAILS


• Wood Deck


• Shingle Roof


• Single Ply, EPDM Roof


• Gutters and Downspouts


• Mech. Equip. Curbs


• Exhaust Fans/Ducts


• Pitch Pockets


• Masonry Wall


PLAN VIEW


- SHINGLE ROOF


- SINGLE PLY MEMBRANE







BID TABULATION
City of Northville
City Hall Roofing Project
Bid Due Date:
Tuesday, February 27, 2024 3:00 PM


Replace
Gutters


Armstrong 158,475.00$            Yes 8,250.00$           166,725.00$                


Bruttell 156,693.00$            Yes 4,350.00$           161,043.00$                


Weatherseal 142,875.00$            Yes 6,780.00$            $               149,655.00 


KJP Roofing 127,025.00$            Yes 11,500.00$         138,525.00$                


Roof One  Rejected No


9/28/2023
Wendy Wilmers Longpre


Bidder Base Bid Bid   Bond


Unit Prices Alternates


Total with Alternates







 
   ROOFING TECHNOLOGY ASSOCIATES, LTD. 


 


     38031 SCHOOLCRAFT 
     LIVONIA, MICHIGAN 48150-1065 
    (734) 591-4444 ● FAX (734) 591-1660 ● E-MAIL: rta@rtaltd.com 


                  Web site www.rtaltd.com  


Professional Roof Consulting Services 


 
March 13, 2024 
Project No. 23-065 
 
 
Ms. Wendy Wilmers Longpre 
Director of Strategic Planning/ Projects 
City of Northville 
215 West Main Street 
Northville, MI 48167 
wlongpre@ci.northville.mi.us  
 
 
RE: POST-BID INTERVIEWS 
 City of Northville 
 City Hall Building 
 Northville, Michigan 
 
Dear Ms. Longpre: 
 
A public bid opening was held at Northville City Hall on February 27, 2024 at approximately 
3:01 p.m. for the roof replacement project at Northville City Hall. Nine bidders attended the 
pre-bid meeting held on February 16, 2024. Five bids were received by 3:00 p.m. on the bid 
due date. One bidder, Roof One, LLC of Pontiac, Michigan, did not include bid security with 
their bid. This bid was not read aloud. The remaining four bids did include bid security with 
their bids and these bids were read aloud. The bid results are shown on the attached bid 
tabulation table. 
 
The two low bidders were called for post-bid interviews by phone call. Weatherseal of 
Shelby Township, MI, the second low bidder, indicated that their bid was based upon using 
Mule-Hide, a non-specified material manufacturer for low slope roof membrane. We 
discussed at the pre-bid meeting that Carlisle and Holcim Elevate were specified as 
approved manufacturers. During the pre-bid meeting, we approved using Johns Manville as 
a material manufacturer as well. We had decided not to allow any other manufacturers. For 
this reason, we have excluded considering Weatherseal’s bid. 
 
The first low bidder is KJP Roofing and Sheet Metal of Chesterfield, MI (KJP). The following 
bullet point items were discussed with KJP’s Estimator Max Przebienda and Company 
Owner Jason Prieskorn: 
 


 If selected as the successful bidder, KJP indicated they would like to start as early as 
April, 2024 on the roof replacement project. KJP intends to use an 8 to 10 man crew 
to complete the low slope roof areas and a different 8 to 10 man crew to complete 
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the steep slope roof areas. KJP indicated they plan to complete the project in 14 
days. 


 KJP intends to use Holcim Elevate as the low slope roofing manufacturer and 
Certainteed as the steep slope roofing manufacturer. Both of these manufacturers 
are approved for use in the bidding documents. KJP indicated they are an approved 
contractor for each of these manufacturers and are able to provide the specified 
warranties following completion of the project. 


 KJP was asked if they provided pricing to include installation of new heat trace cable 
as manufactured by Raychem Nvent. Specifically, we specified the use of Raychem 
Nvent’s 240 volt system. Max Przebienda was unsure if they quoted Raychem’s 120 
volt or 240 volt system. Max was asked to find out and let us know. Jason Prieskorn 
emailed a response a few days later and indicated that they had priced the 240 volt 
system. 


 We discussed the specified attic work. KJP indicated that they intend to enter each 
attic while RTA is on site, check for non-insulated bath fan ducts and replace with 
insulated ducts. They intend to locate the attic access in the original building or they 
intend to provide an attic access in a location approved by the Owner. They intend to 
check for uniform attic insulation coverage and make corrections as needed. 


 We discussed attic ventilation improvements above the West Apparatus Bay. KJP 
indicated that they intend to provide intake attic ventilation on the north side of the 
West Apparatus Bay by removing existing soffit panels and removing solid plywood 
soffit panels and installing high performance vented soffit panels in the overhang. On 
the south side they intend to install the specified shingle over intake vent as 
specified. 


 KJP indicated that they had included in their bid the repair of the gutters on the 
carport and covered entryway on the south side of the building as specified. They 
indicated that the small shed roof (main building) where the covered entryway ends 
will have the existing roof panels removed and new asphalt shingles and proper 
flashing and counterflashing installed as specified. 


 KJP included in their bid cupola repairs as specified to replace shingles, flashing and 
counterflashing on the lower half of the cupola. New vinyl siding and corner post 
trim, which will match the original aluminum siding in profile is included in their bid. 
 


RTA has limited experience working with KJP. This writer has never worked with KJP. Other 
project managers in our firm have worked with KJP. RTA personnel indicated that the 
roofing crews do satisfactory work. The KJP management team does not communicate well 
which results in missed opportunities for providing quality control monitoring during 
reroofing and generally leaves the Owner to guess how their project is progressing. Phone 
calls to KJP went unreturned. This writer pointed out to Jason that there needs to be better 
lines of communication between all parties involved with this project. Jason indicated that 
he would personally oversee this project. He plans to communicate regularly with RTA and 
the City of Northville throughout this project. 
 
We reviewed the unit prices submitted by KJP and feel their unit prices are similar to the 
other bidders. We recommend accepting the unit prices submitted by KJP. 
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Based upon the post-bid interview, RTA recommends that this project be awarded to KJP 
Roofing and Sheet Metal. We recommend that if the budget allows, the City accept 
Alternate No. 1 to include new 6-inch K-style gutters with 3x4 rectangular downspouts at all 
steep slope eaves edges. The Contract amount, following these recommendations, will be 
$138,525. Please let us know if these recommendations are accepted and if you wish for 
RTA to prepare a Contract suitable for signatures. 
 
If you have questions regarding this bid evaluation or post-bid interview questions, please 
call. 
 
Sincerely, 
 
ROOFING TECHNOLOGY ASSOCIATES, LTD. 


 
Ronald D. Kinne, RRC, RRO 
Project Manager 
 
Attachment 
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NORTHVILLE CITY HALL 


BID TABULATION 
 
 BRUTTELL 


ROOFING 
KJP RFG WEATHERSEAL 


ARMSTRONG 
ENTERPRISES 


ROOF ONE 


Base Bid $156,693 $127,025 $142,875 $158,475 NO BID 
BOND 


Alternate No. 1 – New Prefinished Aluminum 6-inch K-Style Gutters 
 $4,350 $11,500 $6,780 $8,250 --- 
Unit Price No. 1 – wood Nailers and Plywood 
  1 x 4 2.00 3.00 4.00 4.07 --- 
  1 x 6 2.25 3.25 4.50 4.58 --- 
  1 x 8 2.60 3.75 5.00 5.00 --- 
  1 x 10 2.90 4.25 6.00 5.18 --- 
  2 x 4 2.40 3.50 2.75 3.75 --- 
  2 x 6 3.85 4.25 3.00 4.00 --- 
  2 x 8  4.25 4.75 4.00 4.40 --- 
  2 x 10 4.75 5.25 5.00 4.66 --- 
  ½” CDX  2.75 3.75 1.75 5.84 --- 
  ¾” CDX  3.75 4.75 3.50 3.28 --- 
Unit Price No. 2 – Vinyl Siding Replacement 
Time & mat’l 


3.75/sq.ft. 
125.00 75.00 259.00 --- 


Per man hour 15% 20% 30% --- 
Bid Bond Yes Yes Yes Yes No 
 







ROOF REPLACEMENT SPECIFICATIONS 


For 


CITY HALL 
215 WEST MAIN STREET 
NORTHVILLE, MICHIGAN 


Prepared for 


CITY OF NORTHVILLE 
215 West Main Street 


Northville, Michigan  48167 


RTA Project No. 23-065 
February 12, 2024 
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SECTION 00 1114  
BID SOLICITATION 


PART 1 GENERAL 
1.01 POTENTIAL BIDDER: 


A. The Owner will receive sealed bids for the Roof Replacement of the designated building at: 
Northville City Hall 
215 West Main Street 
Northville, Michigan 


1.02 BID PROPOSALS: 
A. Bid Proposals will be received until the time and the place, as follows, at which time the Bid 


Proposals will be publicly opened and read aloud. 
1. When: Tuesday, February 27, 2024 at 3:00 p.m. 
2. Place: Northville City Hall 
3. 215 West Main Street 
4. Northville, MI 48167 
5. Attention: Wendy Wilmers Longpre 
6. Office: 248 305-2710 


B. Bid proposals shall be submitted on forms furnished within the specifications and may either be 
mailed or hand delivered to the Owner’s Representative as identified in the Instructions to 
Bidders. Electronic submissions of Bid proposals will not be accepted or opened.  


C. The Owner reserves the right to reject any or all Bid Proposals, either in whole or in part, to 
waive any informalities and in general make awards in any manner deemed to be in the best 
interest of the Owner. 


1.03 SCOPE OF WORK: 
A. Roof replacement of the designated roof areas; project size to be determined by the 


bidder.  Contact Alex Wisney of RTA for more information at 734-591-4444. 
1. Steep-slope roof system type:  Fiber glass reinforced, laminated, asphalt shingles. 
2. Low-slope roof system type: Fully adhered, 60 mil reinforced EPDM single-ply roof 


membrane. 
3. Attic work including ventilation and other improvements. 


1.04 CONTRACTOR ORIENTATION MEETING: 
A. A pre-bid meeting will be held on Friday, February 16, 2024 at 10:00 a.m. at the project site 


with the Roof Consultant and the Owner to review the scope of work and project conditions. It is 
mandatory that a bidder representative attend this meeting. 


1.05 BIDDING DOCUMENTS: 
A. Bidding documents will be available after Monday, February 12, 2024for examination and 


distribution from the office of Roofing Technology Associates, Ltd., 38031 Schoolcraft Road, 
Livonia, Michigan, 48150. There is no fee associated with obtaining the bidding documents. 
Email distribution is preferred; however, bidders may pick up the bidding documents at our 
office. Please call ahead of time if you plan to pick up the bidding documents. For email 
distribution, contact Alex Wisney at awisney@rtaltd.com. 


B. Bidding documents may also be downloaded from BidNet: part of the Michigan 
Intergovernmental Trade Network (MITN) purchasing group, www.bidnetdirect.com/mitn. 


1.06 PROPOSAL WITHDRAWAL: 
A. Withdrawal of any proposal is prohibited for a period of sixty (60) days after the time set for 


opening of proposals. 



mailto:awisney@rtaltd.com
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1.07 SCHEDULE: 
A. The roofing work is to be started and completed as negotiated with the Owner. No shingle work 


between November 15th and March 15th. Bidder is to indicate start date and completion date in 
the space provided on the Bid Form. 


PART 2 NOT USED 
PART 3 NOT USED 


END OF SECTION 
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SECTION 00 2113  
INSTRUCTIONS TO BIDDERS 


PART 1 GENERAL 
1.01 THE PROJECT 


A. In accordance with these instructions, the Bidder is invited to submit a Bid for project and 
contract work indicated in the Roof Replacement Specifications. 


B. Each Bidder is referred to the Bid Solicitation for this project, which includes instructions and 
requirements for Bidders in addition to those included in this section. 


1.02 CONTRACT 
A. The Owner will enter into a single lump sum contract with the selected Bidder. 


1.03 SUBMISSION OF BIDS 
A. Address for Receiving Bids 


1. Bids for performing the work pertaining to this project will be received by the Owner's 
Representative via mail or hand delivery only. Submit bids to the attention of Ms. Wendy 
Wilmers Longpre, Northville City Hall, 215 W. Main Street, Northville, MI 48167. 


2. The Bid Form and any other documents required to be submitted with the Bid Form shall 
be delivered in a sealed envelope labeled “Sealed Bid” and marked with the project name 
and bidder identification. 


B. Date for Receiving Bids 
1. Bids shall be received on time at the designated location on or before the date and time of 


receipt of Bids indicated in the Bid Solicitation, unless extension is made by 
Addendum.  Bids received after time and date for receipt of Bids will remain unopened. 


2. Bidders shall assume full responsibility for timely delivery at the address designated for 
receipt of Bids. 


3. Oral, telephone, facsimile or email Bids are invalid and will not receive consideration. 
1.04 BIDDERS REPRESENTATIONS 


A. Each Bidder by making his Bid represents that: 
1. He has read, understands, and makes his Bid in accordance with the Bidding Documents. 


B. He has visited the site, has familiarized himself with the local conditions under which the Work 
is to be performed and has correlated his observations with the requirements of the Bidding 
Documents. 


C. His Bid is based upon the materials, systems, and equipment required by the Bidding 
Documents without exception. 


1.05 INSPECTION OF SITE 
A. Before submitting his Bid, each Bidder shall personally inspect the site of the proposed work to 


arrive at a clear understanding of the conditions under which the work is to be done. 
B. Each Bidder shall be held to have compared the premises and the site with the Drawings and 


Specifications, and to have satisfied himself as to the conditions of the premises, the existing 
obstructions, and any other conditions affecting the completion of his work, all before the 
delivery of his proposal. 


C. No allowances or extra considerations on behalf of any Bidder will be permitted subsequently 
by reason or error or oversight on the part of the Contractor, or on account of interferences by 
the activities of the Owner. 


1.06 BIDDING DOCUMENTS 
A. Bidding Documents which will be issued for the use of Bidders and upon which all proposals 


are to be based, consist of those listed in these specifications. 
1. Documents consist of: Plans and specifications prepared by Roofing Technology 


Associates, Ltd. 
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B. In the event that additional documents are required to explain revisions which are made during 
the bidding period or to give additional information to the Bidders, the Roof Consultant will 
prepare such documents in the form of an Addendum with accompanying drawings, if required, 
and will send copies of the same to all Bidders, prior to the date for receipt of proposals. All 
proposals are to include the work described and indicated on such additional documents. 


C. Interpretation or Correction of Bidding Documents 
1. Bidders shall promptly notify the Roof Consultant of any ambiguity, inconsistency or error 


which they may discover upon examination of the bidding documents or of the site and 
local conditions of the work. 


2. Any interpretation, correction or change of the documents will be made by the Roof 
Consultant by Addendum.  Interpretations, corrections or changes of the bidding 
documents made in any other manner will not be binding and bidders shall not rely upon 
such interpretations, corrections and changes. 


3. All questions or inquiry relative to this project shall be directed to: Ron Kinne, Project 
Manager, Roofing Technology Associates, Ltd. at (734)-591-4444 or rkinne@rtaltd.com. 


1.07 BIDDER’S OPTIONS 
A. For products specified only by reference standard, select product meeting that standard by any 


manufacturer. 
B. For products specified by naming several products or manufacturers, select any one of the 


products and manufacturers named which comply with the technical specifications. 
C. For products specified by naming several products or manufacturers and stating “or approved 


equal” or similar wording, submit a request for approval for review and approval by the Roof 
Consultant. 


D. For products specified by naming only product and manufacturer, there is no option and no 
substitutions will be allowed. 


1.08 SUBSTITUTIONS 
A. Base Bid shall be in accordance with these Bidding Documents. 
B. No substitution of products or roofing systems will be allowed on this project, unless a product 


or roofing system specified is no longer manufactured. 
C. In the event that a product or roofing system is no longer manufactured, contact the Roof 


Consultant.  An Addendum will be issued with additional documents for acceptable alternate 
products or roofing systems. 


1.09 BIDDING PROCEDURES 
A. Form of Bids 


1. Bid forms are furnished within the Project Specifications.  Each Bidder shall submit his bid 
and retain one copy for his files. 


2. Bids must be filled out fully and correctly and submitted only on Bid Forms provided.  Bids 
in any other form will be rejected. 


3. All information required to be provided on the Bid Form shall be typewritten or printed 
manually in ink with a handwritten signature where noted. 


B. Bid Security 
1. Each Bid proposal shall be accompanied by a certified check, cashier’s check or bid bond 


on an open, solvent Michigan bank in the amount of five percent (5%) of the base bid, 
payable to the City of Northville as a guarantee of good faith. If the successful bidder fails 
to furnish satisfactory bonds and insurances within ten (10) days after notice of award, 
such guarantee shall be forfeited to the City as liquidated damages. The guarantees of the 
three lowest bidders will be retained until the bonds and insurance of the Contractor have 
been approved by the City. The bid guarantees of all other bidders will be returned within 
ten days after the bid opening.  


C. Modification or Withdrawal of Bid 
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1. A Bid may not be modified, withdrawn or canceled by the Bidder during the stipulated time 
period following the date and time designated for the receipt of Bids, and Bidder so agrees 
in submitting his bid. 


2. Bidder may withdraw his proposal at any time prior to the time set for opening of 
proposals. 


1.10 CONSIDERATION OF BIDS 
A. Opening of Bids 


1. The properly identified bids received on time will be opened and read in public as stated in 
the Bid Solicitation. 


B. Acceptance of Bid (Award) 
1. The Owner reserves the right to accept or reject any total bid, or part thereof, and to 


award the total contract or part thereof to other than the low bidder.   All decisions 
regarding contract awards will be final. 


2. The Owner shall have the right to accept Alternates in any order or combination, and to 
determine the Low Bidder on the basis of the sum of the Base Bid and the Alternates 
accepted. 


C. Notice of Award 
1. The Contract shall be deemed as having been awarded when formal notice of acceptance 


of his Proposal has been duly served upon the intended awardee by an officer or agent of 
the Owner duly authorized to give such notice.  The Contract Date shall be the date of this 
Notice of Award. 


2. The Bidder to whom the Contract is awarded by the Owner shall, within seven (7) days 
after Notice of Award and/or receipt of Agreement forms from the Owner, sign and deliver 
to the Owner all required copies. 


D. Time of Starting and Completion 
1. The time of starting and completion shall be negotiated with the Owner. 
2. The successful Bidder shall furnish insurance and commence active work on the Project 


within ten (10) days after receipt of notice of award and shall complete the work within the 
time negotiated with the Owner. 


E. Work Week 
1. The Bidder, if awarded a Contract, shall be required to establish the work week and hours 


of work as required to properly man the project, maintain the progress schedule and 
complete the work within the time stated in the Contract.  The Contractor shall provide and 
pay for any overtime necessary to complete his work within the agreed time, with no 
change in the Contract Sum or additional costs to the Owner. 


1.11 PERFORMANCE BOND AND LABOR AND MATERIAL PAYMENT BOND 
A. Contractor shall furnish in acceptable form, surety bonds in the amount of 100% of the contract 


sum as security for the faithful performance of this Contract (Performance Bond) and for the 
payment of all persons performing labor and furnishing materials in connections with this 
Contract (Labor and Material Bond). The Contractor shall also furnish in acceptable form, a 
surety bond in the amount of 50% of the contract sum as security for the faithful correction of all 
defective work for a period of one year after final acceptance of this Contract (Maintenance and 
Guarantee Bond). The cost of the aforesaid bonds shall be paid by the Contractor. 


1.12 FORM OF CONTRACT BETWEEN OWNER AND CONTRACTOR 
A. A Contract for the Work will be written on the AIA Document A104, Standard Abbreviated Form 


of Agreement Between Owner and Contractor where the basis of payment is a stipulated sum. 
1.13 PERMITS 


A. Accepted Bidder will be required to obtain applicable building permits for the work of this 
project. The cost of the permit will be waived and should not be included in the Base Bid. 
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PART 2 NOT USED 
PART 3 NOT USED 


END OF SECTION 
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SECTION 00 5000  
CONTRACTING FORMS AND SUPPLEMENTS 


PART 1  GENERAL 
1.01 AGREEMENT AND CONDITIONS OF THE CONTRACT 


A. The Agreement and General Conditions are based on AIA A104. 
1.02 FORMS 


A. Use the following forms for the specified purposes unless otherwise indicated elsewhere in 
Contract Documents. 


B. Post-Award Certificates and Other Forms: 
1. Schedule of Values Form:  AIA G703. 
2. Application for Payment Forms:  AIA G702 with AIA G703 (for Contractors). 


C. Clarification and Modification Forms: 
1. Change Order Form:  AIA G701. 


D. Closeout Forms: 
1. Certificate of Substantial Completion Form:  AIA G704. 


1.03 REFERENCE STANDARDS 
A. AIA A104 - Standard Abbreviated Form of Agreement Between Owner and Contractor; 2017. 
B. AIA G701 - Change Order; 2017. 
C. AIA G702 - Application and Certificate for Payment; 1992. 
D. AIA G703 - Continuation Sheet; 1992. 
E. AIA G704 - Certificate of Substantial Completion; 2017. 


PART 2 NOT USED 
PART 3 NOT USED 


END OF SECTION 
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SECTION 01 1000  
SUMMARY 


PART 1  GENERAL 
1.01 REQUIREMENTS 


A. This section is a part of the entire set of Contract Documents and shall be coordinated with the 
applicable provisions of the other parts. 


B. All bidders shall be held to have thoroughly examined all of the drawings and specifications and 
to have visited the site to determine the extent of reroofing and alteration work required.  All 
measurements are the responsibility of the bidder. 


C. It is the declared and acknowledged intention and meaning of these specifications to repair, 
reroof and to alter the existing premises as required to provide a weathertight roofing system. 


D. The work will include the furnishing of all materials and equipment and the performing of all 
labor required, whether or not specifically indicated by the plans and specifications, to provide a 
weathertight roofing system. 


1.02 PROJECT 
A. Project Name:  Northville City Hall 
B. Owner's Name:  City of Northville 
C. Owner's Representative: Wendy Wilmers Longpre. 
D. Roof Consultant's Name:  Mr. Alex Wisney of Roofing Technology Associates, Ltd. 
E. The Project consists of reroofing the designated building of Northville City Hall in Northville, 


Michigan. 
1.03 CONTRACT DESCRIPTION 


A. Contract Type:  A single prime contract based on a Stipulated Price as described in the 
Contract Documents. 


1.04 DESCRIPTION OF ALTERATIONS WORK 
A. Scope of alterations work is indicated on drawings and described in the individual specification 


sections. 
B. Section 07 3113 - Asphalt Shingles 


1. Demolition and substrate preparation requirements for steep slope roof areas. 
2. Install underlayment and laminated shingles in accordance with the selected shingle 


manufacturer's specifications. 
3. See alternates for gutter replacement in Section 01 2300 - Alternates. 


C. Section 07 5300 - Elastomeric Membrane Roofing 
1. Demolition and substrate preparation requirements for low slope roof areas. 
2. Install wood nailers and plywood as shown in the RTA Details and at locations required in 


the written specifications. 
3. Install gypsum barrier board. 
4. Fully adhere 60 mil reinforced EPDM membrane and flashing on the low slope roof areas 


in accordance with the selected membrane manufacturer's specifications. 
D. Section 07 6200 - Sheet Metal Flashing and Trim 


1. Install prefinished galvanized drip edge on the perimeter edges. 
2. Install prefinished galvanized counterflashing at walls. 
3. Install new gutters and downspouts on low slope roof areas. 


1.05 EXISTING MATERIAL AND EQUIPMENT REMOVED 
A. Contractor shall remove all fixed equipment designated to be removed. 
B. Items of existing equipment which are to be reused, shall be carefully removed, stored and 


protected, and later reinstalled in original or new locations as required. 
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C. Certain materials, particularly specified, shall be reused in the work, such material shall be in 
good usable condition and shall be cleaned and conditioned as required for reuse. 


D. All existing material and equipment which is to remain in place or to be reused and has been 
damaged or defaced during the progress of the work, shall be restored to a condition equal to 
that which existed prior to the start of the work, or shall be replaced with new materials and 
equipment equal in all respects, and finished so as to be uniform in appearance to adjacent 
existing work. 


1.06 SALVAGED MATERIALS 
A. Salvaged materials which are not to be reused will, unless otherwise specified, or verbally 


requested by the Owner, become the property of the Contractor and will be removed from the 
premises by him and legally disposed of off-site by him. 


1.07 EXISTING CONDITIONS 
A. The Contractor shall check all dimensions and verify all conditions shown on the drawings at 


the site in relation to his work. 
B. Information as shown on the plans is given solely for the convenience of the Contractor, and 


use of such dimensions, elevations, sizes or information is made at his own risk. 
C. Conditions other than those which are described in these specifications shall be identified in 


writing to the Roof Consultant before proceeding with the work.  The Roof Consultant will 
provide approved alternate details as required by changed conditions.  The Contractor shall be 
responsible for any unauthorized changes he incorporates in the work. 


1.08 OWNER OCCUPANCY 
A. Owner intends to continue to occupy adjacent portions of the existing building during the entire 


construction period. 
B. Cooperate with Owner to minimize conflict and to facilitate Owner's operations. 
C. Schedule the Work to accommodate Owner occupancy. 


1.09 CONTRACTOR USE OF SITE AND PREMISES 
A. Construction Operations:  Limited to areas designated by the Owner. 


1. Locate and conduct construction activities in ways that will limit disturbance to site. 
B. Arrange use of site and premises to allow: 


1. Owner occupancy. 
C. Provide access to and from site as required by law and by Owner: 


1. Emergency Building Exits During Construction:  Keep all exits required by code open 
during construction period; provide temporary exit signs if exit routes are temporarily 
altered. 


2. Do not obstruct roadways, sidewalks, or other public ways without permit. 
D. Existing building spaces may not be used for storage. 
E. Time Restrictions: 


1. Limit conduct of especially noisy exterior work to the hours allowed by local municipality 
ordinances. 


F. Utility Outages and Shutdown: 
1. Prevent accidental disruption of utility services to other facilities. 
2. Any utility disruptions that may become necessary to perform the work described herein 


are to be coordinated with the Owner 48 hours in advance. 
PART 2 NOT USED 
PART 3 NOT USED 


END OF SECTION 
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SECTION 01 2000  
PRICE AND PAYMENT PROCEDURES 


PART 1  GENERAL 
1.01 SECTION INCLUDES 


A. Procedures for preparation and submittal of applications for progress payments. 
B. Correlation of Contractor submittals based on changes. 
C. Procedures for preparation and submittal of application for final payment. 


1.02 RELATED REQUIREMENTS 
A. Section 00 5000 - Contracting Forms and Supplements:  Forms to be used. 
B. Section 01 2200 - Unit Prices:  Monetary values of unit prices; Payment and modification 


procedures relating to unit prices. 
1.03 SCHEDULE OF VALUES 


A. Electronic media printout including equivalent information will be considered in lieu of standard 
form specified; submit draft to Roof Consultant for approval. 


B. Forms filled out by hand will not be accepted. 
C. Submit a printed schedule on AIA Form G703 - Continuation Sheet. Contractor's standard form 


or electronic media printout will not be considered. 
D. Submit Schedule of Values in duplicate within 15 days after date of Owner-Contractor 


Agreement. 
E. Revise the schedule to list approved Change Orders, with each Application For Payment. 


1.04 APPLICATIONS FOR PROGRESS PAYMENTS 
A. Payment Period:  Submit at intervals stipulated in the Agreement. 
B. Use Form AIA G702 and Form AIA G703, edition stipulated in the Agreement. 
C. Electronic media printout including equivalent information will be considered in lieu of standard 


form specified; submit sample to Roof Consultant for approval. 
D. Forms filled out by hand will not be accepted. 
E. For each item, provide a column for listing each of the following: 


1. Item Number. 
2. Description of work. 
3. Scheduled Values. 
4. Previous Applications. 
5. Work in Place and Stored Materials under this Application. 
6. Authorized Change Orders. 
7. Total Completed and Stored to Date of Application. 
8. Percentage of Completion. 
9. Balance to Finish. 
10. Retainage. 


F. Execute certification by signature of authorized officer. 
G. Use data from approved Schedule of Values.  Provide dollar value in each column for each line 


item for portion of work performed and for stored products. 
H. Calculate retainage value as follows: ten percent (10%) of the dollar value of the work 


completed until the Contract is fifty percent (50%) complete. After the Contract is 50% 
complete, additional retainage shall not be withheld unless the City determines that the 
Contractor is not making satisfactory progress or for other specific cause related to the 
Contractor’s performance under this Contract or failure to make reasonable payment to 
subcontractors and material suppliers. 
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I. List each authorized Change Order as a separate line item, listing Change Order number and 
dollar amount as for an original item of work. 


J. Submit one electronic and three hard-copies of each Application for Payment. 
K. Include the following with the application: 


1. Transmittal letter. 
2. Partial release of liens from major subcontractors and vendors. 
3. Notarized Sworn Statements. 


L. When Roof Consultant requires substantiating information, submit data justifying dollar 
amounts in question.  Provide one copy of data with cover letter for each copy of submittal. 
Show application number and date, and line item by number and description. 


M. Submit separate documentation for unit price extras for insulated duct installation and new roof 
cap flashing installation to the Roof Consultant.  Indicate the number of insulated ducts installed 
and the number of new roof cap flashings installed (where none previously existed) by Building 
Designation and Mailing Address. 


1.05 MODIFICATION PROCEDURES 
A. Submit name of the individual authorized to receive change documents and who will be 


responsible for informing others in Contractor's employ or subcontractors of changes to 
Contract Documents. 


B. For minor changes not involving an adjustment to the Contract Sum or Contract Time, Roof 
Consultant will issue instructions directly to Contractor. 


C. For other required changes, Roof Consultant will issue a document signed by Owner instructing 
Contractor to proceed with the change, for subsequent inclusion in a Change Order. 
1. The document will describe the required changes and will designate method of 


determining any change in Contract Sum or Contract Time. 
2. Promptly execute the change. 


D. For changes for which advance pricing is desired, Roof Consultant will issue a document that 
includes a detailed description of a proposed change with supplementary or revised drawings 
and specifications, a change in Contract Time for executing the change with a stipulation of any 
overtime work required and the period of time during which the requested price will be 
considered valid.  Contractor shall prepare and submit a fixed price quotation within seven 
days. 


E. Contractor may propose a change by submitting a request for change to Roof Consultant, 
describing the proposed change and its full effect on the work, with a statement describing the 
reason for the change, and the effect on the Contract Sum and Contract Time with full 
documentation. 


F. Computation of Change in Contract Amount:  As specified in the Agreement and Conditions of 
the Contract. 
1. For change requested by Roof Consultant for work falling under a fixed price contract, the 


amount will be based on Contractor's price quotation. 
2. For change requested by Contractor, the amount will be based on the Contractor's request 


for a Change Order as approved by Roof Consultant. 
3. For pre-determined unit prices and quantities, the amount will be based on the fixed unit 


prices. 
4. For change ordered by Roof Consultant without a quotation from Contractor, the amount 


will be determined by Roof Consultant based on the Contractor's substantiation of costs 
as specified for Time and Material work. 


G. Substantiation of Costs:  Provide full information required for evaluation. 
1. On request, provide the following data: 


a. Quantities of products, labor, and equipment. 
b. Taxes, insurance, and bonds. 
c. Overhead and profit. 
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d. Justification for any change in Contract Time. 
e. Credit for deletions from Contract, similarly documented. 


2. Support each claim for additional costs with additional information: 
a. Origin and date of claim. 
b. Dates and times work was performed, and by whom. 
c. Time records and wage rates paid. 
d. Invoices and receipts for products, equipment, and subcontracts, similarly 


documented. 
3. For Time and Material work, submit itemized account and supporting data after completion 


of change, within time limits indicated in the Conditions of the Contract. 
H. Execution of Change Orders:  Roof Consultant will issue Change Orders for signatures of 


parties as provided in the Conditions of the Contract. 
I. After execution of Change Order, promptly revise Schedule of Values and Application for 


Payment forms to record each authorized Change Order as a separate line item and adjust the 
Contract Sum. 


1.06 APPLICATION FOR FINAL PAYMENT 
A. Prepare Application for Final Payment as specified for progress payments, identifying total 


adjusted Contract Sum, previous payments, and sum remaining due, including all outstanding 
retainage. 


B. Application for Final Payment will not be considered until the following have been 
accomplished: 
1. All punchlist items have been satisfactorily completed as determined by the Roof 


Consultant. 
2. Contractor's and Manufacturer's warranties have been issued. 


PART 2  NOT USED 
PART 3  NOT USED 


END OF SECTION 
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SECTION 01 2200  
UNIT PRICES 


PART 1  GENERAL 
1.01 SECTION INCLUDES 


A. List of unit prices, for use in preparing Bids. 
B. Measurement and payment criteria applicable to Work performed under a unit price payment 


method. 
C. Defect assessment and non-payment for rejected work. 


1.02 COSTS INCLUDED 
A. Unit Prices included on the Bid Form shall include full compensation for all required labor, 


products, tools, equipment, plant, transportation, services and incidentals; erection, application 
or installation of an item of the Work; overhead and profit. 


1.03 UNIT QUANTITIES SPECIFIED 
A. Quantities indicated in the Bid Form are for bidding and contract purposes only.  Quantities and 


measurements of actual Work will determine the payment amount. 
1.04 MEASUREMENT OF QUANTITIES 


A. Take all measurements and compute quantities.  Measurements and quantities will be verified 
by Roof Consultant. 


B. Measurement by Area:  Measured by square dimension using mean length and width or radius. 
C. Linear Measurement:  Measured by linear dimension, at the item centerline or mean chord. 
D. The Contractor shall record measurement of quantities and track the quantities. 


1.05 PAYMENT 
A. Payment for Work governed by unit prices will be made on the basis of the actual 


measurements and quantities of Work that is incorporated in or made necessary by the Work 
and accepted by the Roof Consultant, multiplied by the unit price. 


B. Payment will not be made for any of the following: 
1. Products wasted or disposed of in a manner that is not acceptable. 
2. Products determined as unacceptable before or after placement. 
3. Products remaining on hand after completion of the Work. 
4. Loading, hauling, and disposing of rejected Products. 


1.06 DEFECT ASSESSMENT 
A. Replace Work, or portions of the Work, not complying with specified requirements. 
B. If, in the opinion of Roof Consultant, it is not practical to remove and replace the Work, Roof 


Consultant will direct one of the following remedies: 
1. The defective Work may remain, but the unit price will be adjusted to a new unit price at 


the discretion of Roof Consultant. 
2. The defective Work will be partially repaired to the instructions of the Roof Consultant, and 


the unit price will be adjusted to a new unit price at the discretion of Roof Consultant. 
C. The authority of Roof Consultant to assess the defect and identify payment adjustment is final. 


1.07 SCHEDULE OF UNIT PRICES 
A. Unit Price No. 1 - Wood Nailers and Plywood - Replace, as necessary and designated by the 


Roof Consultant, deteriorated wood nailers and plywood. Quote a per lineal foot price for 
dimensional lumber and a per square foot price for plywood on the Bid Form for the following 
sizes: 
1. 1" x 4" 
2. 1" x 6" 
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3. 1" x 8" 
4. 1" x 10" 
5. 2" x 4" 
6. 2" x 6" 
7. 2" x 8" 
8. 2" x 10" 
9. 1/2-inch CDX plywood 
10. 3/4-inch CDX plywood 


B. Unit Price No. 2 - Vinyl Siding Replacement - Install vinyl siding to replace missing, damaged, 
cracked or deteriorated vinyl siding. The replacement siding shall match the existing siding. The 
installation shall be in accordance with the Vinyl Siding Institute's installation Manual, 
www.vinylsiding.org/wp-content/uploads/2020/06/2020-VSI-Installation-Manual.pdf. The price 
shall be in accordance with a time and material payment basis. The price per man hour shall 
include hourly rate, benefits, profit and overhead. The price for materials shall include the price 
of materials installed only, shipping, handling, taxes and profit. Confirmation of all time and 
material costs shall be provided to the Owner upon request. Quote a hourly labor rate and 
material cost mark up by percent on the Bid Form. 


PART 2  NOT USED 
PART 3  NOT USED 


END OF SECTION 
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SECTION 01 2300  
ALTERNATES 


PART 1  GENERAL 
1.01 SECTION INCLUDES 


A. Description of Alternates. 
B. Procedures for pricing Alternates. 
C. Documentation of changes to Contract Price and Contract Time. 


1.02 RELATED REQUIREMENTS 
A. Document 00 2113 - Instructions to Bidders:  Instructions for preparation of pricing for 


Alternates. 
1.03 ACCEPTANCE OF ALTERNATES 


A. Alternates quoted on the Bid Form will be reviewed and accepted or rejected at Owner's 
option.  Accepted Alternates will be identified in the Owner-Contractor Agreement. 


B. Coordinate related work and modify surrounding work to integrate the Work of each Alternate. 
1.04 SCHEDULE OF ALTERNATES 


A. Alternate No. 1 - Designated Gutter and Downspout Replacement - Provide the Owner with 
pricing to install 6-inch K-style gutters and 3x4 corrugated rectangular downspouts to replace 
existing gutters on steep slope roof areas. Quote a lump sum price for gutter and downspout 
installation on the Bid Form. NOTE: Downspouts will be installed in same locations as existing 
downspouts and discharge directly into existing below grade drain pipes where provided. 


PART 2  NOT USED 
PART 3  NOT USED 


END OF SECTION 
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SECTION 01 5000  
TEMPORARY FACILITIES AND CONTROLS 


PART 1  GENERAL 
1.01 ROADWAYS, DRIVES, PARKING AREAS AND SIDEWALKS 


A. The Contractor is responsible for the condition of all existing roadways, sidewalks, etc., used 
during construction operations and shall repair same as required and leave same in good 
condition at the completion of the job. 


1.02 BARRICADES AND PROTECTION 
A. The property on which work is to be done is in use.  This means that the Owners, Owner's 


guests and other trades may be adjacent to and below the construction operations. 
B. The Contractor will provide and maintain in good repair all barricades, guard railings and 


temporary protection as required by law and/or to suit job conditions. 
C. The Contractor shall do everything possible to protect the public, the workmen, the premises 


and adjoining property from injury or damage. 
D. Properly protect all sidewalks, pavements, existing building areas, building facades, windows 


and skylights.  Replace or repair all parts of same which become damaged or defaced during or 
as a result of construction operations.  Repairing of damaged parts shall be done in strict 
accordance with all local codes and ordinances and the Owner as conditions require. 


1.03 MIOSHA SAFETY STANDARDS 
A. All work must be accomplished in accordance will all applicable Construction Safety Standards 


rules and regulations for Construction Operations as set forth by the Michigan Department of 
Labor (MIOSHA). 


1.04 VANDALISM 
A. The Contractor shall pay for all damage by vandalism to material or equipment that occurs to 


items finished or installed under this Contract.  The Contractor shall be responsible for the work 
under this Contract during the construction period from the start until the final acceptance of the 
entire project by the Owner. 


1.05 TEMPORARY WEATHER PROTECTION 
A. The Contractor shall provide, maintain and pay for all temporary weather protection as required 


to properly protect all parts of the work from damage.  This shall include temporary protective 
coverings. 


1.06 RUBBISH DISPOSAL, FIRE SAFETY 
A. During non-construction hours, trash containers shall be covered and sealed to prevent 


windblown debris and access into trash containers. 
B. The location of the trash containers shall be subject to the approval of the Owner. 
C. All rubbish and debris shall be removed from the site daily or more often if directed by the 


Owner.  Burning of trash on-site shall not be allowed. 
D. No open fire shall be permitted on the building site at any time. 


1.07 TEMPORARY SANITARY FACILITIES 
A. Provide and maintain required facilities and enclosures.  Provide at time of project mobilization. 
B. Use of existing facilities is not permitted. 
C. Maintain daily in clean and sanitary condition. 


1.08 REMOVAL OF TEMPORARY WORK 
A. All temporary structures, barricades, protection and similar work shall be removed by the 


Contractor at completion of the project or when directed.  Any repairs or alterations 
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necessitated by such removal shall be made by the Contractor, and at the Contractor's 
expense. 


1.09 WORK ACTIVITIES 
A. Contractors and subcontractors shall direct their employees to conduct themselves so as not to 


interfere with or disrupt the building activities.  The Contractor shall schedule construction 
operations to minimize interference with operations, and cooperate with Owner in maintaining 
public access to existing building facilities. 


B. All construction operations, delivery and storage of material and movement of equipment shall 
be governed by applicable local building codes, traffic regulation and safety and fire regulation 
of local authorities. 


C. Contractors, subcontractors, and their employees or suppliers shall not use or interfere with 
existing public access, drives, roads or parking lot, except as specifically indicated or by prior 
arrangement with the Owner. 


D. Contractor’s employees parking, delivery trucks and other construction vehicle parking shall 
only be at areas designated by the Owner. 


1.10 TEMPORARY SERVICES 
A. Temporary power, as required for the project, shall be provided by the Contractor.  The 


generator and all electrical cords must be maintained in areas approved by the Owner. 
B. Use the Owner's power only if permission is granted by the Owner. 


PART 2  NOT USED 
PART 3  NOT USED 


END OF SECTION 
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SECTION 01 7100  
CLEANING 


PART 1 GENERAL 
1.01 SECTION INCLUDES: 


A. General Requirements 
B. Disposal Requirements 


1.02 GENERAL REQUIREMENTS 
A. Execute cleaning during progress of the work and at completion of the work. 


1.03 DISPOSAL REQUIREMENTS 
A. Conduct cleaning and disposal operations to comply with codes, ordinances, regulations and 


anti-pollution laws. 
PART 2 PRODUCTS 
2.01 NOT USED 
PART 3 EXECUTION 
3.01 DURING CONSTRUCTION 


A. Execute daily cleaning of the interior and exterior to keep the work, the site and adjacent 
properties free from accumulations of waste materials, rubbish, fallen debris during reroofing 
and windblown debris, resulting from construction operations. 


B. Daily interior clean-up is required and must be conducted to the satisfaction of the Owner. 
C. Provide onsite containers for the collection of waste materials, debris and rubbish. All waste 


materials must be disposed of daily in onsite containers. Do not use the Owner's or Tenant's 
onsite containers. 


D. Remove waste materials, debris and rubbish from the site periodically and dispose of at legal 
disposal areas. 


FINAL CLEANING 
A. Requirements: At the completion of work and immediately prior to final inspection, clean the 


entire project as follows: 
1. Thoroughly clean, sweep and wash all interior and exterior surfaces provided under the 


Contract. Leave the interior, exterior and rooftop in a complete and finished condition to 
the satisfaction of the Owner. 


2. Direct all subcontractors to similarly perform, at the same time, an equivalent thorough 
cleaning of all work and equipment provided under their contracts. 


3. Remove all temporary structures and all debris, including dirt, sand gravel, rubbish and 
waste material. 


4. Should the Contractor not remove rubbish or debris or not clean the building and site as 
specified above, the Owner reserves the right to have the cleaning done at the expense of 
the Contractor. 


B. Use only cleaning materials recommended by manufacturer of surface to be cleaned. 
C. In preparation for substantial completion of occupancy, conduct final inspection of sight-


exposed interior and exterior surfaces, and of concealed spaces. 
D. Repair, patch and touch-up marred surfaces to specified finish, to match adjacent surfaces. 
E. Vacuum clean all interior spaces to the satisfaction of the Owner. 
F. Handle materials in controlled manner with as few handlings as possible. Do not drop or throw 


materials from heights. 
G. Wash and wipe clean all lighting fixtures, lamps and other electrical equipment which may have 


become soiled during installation. 
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H. Broom clean exterior paved surfaces; rake clean other surfaces of the grounds. 
I. Remove and dispose of all water, dirt, rubbish or any other foreign substances. 


FINAL INSPECTION 
A. After cleaning is complete, the final inspection may be scheduled. The inspection will be done 


with the Owner and Roof Consultant. 
END OF SECTION 
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SECTION 07 3113  
ASPHALT SHINGLES 


PART 1 GENERAL 
1.01 SECTION INCLUDES 


A. Asphalt shingle roofing. 
B. Demolition and substrate preparation. 
C. Flexible sheet membranes for eave protection, underlayment, and valley protection. 
D. Associated metal flashings and accessories. 


1.02 REFERENCE STANDARDS 
A. ASTM D226/D226M - Standard Specification for Asphalt-Saturated Organic Felt Used in 


Roofing and Waterproofing; 2009. 
B. ASTM D1970/D1970M - Standard Specification for Self-Adhering Polymer Modified Bituminous 


Sheet Materials Used as Steep Roofing Underlayment for Ice Dam Protection; 2013. 
C. ASTM D4586/D4586M - Standard Specification for Asphalt Roof Cement, Asbestos-Free; 2007 


(Reapproved 2012)e1. 
D. ASTM D4869/D4869M - Standard Specification for Asphalt-Saturated Organic Felt 


Underlayment Used in Steep Slope Roofing; 2005 (Reapproved 2011)e1. 
E. ASTM E108 - Standard Test Methods for Fire Tests of Roof Coverings; 2011. 
F. ASTM D3161-13 - Standard Test Method for Wind-Resistance of Steep Slope Roofing 


Products; 2013. 
G. ASTM D3462 - Standard Specification for Asphalt Shingles Made From Glass Felt and 


Surfaced With Mineral Granules; 2010a. 
H. SMACNA (ASMM) - Architectural Sheet Metal Manual; Sheet Metal and Air Conditioning 


Contractors' National Association; 2012. 
I. NRCA Roofing and Waterproofing Manual - National Roofing Contractor Association, Fifth 


Edition, 2003 Update. 
J. Residential Asphalt Roofing Manual - Asphalt Roofing Manufacturers Association (ARMA), 


2014 Edition. 
1.03 SUBMITTALS 


A. Product Data: Provide data indicating material characteristics, performance criteria, and 
limitations. 


B. Shop Drawings: For metal flashings, indicate specially configured metal flashings, jointing 
methods and locations, fastening methods and locations, and installation details. 


C. Installation Instructions for the selected or approved heat trace cable product from the 
manufacturer. 


D. Manufacturer's Instructions: Indicate installation criteria and procedures. 
E. Manufacturer's Certificate: Certify that products meet or exceed specified requirements. 


1.04 QUALITY ASSURANCE 
A. General 


1. The Contractor will be responsible for measurements. Before ordering material, preparing 
shop drawings, or doing any work, verify at the site all dimensions which may affect the 
work. The Contractor assumes full responsibility for the accuracy of figures. No allowance 
for additional compensation will be considered for discrepancies between dimensions on 
the drawings and actual field dimensions. 
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2. Immediately refer to any conflicts among requirements of these specifications, on 
drawings, those of regulatory agencies, material manufacturer’s recommendations and 
good roofing practices to the Owner’s Representative. 


3. Final results are the entire responsibility of the Contractor. 
B. Reference Standards 


1. The latest publications of The NRCA Steep Roofing Manual; National Roofing Contractors 
Association, and SMACNA Architectural Sheet Metal and the Residential Asphalt Roofing 
Manual published by ARMA as applicable to this project. 


2. Provide materials which have been tested, listed and labeled by Underwriters Laboratories 
(UL). 


C. Installer References 
1. The Contractor shall be a licensed installer for the specified asphalt shingle manufacturer 


and have installed shingle roof systems of a similar nature. The Contractor shall have a 
minimum of 5 years experience and submit references from past jobs. Failure to meet 
these criteria will be basis for rejection of the bid. 


2. The Contractor shall provide names and phone numbers of key individuals in the firm that 
can be reached 24 hours a day. Telephone numbers to an answering service or telephone 
answering machine will not be considered acceptable. 


3. Submit a list of at least 3 completed projects similar in scope to the project building along 
with the Bid Form.  Include contact names and phone numbers. 


D. Installation Standards 
1. Accomplish work under this Section in strict accordance with the shingle manufacturer’s 


published specifications and best trade practices to achieve a completely weathertight 
roofing and flashing installation. 


E. Materials 
1. All materials to be installed must come from a single asphalt shingle manufacturer as 


reasonably possible; including, but not limited to asphalt shingles, felt underlayment, 
eaves flashing and hip and ridge cap shingles.  Mixing and matching of materials is 
unacceptable.  Generic or materials without manufacturer's wrappers will not be 
acceptable. 


1.05 FIELD CONDITIONS 
A. Do not install asphalt shingles or eave protection membrane when surface temperatures are 


below 45 degrees F (7 degrees C). 
B. Weather Conditions Limitations: Proceed with roofing work only when existing and forecasted 


weather conditions will permit work to be performed in accordance with manufacturer’s 
recommendations and warranty requirements. 
1. Do not remove or install materials when rain, moisture, frost, snow or other inclement 


climatic conditions are occurring. 
1.06 PRODUCT HANDLING 


A. Store and handle roofing materials in a manner which will prevent moisture intrusion. Store in a 
dry, well ventilated, weather tight place. Unless protected from weather or other moisture 
sources, do not leave unused felts on the roof overnight or when roofing work is not in 
progress. Store rolls of felt and other sheet materials on end on pallets or other raised surface 
and completely cover with tarps. Handle and store materials and equipment in a manner to 
avoid damage and/or significant or permanent deflection of deck. 


B. Materials and equipment shall be stored in a location approved by the Owner. 
1.07 WARRANTY 


A. The Contractor shall provide a written warranty, warranting that all work of this Section shall 
remain serviceable and weathertight for a period of five years from date of final acceptance of 
the project; and to make good without expense to the Owner any work becoming defective 
during that period. 
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B. The Contractor shall deliver to the Owner, prior to final payment, the manufacturer’s standard 
lifetime limited warranty for the asphalt shingles installed on this project along with all other 
requirements such as proof of purchase. The warranty shall be for the time period stated by the 
manufacturer for the particular shingle installed. 


1.08 QUALITY CONTROL AND TESTING 
A. The Owner reserves the right to provide quality control for this project including inspection 


services during reroofing operations to assure compliance with the specifications. 
B. A pre-job conference may be required prior to the start of construction. The Contractor 


representatives must attend this conference. 
C. The Contractor shall notify Roofing Consultant in sufficient time, whenever roofing work is to be 


done and provide safe access to roof for inspection. 
D. The Contractor shall furnish Roofing Consultant with all pertinent job information prior to 


beginning work in accordance with Roofing Consultant directions. 
PART 2 PRODUCTS 
2.01 WOOD 


A. Plywood: APA panel roof sheathing, exterior exposure. Minimum thickness: 1/2-inch with a 
span rating which meets or exceeds the spacing of the structural supports. Properly sized panel 
clips are required. 


B. Wood Nailers: Construction grade lumber, size to match the existing boards, S4S, S-dry 
moisture content. 


2.02 LAMINATED ASPHALT SHINGLES 
A. Asphalt Shingles: Asphalt-coated glass felt, mineral granule surfaced, complying with ASTM D 


3462; Class A fire resistance. 110 mph wind warranty (comply with all manufacturer’s 
conditions and instructions). UL 2218 Class 3 impact resistance. The shingles must be algae 
resistant shingles. Manufacturer and shingle color: 
1. CertainTeed Corporation, www.certainteed.com.; Landmark PRO AR, random-tab, 


laminated shingles. Color: To be selected by the Owner. 
2. GAF Corporation, www.gaf.com.; Timberline HDZ, random-tab, laminated shingles. Color: 


To be selected by the Owner. 
3. Owens Corning Corporation, www.owenscorning.com; Tru Definition Duration random-tab, 


laminated shingles. Color: To be selected by the Owner. 
B. Hip and Ridge Shingles: 


1. Certainteed Corporation: Cedar Crest Hip and Ridge Shingles. 
2. GAF Corporation: TimberTex Premium Ridge Cap Shingles. 
3. Owens Corning: Dura Ridge Hip and Ridge Shingles. 
4. Color match asphalt shingles. 


C. Starter Course Shingles: 
1. Certainteed Corporation: Swift Start Starter Strip. 
2. GAF Corporation: Weatherblocker Premium Starter Strip Shingles. 
3. Owens Corning: Starter Strip Plus. 


2.03 SHEET MATERIALS 
A. Eaves and Valley Flashing Membrane: Self-adhering rubberized asphalt modified bituminous 


sheet backed by a layer of high density cross laminated polyethylene complying with ASTM D 
1970, 40 mil total thickness, with split-back release film; as manufactured by: 
1. Certainteed Corporation: Winter Guard Eaves Flashing. 
2. GAF Corporation: Weather Watch Eaves Flashing. 
3. Owens Corning Corporation: Weather Lock Waterproofing Underlayment. 
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B. Synthetic Roofing Underlayment:  Synthetic non-asphaltic sheet complying with ASTM D226 
and D4869, intended by manufacturer for mechanically fastened roofing underlayment without 
sealed seams. Approved manufacturer and product or approved equal: 
1. Certainteed Corporation; Product: Diamond Deck. 
2. GAF Materials Corporation; Product: Deck Armor. 
3. Owens Corning Corp; Product: Deck Defense. 


2.04 VENTS 
A. Ridge Vents: Continuous shingle over ridge vent, molded plastic with external baffle. Exhaust 


vents must provide a minimum Net Free Ventilation Area of 18 square inches per lineal foot. As 
manufactured by: 
1. Air Vent Inc.: Shingle Vent II, Model Number SHFV203. 
2. GAF Corporation: Cobra Snow Country. 
3. Owens Corning Corporation: VentSure 4-Foot Strip Heat & Moisture Ridge Vents with 


Weather PROtector Moisture Barrier. 
B. Ventilated Soffit Panels: .019" gauge prefinished aluminum, ventilation: 19.6 square inches per 


square foot net free area.  Color to be selected by the Owner.  Acceptable manufacturers or 
approved equal: 
1. Quality Edge, TruLine HP Series, Full Vent, 12 inches wide. 
2. ALSCO, Aluminum Soffit Triple 4", Full Vent, 12 inches wide. 


C. Shingle Over Intake Vents: Continuous shingle over intake vent, molded plastic. Vents must 
provide a minimum Net Free Ventilation Area of 9 square inches per lineal foot. Follow the 
manufacturer's installation instructions. As manufactured by: 
1. Air Vent, Inc., The Edge Vent. 
2. CertainTeed Corporation, Shingle Over Intake Vent. 
3. DCI Products, Inc., Smart Vent. 
4. Owens Corning Corporation, InFlow Intake Vent. 
5. Lomanco Inc., Deck-Air Intake Vent. 


2.05 SHEET METAL 
A. Drip Edge: 0.019 prefinished aluminum, minimum 2-1/2-inch flange, 1½-inch face minimum, 


with ½-inch drip edge. Color: To be selected by the Owner. 
B. Step Flashing: 0.019 prefinished aluminum. Size: 8-inches x 8-inches minimum. 
C. Apron Flashing, Backer Flashing, Counterflashing and Miscellaneous Flashing: 0.024 gauge 


prefinished aluminum. Color: To be selected by the Owner. 
D. Plumbing Vent Pipe Flashing: Fabricate from ASTM B 749, Type L51121, copper-bearing lead 


sheet, with a weight of 4 lbs./sq.ft., minimum thickness of 0.0625 inch. The sleeve must be 
sized to properly fit the pipe. The flange to sleeve connection must be suited for the intended 
slope. Flange Size: 4-inches beyond the sleeve diameter in each direction. 


E. Replacement Fascia Cladding: Match existing materials and color. 
2.06 SHEET METAL FABRICATION 


A. Apron Flashing: Fabricate the apron flashing to match the intended slope. The vertical face 
shall extend up the wall 5-inches. The exposed face shall be 4-inches. The bottom edge of the 
apron flashing shall be hemmed 1/2-inch. See RTA Detail Nos. 8, 14 and 20. 


B. Reglet-Mounted Counterflashing: The counterflashing shall be fabricated with the top edge bent 
to receive into the reglet 1½-inches. The face shall be a maximum of 4-inches and the bottom 
edge shall be hemmed and bent at 45 degrees to form a ½-inch drip. See SMACNA Figure 4-
8A and RTA Detail Nos. 18 and 19. 


C. Roof Curb Flashing: Fabricate the roof curb flashing components similar to SMACNA Figure 4-
14. 
1. The counterflashing to protect the top edge of the roof curb apron, step and backer 


flashing shall be a surface mounted counterflashing with a caulk lip along its top edge and 
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hemmed drip edge along the bottom edge. See SMACNA Figure 4-8C. Counterflashing 
width: 4-inches minimum. See RTA Detail Nos. 7, 8 and 9. 


2. The roof curb backer flashing shall be fabricated in accordance with NRCA Detail No. 
ASPH-3. The vertical leg shall be 8-inches tall. The roof slope leg shall be 12-inches. See 
RTA Detail No. 7. 


D. Shingle Transition Flashing: See Section 07 6200 - Sheet Metal Flashing And Trim. 
E. Replacement Fascia Cladding: Fabricate the fascia cladding to match existing. 
F. ALTERNATE NO. 1 - Replacement Gutters and Downspouts: .027 prefinished aluminum, 6-


inch K-style gutters. .019 prefinished aluminum, 3" x 4" corrugated rectangular 
downspouts.  Utilize manufactured endcaps, outlet tubes, elbows, etc. wherever 
possible.  Utilize commercially available heavy duty hidden hangers and downspout 
straps.  Color to be selected by the Owner. 


2.07 FASTENERS 
A. NOTE: Staples will not be allowed for use on this project with the exception of attaching the 


synthetic underlayment and eaves flashing. 
B. To secure the wood deck: 8d galvanized nails, long enough to penetrate into the supporting 


structure a minimum of 1-1/2-inches, and provide a minimum pull-out resistance of 100 pounds. 
C. Roofing nails: Standard round wire shingle type, galvanized, of sufficient length to penetrate 


through roof sheathing, Sizes: 1-1/4-inch x .012 with 3/8-inch diameter nail head. 
D. To secure the shingle over ridge vent: Minimum 3-inch hot dipped galvanized nails or as 


required by the selected ridge vent manufacturer. NOTE: Coil nails are not approved for use on 
this project. 


E. Gasketed screws: Stainless steel, #10 or larger screw with thread and drill point as required 
with sealing neoprene washer. 


2.08 REPLACEMENT VINYL SIDING AND TRIM 
A. Vinyl Siding: Match the existing material, profile, texture and color. 
B. J-Channel Flashing: Match the existing material, profile, texture and color. 
C. Corner Post: Match the existing material, profile, texture and color. 
D. Repair and replacement vinyl siding is to be conducted in accordance with the latest edition of 


the Vinyl Siding Institute, Vinyl Siding Installation Manual. 
2.09 MISCELLANEOUS 


A. Attic Insulation Baffles: Extruded polystyrene foam, Minimum Size: 48" x 22", Minimum Net 
Free Vent Area: 18.7 sq.in. as manufactured by: 
1. Owens Corning Corporation, Raft-R-Mate Attic Rafter Vents. 
2. ADO Products, Durovent Attic Rafter Vents. 


B. Elastomeric Sealant: For sheet metal flashings, high performance, one component, 
polyurethane-base as manufactured by: 
1. Sika Corporation, Sikaflex - 1a 
2. Tremco, Inc., Vulkem 116 
3. RO-AN Corporation, Solar Seal #900 


C. Plastic Cement: ASTM D 4586, asphalt plastic roof cement compatible with asphalt shingles. 
D. Heat Trace Cable: Commercial grade cut to length, self-regulating cable, 240V. Acceptable 


manufacturer or approved equal: 
1. nVent RAYCHEM WinterGard Wet Self-Regulating Heating Cable. 
2. Contractor shall follow the latest printed installation instructions published by the 


manufacturer. 
E. Replacement Hidden Hangers: 16 gauge galvanized steel as manufactured by or an approved 


equal: 
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1. AMSI Supply Company - Visit www.amsisupply.com. 
PART 3 EXECUTION 
3.01 DEMOLITION AND SUBSTRATE PREPARATION 


A. Verification, rerouting and connection of duct work to existing bathroom fans, installation of attic 
baffles and any other attic work must be done while the attic is open and accessible to the 
Contractor. No provisions will be made to accommodate attic access after the new roof system 
is installed. 


B. The Contractor shall photographically document all damaged building components, window 
screens, building grounds, drives and sidewalks prior to the job start to record pre-existing 
conditions. 


C. Remove only the amount of existing shingles that can be replaced on the same day.  All 
flashings, counterflashing, hip cap and ridge cap shingles must be completed on the same day. 


D. Remove and discard the following components or prepare surfaces as described: 
1. Remove and discard the two layers of asphalt shingles, drip edge, underlayment and 


miscellaneous debris down to the structural roof deck. 
2. Remove and discard the existing ridge cap shingles, hip cap shingles and ridge vent. 


Extend the length of the ridge opening to the maximum length in accordance with the 
ridge vent manufacturer's requirements. Recut the width of the deck openings as shown in 
RTA Detail No. 5. 
a. NOTE: Ridge vent is only to be installed over west apparatus bay. See Roof Plan. 


3. Remove and discard the existing plumbing vent stack flashings. Remove repair materials 
where present. 


4. Remove and discard the existing heat trace cable. 
5. Remove and discard existing power ventilators. Disconnect the existing electrical service 


and cap wires within the existing, or provide new junction box. Cut back the roof deck at 
the resultant openings. Minimum size of infill roof deck: 4-feet by 4-feet (or two spans). 


6. Remove the existing nails/staples or drive them flush with the deck to provide a smooth 
substrate for installing the new shingle roof. 


7. Temporarily loosen and displace vinyl siding to facilitate flashing removal and 
replacement. Remove and discard the vinyl j-channel adjacent to the shingles. Trim back 
the vinyl siding to provide one-inch clearance between the bottom of the siding and the 
new asphalt shingles. 


8. Remove and discard existing sheet metal step and apron flashings. Remove repair 
materials where present. 


9. Save and reuse existing vent stack flange, sleeve and umbrella flashings. 
10. Remove and discard sheet metal roof panels, flashings and water diverters on south shed 


roof located at the end of the covered entrance. 
a. NOTE: Temporarily remove adjacent sheet metal panels and ridge cap flashings as 


needed to allow for removal of existing roof system. 
b. NOTE: The new roof system for the south shed roof shall be asphalt shingles. 


11. Remove and discard enough roof deck sheathing to allow accress into the west apparatus 
bay attic space as required to cover the gable end vent opening, to allow for the 
installation of attic insulation baffles and removal of attic insulation covering the north 
soffit. 
a. Block open gable end vent in the west apparatus bay attic from the attic side with the 


specified plywood sheathing. Cut the plywood to properly fit the opening. Secure the 
plywood to adjacent wood framing with 8d galvanized nails spaced 9-inches on 
center around the entire perimeter of the plywood. 


12. Remove and discard enough roof deck sheathing to allow access into each attic space. 
Check for bath fan ducts that are uninsulated or venting into the attics. 
a. Remove uninsulated bath fan ducts and install new insulated ducts. Secure the 


insulated ducts to the fan units using stainless steel drawbands. 
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b. In the original attic space (the attic with the cupola), locate the attic access used from 
the building interior and notify the Owner of the location of the interior attic access. If 
no attic access is found, construct an attic access using plywood and wood blocking 
to isolate the attic access from the attic insulation. Mechanically fasten the plywood 
and wood blocking to the surrounding structural trusses. Attic access size: 24-inches 
by 30-inches. Locate the new attic access at an interior hallway for ease of access. 
Discuss the location of the attic access with the Owner prior to starting this work item. 
Locate the access as directed by the Owner. Cover the attic access opening with 12-
inch thick fiber glass batt insulation. 


13. Remove and discard damaged sheet metal fascia cladding on north eaves edge of west 
apparatus bay. NOTE: This work is to be included in the Base Bid. 


14. Remove and discard the existing soffit panels on north eaves edge of west apparatus bay. 
15. Trim the existing plywood soffit panels on north eaves edge of west apparatus bay to the 


maximum width opening while leaving enough plywood soffit to install new prefinished 
aluminum j-channel and the new 100% perforated soffit vents. Minimum cut opening 
width: 9-inches. See RTA Detail No. 16. 


16. Cut and remove a slot of the west apparatus bay roof deck, approximately 3-feet upslope 
from the south eaves edge to facilitate the shingle over intake vent installation (see the 
RTA Detail No. 17 and Roof Plan). A minimum slot cut out of 1-inch is required to provide 
intake ventilation. Stop the slot cut out at valleys and rake edges as required by the vent 
manufacturer. 


17. The existing gutters and downspouts shall remain in place. Protect gutters and 
downspouts from damage during reroofing operations. Temporarily displace the gutters 
and downspouts as necessary to facilitate reroofing operations. 
a. If Alternate No. 1 is accepted, see Section 01 2300 - Alternates and the Roof Plan for 


gutters and downspouts to be removed and replaced. Do not replace designated 
gutters and downspouts unless approved by the Owner. 


b. NOTE: See Section 07 5300 - Elastomeric Membrane Roofing for new gutters on low 
slope roof areas. 


18. Existing downspouts which discharge into below grade drain pipes are to be temporarily 
removed from the below grade drain pipes to prevent debris from entering the drain pipes. 


19. Properly seat backed out gutter spikes. 
20. Cut 1-1/2" deep reglets to receive new counterflashing at masonry walls. 
21. Remove and discard the existing aluminum siding, cornerposts and ell metal at the base 


of the Cupola to facilitate flashing removal and replacement. 
22. Closely inspect all roof decking and exposed wall sheathing. Remove and replace all 


warped, delaminated or deteriorated decking and sheathing. Replacement roof decking 
and sheathing shall match the existing sheathing. 
a. NOTE: Roof decking and wall sheathing replacement shall be bid as an extra, see 


Unit Prices Section and the Bid Form. 
23. Inspect the fastening pattern used to secure the existing roof decking. Install additional 


fasteners as required to properly secure the existing roof decking. 
24. Blow off or sweep the roof deck clean prior to installing new materials. 
25. See Section 07 5300 - Elastomeric Membrane Roofing for additional demolition and 


surface preparation. 
3.02 INSTALLATION PROCEDURES 


A. General 
1. The Contractor shall comply with the manufacturer’s instructions, except where more 


stringent requirements are indicated herein. 
2. The Contractor for this work shall insist on a thoroughly dry deck surface before beginning 


work. The Contractor should see that the deck is free of moisture, frozen scale and other 
foreign matter. Do not apply roofing materials when moisture in any form can be seen on 
the felt underlayment and/or on the surface to which those materials will be applied. 
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3. Do not install any roofing materials during rain or other inclement weather. One exception 
is that temporary work may be installed during such weather to protect the building 
interior. Remove all temporary work and materials that have been exposed to such 
weather, then install permanent materials as specified during acceptable weather 
conditions. 


4. Any areas in the existing roof that are damaged during construction shall be repaired with 
materials to match existing as directed by the Owner’s Representative. 


5. Schedule and supervise work crews so that the area of roofing begun one day is 
completely finished before leaving the job site that day. Included are all flashings within 
each day’s work area. 


B. Attic Baffles 
1. Install full length baffles between existing trusses and rafters along the north eaves edges 


of the west apparatus bay. Ensure that both ends of each baffle are unobstructed. Secure 
the baffles with staples to prevent displacement. 


C. Wood Deck Replacement 
1. Install replacement decking with the long dimension across the supports. Leave a 1/8-inch 


gap at all edges and end joints. Install new panel clips between each support. The new 
decking must span a minimum of three supports. 


2. Mechanically attach the new wood decking to the underlying supports using the specified 
fasteners. Fasten the wood decking edges 6-inches on-center, and 9-inches on-center 
into the intermediate supports. 


3. Install new wood decking to eliminate the resultant openings at the prior power ventilator 
locations. Mechanically attach the wood decking as described above. Include this work 
item in the Base Bid. 


4. Install new wood decking at the attic access location on the west apparatus bay. 
Mechanically attach the wood decking as described above. Include this work item in the 
Base Bid. 


5. Install new wood decking where the existing decking was removed due to deterioration. 
Mechanically attach the wood decking as described above. This work item is a unit price 
extra. 


D. Drip Edge 
1. Install the sheet metal drip edge directly over the deck tight with the fascia along the 


eaves. Install the drip edge over the underlayment along the rakes. Fasten the drip edge 
12-inches on-center with roofing nails. Shingle lap the end joints 2-inches. 


E. Eaves Flashing 
1. The eaves flashing shall be fully-adhered to the roof deck and lapped in accordance with 


the eaves flashing membrane manufacturer’s installation instructions. 
2. Install eaves flashing at the eaves edges of the steep-sloped roofs. The eaves flashing 


shall extend from the eaves up the slopes of the roofs a minimum distance of 68-inches (2 
full width sheets). The eaves flashing shall be installed over the flange of the sheet metal 
drip edge at the eaves and below the flange of the drip edge at the rake edges. 


3. Install eaves flashing to provide 100% coverage on the south shed roof, adjacent to sheet 
metal canopy, and as shown on the Roof Plan.   


4. Install two full width sheets of eaves flashing in the valleys parallel with the valley center 
line. Lap the sheets of eaves flashing in accordance with the RTA Details. The eaves 
flashing protection shall extend 24-inches on each side of the valley center line. Lap end 
joints a minimum of 6-inches. Lap the adjacent synthetic underlayment onto the valley 
eaves flashing a minimum of 6-inches. 


5. Install half width sheets of eaves flashing up the adjacent front and side wall locations a 
minimum of 6-inches. Lap the eaves flashing onto the adjacent roof deck synthetic 
underlayment 12-inches minimum as shown in the RTA Details. 


6. Install half width sheets of eaves flashing on each side of the cupola. Extend the eaves 
flashing up the vertical sides of the cupola 6-inches. Lap the eaves flashing onto the 
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adjacent synthetic underlayment. Cover the remaining walls with eaves flashing or 
building wrap. 


7. Install eaves flashing at the rooftop penetration locations. Extend the eaves flashing onto 
the deck a minimum of 12-inches in all directions. Install a second layer of eaves flashing 
following the penetration flashing installation and extend 6-inches beyond the flashing 
flange limits on the upslope and sides of the flashing flange. 


8. Install eaves flashing on areas shown on the Roof Plans. Provide coverage as shown. 
9. Install additional sheets of eaves flashing in susceptible leak locations. 


F. Underlayment 
1. Install underlayment in strict accordance with the selected roof covering manufacturer's 


requirements to achieve UL listed, Class A fire rating. Select the manufacturer's 
recommended underlayment to meet the Class A rating. 


2. Install one ply of underlayment over the entire surface of the steep-sloped roof decks free 
of wrinkles, tears and voids. Install the underlayment in accordance with NRCA Section 
3.2.1 and Figure 2 and RTA Details. 


3. The underlayment shall be secured with as many fasteners as necessary to hold it in 
place. The underlayment shall be installed parallel to the eaves, with 3-inch sidelaps and 
6-inch end laps. End laps in adjacent courses of underlayment shall be staggered a 
minimum of 6 feet. 


G. Asphalt Shingle Installation 
1. Install the shingles in accordance with the manufacturer’s specifications and 


recommendations. 
2. Use chalk lines to align the shingles horizontally during installation. Chalk line use is 


mandatory. 
3. Install the starter courses of shingles along the eaves and rake edges. Position the starter 


shingles ½-inch minimum beyond the drip edge. Secure the shingles with a minimum of 
four nails per shingle. 


4. Secure the shingles in accordance with the shingle manufacturer’s requirements, using a 
minimum of four nails per full shingle, or two per partial shingle. Do not secure above the 
nail lines stamped on the shingles to ensure that each nail is driven through two layers of 
shingles. 
a. NOTE: Exposed nails (fasteners driven too low) and the punctured shingle must be 


removed and replaced. Covering nail heads with sealant in the field of the roof is not 
acceptable. 


b. NOTE: Asphalt shingles must extend beyond the eaves edge and rake edge drip 
edge flashing 1/2-inch minimum regardless of the selected shingle manufacturer's 
installation instructions to the contrary. 


5. Install shingles in the valleys using the closed-cut valley method; see the RTA 
Details.  The closed side shingles shall extend 12-inches minimum beyond the valley 
centerline.  The cut side shingles shall be cut approximately 2-inches above the valley 
centerline.  Clip the upper corners from the top edge of each cut side shingle as required 
to direct water into the valley. 


6. Install ridge cap shingles with proper exposure and proper nail placement as required by 
the manufacturer. 


H. Vents 
1. Install shingle over ridge vents continuously along the ridges in accordance with the 


manufacturer’s requirements. The ridge vent shall extend from gable end to gable end or 
from gable end to vertical wall. Use chalk lines to assist with the proper alignment of the 
ridge vent. Temporarily secure the ridge vent with appropriate length roofing nails. Install 
ridge cap shingles in accordance with the ridge vent manufacturer’s requirements. 


2. Verify the minimum 9-inch cut out in the north plywood soffit of west apparatus bay roof 
area. Secure new prefinished aluminum j-channel to the remaining edge of the plywood 
soffit. Install new properly sized 100% perforated undereave soffit panels. Properly lock 
and secure the soffit panels as required by the manufacturer. 
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3. Verify the 1-inch slot cut out openings in the roof deck located along the south eaves edge 
on the west apparatus bay roof and the eaves flashing and shingles are installed up to the 
slot cut out. Trim back eaves flashing and shingles to remove obstructions from the slot 
cut out. Install the new intake vent over the slot cut out in accordance with the shingle over 
vent manufacturer's instructions. Temporarily secure with 3-inch long roofing nails spaced 
12-inches on center. 
a. Install eaves flashing on the shingle over intake vent and extend the eaves flashing 


upslope and onto the roof deck as required by the manufacturer. 
b. Install shingles over the intake vent in accordance with the vent manufacturer's 


instructions. 
I. Apron Flashing 


1. Install apron flashing at front wall locations. Install the flashing over the top course of 
shingles in accordance with NRCA Section 3.6.4.1 and Figures 17 and 18. Extend the 
flashing a minimum of 5-inches up the vertical surface and 4-inches onto the roof surface. 
Extend the apron flashing beyond the wall corners 4-inches minimum. Install the apron 
flashing behind the vinyl siding or counterflashing so the apron flashing top edge is 
protected. Fasten the apron flashing to the roof deck only with roofing nails spaced 12-
inches on center. Seal the exposed nail heads with color matching polyurethane sealant. 


J. Step Flashing 
1. Verify that eaves flashing is turned up the wall prior to installing the sheet metal step 


flashing. Install step flashing at side wall locations in accordance with NRCA Section 
3.6.4.2 and Figure 19. Install the step flashing behind the vinyl siding or counterflashing so 
the step flashing top edge is protected. Fasten the step flashing to the roof deck only. The 
bottom most step flashing card shall be installed to allow collected rain water and debris to 
be diverted back onto the roof (see NRCA Section 3.6.4.2 and Figures 20 and 21). 


K. Roof Curb Flashing 
1. Verify that eaves flashing is turned up the sides of the roof curb prior to installing the sheet 


metal flashing. Install new apron flashing, step flashing and backer flashing at the roof 
curb as shown in NRCA Detail No. ASPH-3. The upslope edge of the backer flashing shall 
be sealed with additional strips of eaves flashing. Properly engage the flashing with the 
shingles. Secure flashings to the roof deck only. Provide 4-inch maximum exposure of the 
backer flashing. 


2. Install new surface mounted counterflashing around each side of the penetration as 
shown in SMACNA Figure 4-8C. The counterflashing shall cover the flashing by 3-inches. 
Form and lap the corners to a watertight condition. Secure the counterflashing with 
gasketed screws spaced 6-inches on center. Apply sealant and tool the caulk lip to 
promote adhesion and watershedding capabilities. 


L. Counterflashing 
1. Counterflashing: Install new prefinished counterflashing at the masonry walls in 


accordance with SMACNA Figure 4-8A and RTA Details. Receive the counterflashing into 
new or existing reglets in the masonry. Secure the counterflashing in the reglet with lead 
wedges spaced 12-inches on-center or a minimum of two wedges per length. Apply 
sealant and tool the caulk lip to promote adhesion and watershedding capabilities. 


M. Plumbing Vent Flashing 
1. Install the specified lead flashing at the vent stacks in accordance with NRCA Detail No. 


ASPH-8. Properly lap the shingle courses with the flashing flanges. Set the flange in a 
bead of the specified sealant and secure with roofing nails. Extend the flange width with 
strips of eaves flashing. Trim the shingles to closely fit the flashing. Seal all exposed nails 
with the specified sealant. Turn the sleeve into the pipe no less than one-inch without 
making relief cuts in the sleeve portion of the flashing. 


N. Hot Vent Stacks 
1. Reinstall existing flange, sleeve and umbrella flashing at the base of the hot vent stacks. 


Set the flange in beads of the specified sealant and secure with roofing nails. Strip in the 
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top and side edges of the flange with 12-inch wide strips of eaves flashing.  Apply a 
continuous bead of the specified elastomeric sealant around the top edge of the umbrella 
flashing and tool the joint. 


2. Reinstall the rain cap flashing on the vent stack. Fasten the rain cap flashing as 
recommended by the manufacturer to resist wind damage. 


O. Vinyl Siding and Trim 
1. Verify eaves flashing is turned up the front and side walls as specified. 
2. Install building wrap on wall substrates where missing. Follow manufacturer's installation 


instructions. 
3. Install new j-channel flashing adjacent to the new shingles.  Provide 1-inch clearance 


between the j-channel flashing and the shingles. Secure the new j-channel 8-inches on 
center with siding nails. 


4. Reinstall the vinyl siding as originally installed.  Lock the siding panels together and 
secure each nailing hem with siding nails spaced 8-inches on center. 


5. Replace cracked, warped and unlocked vinyl siding with new matching vinyl 
siding.  Follow the installation instructions as printed by VSI, Vinyl Siding Installation 
Manual. 


6. Install new vinyl siding, cornerposts and vinyl trim on the base of the cupola in accordance 
with the manufacturer's requirements. 


7. DO NOT FACE NAIL THROUGH THE SIDING.  FACE NAILS WILL BE REJECTED AND 
REPLACEMENT VINYL SIDING WILL BE INSTALLED AT THE CONTRACTOR'S 
EXPENSE. 


P. Shingle Transition Flashing - See Section 07 6200 - Sheet Metal Flashing And Trim. 
Q. Gutters and Downspouts 


1. Base Bid: Reuse the existing gutters and downspouts on steep slope roofs. 
2. Alternate No. 1: Install new seamless 6-inch aluminum gutters and 3"x4" downspouts. 


a. Secure and seal the joints between gutter sections and fabricated corners, outlet 
tubes and end caps using pop rivets and the specified sealant. Secure the gutter to 
the fascia with heavy duty hidden hangers spaced 30-inches on center. Positively 
slope the gutters to drain. 


b. Install new downspouts at existing downspout locations. See Roof Plan for 
approximate locations. Attach the downspouts to the gutters in accordance with 
SMACNA Figure 1-33B, Detail 1. Secure the new downspouts to the existing wall 
with a minimum of two downspout straps and appropriate fasteners in accordance 
with SMACNA Figure 1-35G. Provide elbows as required. Downspouts are to 
discharge into existing below grade drain pipes. 


R. Miscellaneous 
1. Return loosened or displaced gutters and downspouts to their original position and 


resecure as originally secured. 
a. NOTE: Clean out the existing gutters and downspouts after the new shingle roof 


systems are installed and before reconnecting downspouts to below grade drain 
pipes. 


2. Reinstall existing sheet metal roof panels and ridge cap flashings on south canopy. 
3. Apply the specified sealant over all exposed fastener heads at the ridge cap and 


penetration flashing flanges. 
4. Install new heat trace cable along the eaves edge, in the gutters and in the downspouts to 


a point below grade IN STRICT ACCORDANCE WITH THE MANUFACTURER'S 
INSTALLATION INSTRUCTIONS. Install in same locations as existing heat trace cable. 
See Roof Plan for approximate locations. Mechanically fasten the heat trace cable with 
non-penetrating fastening devices to the new shingles. Connect to the existing dedicated 
circuit. 
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5. Replace the existing light gauge hidden hangers with new specified hidden hangers on 
south sheet metal canopy gutters. Hidden hanger spacing: 30-inches maximum. 


END OF SECTION 
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SECTION 07 5300  
ELASTOMERIC MEMBRANE ROOFING 


PART 1  GENERAL 
1.01 RELATED DOCUMENTS 


A. This Section is part of the entire set of Contract Documents and shall be coordinated with the 
applicable provision of the other parts. 


1.02 SECTION INCLUDES 
A. Demolition and substrate preparation. 
B. Elastomeric roofing membrane, adhered conventional application. 
C. Gypsum barrier board. 
D. Prefabricated pipe flashing. 
E. Wood blocking and nailers. 


1.03 RELATED REQUIREMENTS 
A. Section 07 3113 - Asphalt Shingles. 


1.04 REFERENCE STANDARDS 
A. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Codted (Galvanized) or Zinc-


Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2015. 
B. ASTM D412 - Standard Test Methods for Vulcanized Rubber and Thermoplastic Elastomers--


Tension; 2006a (Reapproved 2013). 
C. ASTM D4637/D4637M - Standard Specification for EPDM Sheet Used in Single-Ply Roof 


Membrane; 2015. 
D. UL (DIR) - Online Certifications Directory; current listings at database.ul.com. 
E. UL (FRD) - Fire Resistance Directory; current edition. 


1.05 SUBMITTALS 
A. Maintain a copy of the building permit at the site during construction at all times.  Upon request, 


provide a copy of the building permit to the Owner for their records. 
B. Materials List 


1. Before any materials of this Section are delivered to the jobsite, submit to the Owner a 
complete list of all materials, including manufacturer's names, to be furnished and installed 
under this portion of the work. 


2. Provide Material Safety Data Sheets (MSDS) to the Owner for any materials prior to 
delivery to the site. 


C. Manufacturer's Documentation 
1. Provide test documentation from an approved testing agency (FM, UL, ICC) indicating that 


the roofing system meets a Class A designation for the intended roof slope in accordance 
with current IBC building code requirements. 


2. Submit copies of manufacturer's field reports and documentation of completion. 
3. Submit manufacturer's report that roof has been inspected and is suitable and acceptable 


for warranty specified. 
D. Shop Drawings 


1. Before any materials of this Section are delivered to the jobsite, submit complete shop 
drawings of roofing system installation details and sheet metal work to the Owner for 
review. 


E. Subcontractors, Material Suppliers and Services List: Submit a list of subcontractors, material 
suppliers and any company that will be used to supply labor or materials or services for this 
project. The list must provide company name, company address, company phone and fax 
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numbers and the contact person for each company listed.  The Owner reserves the right to 
reject any subcontractor, material supplier or service provider. 


F. Safety and Work Schedule 
1. Submit copies of your written Safety Plan to the Owner. 
2. Submit a written work schedule to the Owner with a detailed time line from Contract Award 


to project completion. 
G. Product Data:  Provide data indicating membrane materials, flashing materials, insulation, 


fasteners, and adhesives and sealants. 
H. Warranty:  Submit manufacturer warranty and ensure forms have been completed in Owner's 


name and registered with manufacturer. 
I. As-Built Drawings: As part of the project close out process, the Contractor shall prepare as-built 


drawings using the original design drawings revised to reflect any changes made in the field 
issued by change order or by change directive for components which vary from the original 
design.  The Contractor shall prepare the as-built drawings and submit the as-built drawings to 
the Owner for their use. 


1.06 QUALITY ASSURANCE 
A. Manufacturer Qualifications:  Company specializing in manufacturing the products specified in 


this section with minimum three years of documented experience. 
B. Roofing installer must be currently approved by the manufacturer of the selected roofing 


system. 
C. Accomplish work under this Section in strict accordance with the roofing manufacturer's 


published specifications and best trade practices to achieve a completely watertight roofing and 
flashing installation. 


D. Provide materials which have been tested, listed and labeled by Underwriters Laboratories 
(UL). 


E. The Roofing Contractor will be responsible for measurements.  Before ordering material, 
preparing shop drawings, or doing any work, verify at the site all dimensions which may affect 
the work.  The Roofing Contractor assumes full responsibility for the accuracy of figures.  No 
allowance for additional compensation will be considered for discrepancies between 
dimensions on the drawings and actual field dimensions. 


F. Immediately refer to any conflicts among requirements of these specifications on drawings, 
those of regulatory agencies, material manufacturer's recommendations and good roofing 
practices to the Roofing Consultant. 


G. Final results are the entire responsibility of the Roofing Contractor. 
H. Installer Qualifications:  A single installer ("Roofer") shall perform work of this section; and shall 


be a firm with not less than 5 years of successful experience in installation of roofing systems 
similar to those required for this project and which is acceptable to or licensed by manufacturer 
of primary roofing materials. 
1. Installer Certification:  Obtain written certification from manufacturer of roofing system 


certifying that Installer is approved by manufacturer for installation of specified roofing 
system.  The certification shall be submitted with the bid. 


2. Installer's Field Supervision:  Installer must maintain full-time supervision on jobsite during 
times that roofing work is in progress.  Supervisor must have a minimum of 5 years 
experience in roofing work similar in nature and scope to specified roofing. 


3. Installer’s References: Installer must submit three references for successful projects of 
similar size and similar system installation. 


1.07 PRE-CONSTRUCTION MEETING 
A. Prior to scheduled commencement of roofing work, the Roofing Contractor and representatives 


of other entities directly concerned with performance of roofing system shall have a pre-
construction meeting.  Review requirements (contract documents), submittals, status of 
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coordinating work, availability of materials and installation facilities and establish preliminary 
installation schedule.  Review requirements for inspections, testing, certifications, forecasted 
weather conditions, governing regulations, insurance requirements, and proposed installation 
procedures.  The Roofing Contractor shall record the items discussed including agreement or 
disagreement on matters of significance; furnish copy of recorded discussions to each 
participant.  Review foreseeable methods and procedures related to roofing work, including but 
not necessarily limited to the following: 
1. Tour representative areas of roofing substrates, inspect and discuss conditions of 


substrate. 
2. Review roofing system requirements (drawings, specifications and other contract 


documents). 
3. Review required submittals. 
4. Review and finalize construction schedule related to roofing work and verify availability of 


materials, Installer's personnel, equipment and facilities needed to make progress and 
avoid delays. 


5. Review required inspection, testing, certifying and material usage accounting procedures. 
6. Review weather and forecasted weather conditions and procedures for coping with 


unfavorable conditions, including possibility of temporary roofing. 
1.08 DELIVERY, STORAGE, AND HANDLING 


A. Deliver materials in manufacturer's original containers, dry and undamaged, with seals and 
labels intact. 


B. The Roofing Contractor must get approval from the Owner for the location of all stored 
materials prior to delivery. 


C. Ensure storage and staging of materials does not exceed static and dynamic load-bearing 
capacities of roof decking. 


D. Store and handle roofing materials in a manner which will prevent moisture damage.  Store 
adhesives and flashings in a dry, warm, well-ventilated, weather-tight place.  Handle and store 
materials or equipment in a manner to avoid significant or permanent deflection of deck. 


E. The Roofing Contractor shall properly protect the roof areas used to access the designated 
areas of roof removal and replacement.  The number of traffic paths shall be kept to a 
minimum.  The existing roofs shall be protected by placing rigid insulation and plywood over the 
roof surface.  The Roofing Contractor shall also use precautions to prevent damage to the 
existing roofs in the replacement areas.  Any damage to the existing roofs shall be repaired 
immediately to prevent leakage into the roof and interior of the building. 


1.09 WARRANTY 
A. Furnish the Owner with a Contractor’s written warranty covering all materials and workmanship 


for a period of two years. 
B. Manufacturer’s Warranty:  Furnish Owner with the selected roof system manufacturer’s 20-year 


total system warranty covering all materials and labor. 
PART 2  PRODUCTS 
2.01 EPDM MEMBRANE 


A. Performance:  Provide roofing materials recognized to be of generic type indicated and tested 
to show compliance with indicated performances, or provide other similar materials certified in 
writing by manufacturer to be equal or better than specified in every significant respect, and 
acceptable to Owner's Representative. 


B. Compatibility:  Provide products which are recommended by the selected material manufacturer 
to be fully compatible with indicated substrates, or provide separation materials as required to 
eliminate contact between incompatible materials. 


C. EPDM Membrane Materials: 
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1. The roofing system to be utilized for this project shall be a fully-adhered EPDM system 
manufactured by one of the following: 
a. Carlisle SynTec Incorporated,  www.carlisle-syntec.com, Sure-Tough Universal 


Roofing System; Design "A" - Adhered. 
b. Holcim Elevate, www.holcimelevate.com, RubberGard MAX Fully-Adhered System. 


D. Membrane: Ethylene-propylene-diene-monomer (EPDM); externally reinforced with fabric; 
complying with minimum properties of ASTM D4637/D4637M. 
1. Thickness: 60 mil, 0.060 inch (1.5 mm). 
2. Membrane shall be 0.060-inch thick, reinforced, EPDM (Ethylene Propylene Diene 


Monomer) compound elastomer. Membrane sheet size shall be the largest sheet possible 
as determined by the job conditions. 


E. All materials used in the roofing system shall be as furnished by the approved 
manufacturer.  Seam tape, adhesives, cements, sealant, water cut-off mastic and other 
required items shall be as furnished or recommended by the selected manufacturer. 


F. All details relating to the installation of the roof system shall be approved by the roofing 
manufacturer and installed in such a manner that the manufacturer will furnish its 20-year total 
system warranty for the installation. 


G. Base Flashing: Flashing shall be a .060-inch thick cured and uncured EPDM flashing sheet as 
furnished by the approved manufacturer. 


2.02 ACCESSORIES 
A. Prefabricated pipe flashings, termination bars, walkway pads, insulation plates and fasteners 


and perimeter edge termination plates and fasteners as required by the selected membrane 
manufacturer for use in their roof system assemblies. 


2.03 BARRIER BOARD 
A. Fiberglass mat faced gypsum roof board: Fire resistance rating (UL 790 and ASTM 


E108):  Class A, Thickness: ½-inch. Size 4-feet by 8-feet. 
1. Acceptable product or approved equal: GP Gypsum, DensDeck Prime. 


2.04 WOOD 
A. Wood nailers and blocking: PS 20, construction grade lumber. 


1. Sizes:  Nominal sizes as indicated on drawings, S4S. 
2. Moisture Content:  S-dry or MC19. 
3. Species:  SPF. 
4. Grade:  No. 2. 


B. Plywood: APA panel roof sheathing, exterior exposure. Minimum thickness: 1/2-inch with a 
span rating which meets or exceeds the spacing of the trusses. 


C. Fasteners in contact with wood blocking and nailers shall be Type 304 or Type 316 stainless 
steel or hot-dipped galvanized in conformance with ASTM A153. 


2.05 SHEET METAL FLASHING AND TRIM 
A. See Section 07 3113 - Asphalt Shingles for sheet metal related to the steep-slope roof areas. 
B. See Section 07 6200 - Sheet Metal Flashing and Trim. 


2.06 MISCELLANEOUS 
A. New Gutter and Downspout Components: 0.027 prefinished aluminum, 6-inch K-style gutters. 


0.019 prefinished aluminum, 3" x 4" corrugated rectangular downspouts. Utilize manufactured 
endcaps, outlet tubes, elbows, etc. wherever possible. Utilize commercially available heavy 
duty hidden hangers and downspout straps. Color to be selected by the Owner. 


PART 3  EXECUTION 
3.01 EXAMINATION 


A. Verify that surfaces and site conditions are ready to receive work. 
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B. Verify deck is supported and secure. 
C. Verify deck is clean and smooth, flat, free of depressions, waves, or projections, properly 


sloped and suitable for installation of roof system. 
D. Verify deck surfaces are dry and free of snow or ice. 
E. Maintain a daily watertight condition in the existing roof areas. At no time shall the existing roof 


remain vulnerable to moisture intrusion. Overnight tie-ins are required regardless of the weather 
forecast. 


3.02 DEMOLITION AND SURFACE PREPARATION 
A. Remove and discard the existing EPDM roof membrane, insulation, base flashings and 


miscellaneous debris down to the structural deck. 
1. Back out the insulation screw fasteners using screw guns.  No shearing of screw fasteners 


allowed. 
2. NOTE: Remove debris, scrap and rubbish from the roof areas and building grounds daily. 


B. Remove and discard the existing sheet metal drip edge, receiver mounted counterflashing and 
other sheet metal flashing accessories. Existing sheet metal receiver to remain and be reused 
with new counterflashing. 


C. Remove and discard the termination bars and fasteners from the walls. Remove repair 
materials from the walls. 


D. Remove and discard existing plumbing vent pipe flashing. Clean off all repair materials from the 
pipe. 


E. Remove and discard the existing gutters and downspouts on low slope roof areas only. 
F. Deteriorated wood nailers and plywood shall be completely removed and discarded.  Install 


new wood nailers and plywood as necessary to match the existing nailers in size and shape, or 
as directed by the Owner. 
1. NOTE: Wood nailer and plywood replacement shall be bid as a Unit Price extra. See the 


Bid Form and Section 01 2200-Unit Prices. 
G. See Section 07 3113 - Asphalt Shingles for additional demolition and surface preparation 


requirements. 
3.03 INSTALLATION PROCEDURES 


A. General:  Comply with manufacturer's instructions, except where more stringent requirements 
are indicated herein. 


B. Details relating to the installation of the new roof system shall be approved by the selected 
roofing material manufacturer and the Roofing Consultant and installed in such a manner that 
the manufacturer will furnish the specified warranty for the installation. 


C. Do not begin roofing work until all decks, walls, curbs, nailers, accessories, and underlying 
substrates are ready and acceptable to have roofing materials installed.  Deck surfaces must 
be clean, smooth, dry and free of moisture prior to beginning roof application. 


D. Schedule and supervise work crews so that the area of roofing begun one day is completely 
finished before leaving the job site that day.  Included are all flashings within each day's work 
area and adjoining the membrane. 


E. Do not install any roofing materials during rain or other inclement weather.  One exception is 
that temporary work may be installed during such weather to protect the building interior and 
new materials that are already installed.  Remove all temporary work and materials that have 
been exposed to such weather, then install permanent materials as specified during acceptable 
weather conditions. 


F. At the end of each day's roofing installation, protect edge of incomplete work, including 
membrane and insulation.  Provide temporary water cut-offs to provide a weather tight seal to 
both the roof deck and existing roof membrane.  Remove temporary water cut-off materials at 
the beginning of next day's work. 







   


23-065 - Northville City Hall  07 5300 - 6  ELASTOMERIC MEMBRANE 
ROOFING  


G. Materials must be stored dry and protected with tarps and on pallets at all times.   Wet or 
damaged materials will be removed from the job site. 


3.04 WOOD DECK REPLACEMENT 
A. Install replacement decking with the long dimension across the supports. Leave a 1/8-inch gap 


at all edges and end joints. Install new panel clips between each support. The new decking 
must span a minimum of three supports. 


B. Mechanically attach the new wood decking to the underlying supports using the specified 
fasteners. Fasten the wood decking edges 6-inches on-center, and 9-inches on-center into the 
intermediate supports. 


C. Install new wood decking where the existing decking was removed due to deterioration. 
Mechanically attach the wood decking as described above. This work item is a unit price extra. 


3.05 WOOD NAILERS 
A. Cut 4-inch wide strips of 1/2-inch plywood for installation at gutter edges. 
B. Install 4-inch wide strips of plywood as designated on the RTA Details. The plywood shall be 


secured to the existing plywood roof deck with 8d nails in two staggered rows spaced 12-inches 
on center. 


C. Install new wood nailers where the existing wood nailers were removed due to 
deterioration.  The new nailers shall be secured using the same methods that the originally 
installed nailers were secured and/or in a manner to provide solid securement. 


3.06 GYPSUM BARRIER BOARD 
A. Mechanically fasten 1/2-inch gypsum board with tight, staggered board joints to existing 


plywood roof deck. Neatly cut to fit edges and penetrations. 
1. One approved fastener per 2.67 square feet (12 fasteners per 4-foot by 8-foot board) of 


gypsum barrier board. 
3.07 INSTALLATION - MEMBRANE 


A. Roofing membrane system shall be installed following the application requirements of the 
selected roof membrane material manufacturer.  The latest printed instructions will govern the 
application procedure. 


B. Evenly apply adhesives at rate recommended by manufacturer to both the underside of the 
membrane and the gypsum barrier board. Apply bonding adhesive uniformly, stopping short of 
the splice areas along the seams and base tie-ins. Allow the adhesive to flash off until tacky. 


C. Reposition the membrane, free of air pockets and wrinkles.  Firmly press the sheet into place 
without stretching with a push broom. 


D. Overlap edges and ends and seal by manufacturer’s recommended dimensions. 
E. Shingle lap joints on sloped substrates in the direction of drainage. 
F. Complete the roof membrane seams with the roof membrane manufacturer’s seam tape.  Apply 


the seam tape in accordance with the roof membrane manufacturer’s instructions, including 
seam preparation work, proper seam tape alignment and exposure. Roll the completed seam 
with a hand roller across and along the seam. 


G. Secure the roof membrane with the roof membrane manufacturer’s reinforced securement 
strips at base tie-ins. Fasten the securement strips with the roof membrane manufacturer’s 
approved fasteners and plates. After adhering the roof membrane to the reinforced securement 
strip, roll the splice area with a hand roller across the strip over the length of the splice. 


H. Extend the roof membrane down the vertical face of the perimeter edges to a point 1-inch 
below the bottom of the wood nailer(s). Secure the membrane with roofing nails spaced 12-
inches on center. 


I. Apply T-joint covers, stripping and appropriate sealant where specified by the selected roof 
membrane manufacturer. 
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3.08 FLASHING INSTALLATION 
A. Perimeter edge flashing, wall flashing and round vents shall be installed in accordance with the 


selected material manufacturer’s flashing details using the longest pieces practicable.  Roll the 
flashing with a silicone hand roller to improve adhesion.  The installed flashing shall be 
fastened along the top edge 12-inches on-center (maximum). The latest printed flashing 
instructions must be followed as issued by the material manufacturer. 
1. NOTE:   ALL FLASHINGS SHALL BE COMPLETED DAILY AS THE PROJECT 


PROGRESSES WITH THE INSTALLATION OF THE NEW ROOF SYSTEM. 
B. Install termination bar at the horizontal and vertical ends of the base flashing as required by the 


manufacturer.  The termination bar shall be mechanically fastened (12-inches on-center, 
maximum) into slotted holes.  The termination bar and fastener heads shall be sealed with the 
specified polyurethane sealant. 


3.09 PENETRATION FLASHINGS 
A. Flash all penetrations (pipes, conduits, etc.) passing through the membrane.  Factory 


prefabricated pipe flashing shall be used to flash all pipes where installation is possible.  Where 
factory prefabricated pipe flashing cannot be installed, field fabricated pipe flashing may be 
used.  All flashings and terminations shall be done in accordance with approved manufacturer’s 
details. 


3.10 SHINGLE TRANSITION FLASHING 
A. Extend the roof membrane below the new shingles as shown in RTA Details and in accordance 


with selected membrane manufacturer's shingle transition detail. Apply a continuous bead of 
water cut-off mastic between the roof deck and the roof membrane. Secure the top edge of the 
membrane with sheet metal counterflashing. Install the counterflashing with 4-inch wide end 
joints. Secure the counterflashing with roofing nails spaced 6-inches on center. Strip in the 
counterflashing with strips of eaves flashing. 


3.11 MISCELLANEOUS INSTALLATION 
A. Install new prefinished seamless aluminum gutters at perimeter edges of low slope roof areas 


as shown on the Roof Plan. Secure and seal the joints between gutter sections and fabricated 
corners, outlet tubes and end caps using pop rivets and the specified sealant. Secure the gutter 
to the fascia with heavy duty hidden gutter hangers spaced 30-inches on center. Positively 
slope the gutters to drain. 


B. Install new downspouts at the existing downspout locations. Install downspouts to discharge 
into existing below grade drain pipes. Secure all joints with pop rivets or screws. Install two 
downspout straps minimum per downspout using appropriate fasteners to secure the 
downspout straps to walls. 


C. Install new walkway pads at the locations shown on the Roof Plan. Secure the walkway pads to 
the membrane in accordance with the roofing manufacturer's instructions. 


3.12 PRECAUTIONS 
A. Do not use oil base or plastic roof cement in conjunction with EPDM materials. 
B. Waste products (petroleum, grease, oil and solvents - vegetable or mineral oil and animal fat - 


direct contact with steam venting) should not be allowed to come in contact with the EPDM roof 
membrane system. 


C. Splicing and bonding surface must be dry. 
D. Daily Seal:  Care should be exercised to ensure that water does not flow beneath any 


completed sections of roof by temporarily sealing the loose edge of the membrane when the 
weather is threatening.  The manufacturer's requirements should be followed closely. 


E. An open flame may not be used to dry the roof membrane or to heat the flashing materials. 
3.13 CLEANING 


A. Remove adhesives, soil or other markings from finished surfaces. 
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B. In areas where finished surfaces are soiled by work of this section, consult manufacturer of 
surfaces for cleaning advice and comply with their documented instructions. 


C. Repair or replace defaced or damaged finishes caused by work of this section. 
D. The Roofing Contractor will be responsible for cleaning the building interior of any reroofing 


related debris entering the building as a result of deck repair and reroofing operations. 
3.14 PROTECTION 


A. Protect installed roofing and flashings from construction operations. 
B. Where traffic must continue over finished roof membrane, protect surfaces using rigid insulation 


and plywood. 
END OF SECTION 
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SECTION 07 6200  
SHEET METAL FLASHING AND TRIM 


PART 1 GENERAL 
1.01 RELATED DOCUIMENTS 


A. This Section is part of the entire set of Contract Documents and shall be coordinated with the 
applicable provision of the other parts. 


1.02 SECTION INCLUDES 
A. Drip edge, counterflashing and miscellaneous flashing for low-slope roofing. 


1.03 RELATED REQUIREMENTS 
A. Section 075300 - Elastomeric Membrane Roofing. 


1.04 REFERENCE STANDARDS 
A. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-


Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process 2020. 
B. SMACNA (ASMM) - Architectural Sheet Metal Manual 2012. 


1.05 SUBMITTALS 
A. Shop Drawings:  Indicate material profile, jointing pattern, jointing details, fastening methods, 


flashings, terminations, and installation details. 
B. Samples: Submit selection and verification samples for finishes, colors and textures. Color to 


be selected by the Owner. 
1.06 QUALITY ASSURANCE 


A. Perform work in accordance with SMACNA (ASMM) requirements and standard details, except 
as otherwise indicated. 


B. Fabricator and Installer Qualifications: Company specializing in sheet metal work with 5 years 
of documented experience. Engage an experienced installer who has completed sheet metal 
flashing and trim work similar in material, design and extent to that indicated for this Project and 
with a record of successful in-service performance. 


1.07 DELIVERY, STORAGE, AND HANDLING 
A. Stack material to prevent twisting, bending, and abrasion, and to provide ventilation.  Slope 


metal sheets to ensure drainage. 
B. Prevent contact with materials that could cause discoloration or staining. 
C. Do not expose to direct sunlight or extreme heat trim material with factory applied strippable 


film. 
PART 2  PRODUCTS 
2.01 SHEET METAL FLASHING AND TRIM 


A. Sheet Materials 
1. Galvanized Steel for Continuous Cleat:   ASTM A 653, with G90 zinc coating; minimum 


0.034 inch (22 gauge) thick base metal. 
2. Galvanized Steel Base Metal: ASTM A653/A653M, with G90/Z275 zinc coating; minimum 


24-gauge, 0.0239-inch (0.61 mm) thick base metal. 
B. Prefinished Galvanized Steel: ASTM A653/A653M, with G90/Z275 zinc coating; minimum 24-


gauge, 0.0239-inch (0.61 mm) thick base metal, shop pre-coated with PVDF coating. 
1. Fluoropolymer Coating:  High performance organic powder coating, AAMA 2604; multiple 


coat, thermally cured fluoropolymer finish system. 
2. Color: As selected by Owner from manufacturer's standard colors. 
3. Acceptable Manufacturer's: 


a. Holcim Elevate: Una-Clad 
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b. Petersen Aluminum Corporation: Pac-Clad 
C. Accessories 


1. Fasteners:  Same metal as sheet metal flashing or other noncorrosive metal as 
recommended by sheet metal manufacturer. 


2. Gasketed washers: Soft neoprene washers. 
3. Elastomeric Sealant: High performance, one component polyurethane-base, non-sag 


elastomeric sealant as manufactured by one of the following manufacturers or approved 
equivalents: 
a. Sika Corporation, Sikaflex - 1a 
b. Tremco, Vulkem 116 


D. Fabrication, General 
1. Sheet Metal Fabrication Standard:  Fabricate sheet metal flashing and trim to comply with 


recommendations of SMACNA's "Architectural Sheet Metal Manual" that apply to the 
design, dimensions, metal and other characteristics of the item indicated. 


2. Comply with details shown to fabricate sheet metal flashing and trim that fit substrates and 
result in waterproof and weather-resistant performance once installed.  Verify shapes and 
dimensions of surfaces to be covered before fabricating sheet metal. 


3. Form material with watertight end joints and seams. 
4. Fabricate vertical faces with bottom edge hemmed 1/2-inch and bent outward to form a 


drip edge unless specified otherwise. 
5. Form exposed sheet metal work, shop fabricated or field fabricated, that is without 


excessive oil canning, buckling, and tool marks and that is true to line and levels indicated. 
6. Sealed Joints:  Form non-expansion, but movable, joints in metal to accommodate 


elastomeric sealant to comply with SMACNA standards. 
7. Conceal fasteners and expansion provision where possible.  Exposed fasteners are not 


allowed on faces of sheet metal exposed to public view. 
8. Corners: corners must be formed, mitered, lapped, notched, sealed or soldered as 


necessary to provide a continuous system that is not more susceptible to leaks than 
straight sections. 


E. Fabrication, Sheet Metal 
1. General:  Fabricate sheet metal items in thickness or weight needed to comply with 


performance requirements but not less than that listed below for each application and 
metal. 


2. Drip Edge: Fabricate from the following material: 
a. Prefinished Galvanized Steel: 0.0276 inch (24 gauge) thick. 
b. Fabricate the drip edge in accordance with SMACNA Figure 2-5C. Face dimension in 


accordance with RTA Details and a 1/2-inch hemmed drip edge along the bottom 
edge. Fabricate the eaves edge drip edge with no gravel stop. Faricate the rake edge 
drip edge with a one-inch tall gravel stop. Nailing flange dimensions: 4-inches 
minimum. See RTA Detail Nos. 10 and 12. 


3. Counterflashing: Fabricate from the following material: 
a. Prefinished Galvanized Steel:  0.0276 inch (24 gauge) thick. 
b. Fabricate the receiver mounted counterflashing in accordance with SMACNA Figure 


4-5B. Fabricate the counterflashing with a hemmed drip edge along the bottom edge 
and a minimum face of 4-inches. The top edge to receive behind the receiver or as 
shown in RTA Details, 1-inch minimum. See RTA Detail No. 11. 


c. Counterflashing at the shingle transition shall be fabricated with a 5-inch face and a 
1/2-inch hemmed drip edge along the bottom edge. See RTA Detail No. 6. 


PART 3  EXECUTION 
3.01 EXAMINATION 


A. Verify roof openings, curbs, pipes, sleeves, ducts, and vents through roof are solidly set, reglets 
in place, and nailing strips located. 
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B. Verify roofing termination and base flashings are in place, sealed, and secure. 
3.02 INSTALLATION 


A. Unless otherwise indicated, install sheet metal flashing and trim to comply with performance 
requirements, manufacturer's installation instructions and SMACNA's "Architectural Sheet 
Metal Manual".  Anchor units of work securely in place by methods indicated, providing for 
thermal expansion of metal units; conceal fasteners where possible, and set units true to line 
and level as indicated.  Install work with laps, joints, and seams that will be permanently 
watertight and weatherproof. 


B. Expansion Provisions:  Provide for thermal expansion of exposed sheet metal work.  Space 
movement joints at maximum of 10 feet with no joints allowed within 24 inches of corner of 
intersection. 


C. Drip Edge 
1. Install drip edge on the perimeter edges shown in RTA Details. Secure the drip edge 


flange with nails spaced 4-inches on center. Seal the flange in accordance with the 
manufacturer's requirements. 


D. Counterflashing 
1. Install the counterflashing into existing receivers. Notch and lap the end joints in the 


counterflashing 4-inches. Secure the counterflashing to the receiver with stainless steel 
pop rivets spaced 24-inches on center. 


E. Shingle Transition Flashing 
1. See Section 07 5300 - Elastomeric Membrane Roofing for installation. 


3.03 FIELD QUALITY CONTROL 
A. Inspection will involve surveillance of work during installation to ascertain compliance with 


specified requirements. 
3.04 CLEANING 


A. Remove bituminous markings from finished surfaces. 
B. In areas where finished surfaces are soiled by work of this section, consult manufacturer of 


surfaces for cleaning advice and conform to their documented instructions. 
C. Repair or replace defaced or damaged finishes caused by work of this section. 


END OF SECTION 
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ALTERNATE NO. 1 
If Alternate No. 1 is accepted by the Owner,
remove the existing 5-inch gutters and 2x3
downspouts and replace with 6-inch gutters
and 3x4 downspouts. Steep slope roofs only.
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() DOWNSPOUT - GUTTER CONNECTIONS 


Figure 1-33A shows the preferred orientation of a rec
tangular gutter outlet. It has been suggested that dimen
sion A should approach dimension W, the gutter width, 
B should approach the gutter depth, and that the transi
tion to the downspout have a length equal to W. 


Figure 1-33B shows the more common orientation for 
rectangular outlets. With this configuration, fewer fit
tings are necessary to get the downspout's greater di
mension against a wall. 


Figure 1-33C and Section A-A show a type of tube out
let frequently used on residential buildings. The small
est area of the taper relates to draining capacity which 
may be less than that of the downspout sized from Table 
1-2. The downspout is shown with a slip fit only but it 
may be riveted to the tube. 


o 


The text of Figure 1-24, gutter accessories, states that 
the dimensions illustrated in Detail 1 should be used for 
outlets. The minimum flange width for outlets is %in. 
(10 mm). The flange is riveted and soldered. Or with 
aluminum and precoated metal, it is set in sealant, riv
eted and the rivets are sealed. 


FIGURE 1·33 


Detail 2 shows a loose connection that can serve as a 
vent or overflow relief; it can also allow some relative 
movement of the gutter from thermal expansion. 


Figure 1-33D illustrates the type of solid connection 
that must be used on built-in gutters. It may also be used 
on other types of gutters. Welded connections are an al
ternative. Various other methods of attaching roof 
drains to gutters also exist. Flexible piping may be used 
to allow movement due to expansion. However, it is 
critical to provide clearance for movement around the 
downspout if the gutter will move at an outlet connec
tion. 


Figure 1-33E shows a transition with a more efficient 
inlet to a downspout. This may be considered where 
high assurance of gutter draining is desired. Size this as 
discussed for Figure 1-33A. A funnel or conductor head 
might also be used to conceal two outlets in cases like 
that shown in Figure l-SC. 


Open faced downspouts should not have offsets
straight drop only. Open-faced downspouts are used in 
high-volume flows and where icing conditions exist to 
avoid downspout damage due to freezing or stoppage 
conditions. 


o
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SHOP-FABRICATED DOWNSPOUT HANGERS(~)-
'-- Figure 1-35 illustrates several shop-fabricated downsp


out hangers. Other styles may be used. Ornamental 
bands may be used in conjunction with any of these 
hangers. 


Figures 1-35A, B, C, and G show hangers used for rec
tangular or square downspouts. Figures 1-35D, E, and 
J have been designed for round downspouts. These 
hangers should be fabricated of Xs x 1 in. (1.6 x 25 mm) 
flat stock (minimum) and be ofthe same material as the 
downspout. 


o
 


FIGURE1·35 


Figure 1-35H shows a light-gage hanger for square or 
rectangular downspouts. This hanger must be removed 
to repair the downspout. The hanger should be of the 
same material as the downspout but two gages heavier. 


The fasteners for these hangers could be screws, bolts, 
or blind rivets. To reduce clogging, use fasteners with 
minimal penetration length. 


Downspouts of 10 ft (2.5 m) or less shall have two straps 
of support, and longer downspouts shall be supported at 
10 ft (2.5 m) maximum intervals. 


o
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o FIGURE 1-35 SHOP-FABRICATED DOWNSPOUT HANGERS 
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FORMED GRAVEL-STOP-FASCIA - JOINT SYSTEMS FIGURE 2-5 


Figure 2-5 illustrates three different joints for formed 
gravel-stop-fascia systems. Soldered or welded joints 
are not recommended, except at corners, because they 
offer no provision for expansion and contraction. 


Figure 2-5A shows a gravel-stop installed with a Y4 in. 
(6.4 mm) opening between sections. This opening is 
covered by a 6 in. (152 nun) cover plate formed to the 
profile of the gravel-stop. The cover plate is embedded 
in compatible sealant, nailed through the opening be
tween the gravel-stop sections, and loose locked to the 
drip edge. 


Detail 1 shows the notch necessary in the concealed 
drip edge at a lap. 


Figure 2-58 shows a lap joint for gravel-stop. The 
joint should be set in compatible sealant and lapped 4 
in. (102 mm). Lap joints should not be used where the 
face exceeds 4 in. (102 mm). 


Figure 2-5C shows a gravel-stop installed using a 6 in. 
min (152 mm) back-up plate. The back-up plate is 
nailed in place before the gravel-stop is installed. Mas
tic is applied, and the gravel-stop set in place with a Y4 
in. opening between sections. The back-up plate must 
be formed to the exact profile of the gravel-stop. Add
ing a cover plate is an alternative (from Figure 2-5A). 
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FIGURE 2-5 FORMED GRAVEL-STOP-FASCIA - JOINT SYSTEMS
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COUNTER FLASHING SYSTEMS -INSTALLATION 


Figure 4-5A shows counter flashing installed using a 
metal reglet which is furnished by the sheet metal con
tractor for installation by others. The reglet is attached 
to the forms before the concrete is poured. Reglet cor
ners should be mitered. 


The counter flashing is held in place by wedges and the 
reglet filled with a sealant. 


The counter flashing is notched and lapped at inside 
corners and joints. Outside corners are notched and 
seamed. 


The Alternate Detail shows another method of instal
ling counter flashing. The counter flashing is snapped 
in place and the reglet filled with a compatible sealant. 


Reglets installed in concrete forms usually need to be 
fastened 12 in. (305 mm) OC to avoid being dislodged 


o
 


FIGURE 4-5 


by vibration of concrete mix. Figure 4-SB shows a 
complete counter flashing system for use with poured 
concrete walls. The flashing receiver is furnished by the 
sheet metal contractor for installation by others. This 
receiver is attached to the forms before the concrete is 
poured. The down leg of the receiver is butted at cor
ners. After the roofing and composition flashing are in 
place, the counter flashing is riveted to the receiver. The 
counter flashing is lapped at all joints and is lapped and 
sealed at corners. 


Figure 4-5C shows a counter flashing method that can 
be used for exterior wall coverings of several types, 
both metallic and non-metallic. 


The recommended minimum gage for counter flashing 
shown in this figure is 16 oz. (0.55 mm) copper, 26 ga 
(0.477 mm) stainless steel, or 26 ga (0.5512 mm) galva
nized steel. 


o
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 FIGURE 4-5 COUNTER FLASHING SYSTEMS -INSTALLATION
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BASE AND COUNTER FLASHING SYSTEMS 


The sections of roofs shown in Figure 4-8 illustrate 
methods for flashing the junction of a sloping roof and 
a masonry wall. 


Figure 4-8A shows a metal flashing system for a 
shingle roof sloping along a masonry wall. Separate 
pieces of base flashing are installed as each course of 
shingles is applied. The upper edge of each piece of 
flashing should extend 2 in. (50 mm) above each course 
of shingles. The lower edge should be Y2 in. (13 mm) 
above the butts of the shingles forming the next course. 


The flashing must extend up the wall and onto the roof 
a minimum of 4 in. (100 mm). Nail the flashing pieces 
to the roof sheathing above the top of each shingle 
course. 


Install the counter flashing in a reglet left by the mason 
as shown. Use wedges or tension-forming shapes to 
hold the counter flashing in place and fill the reglet with 
a compatible sealant. The length of each piece of count
er flashing will vary with the slope of the roof but no 
step should be more than 3 bricks high. The width will 
vary but should always be wide enough to cover 4 in. 
(100 mm) of the base flashing Pre-installed through 
wall receiver flashing should include end dams to the up 
slope. 


A preferred installation is to have the mason install a 
flashing receiver as shown in Figure 4-8B. (Also, see 
Figure 4-4A.) 


INSTALLATION FIGURE 4-8 


Figure 4-8B shows a type of base flashing that must be 
attached to the roof before the shingles are installed. 
The roof portion of this runner flashing is formed with 
a hook edge and is cleated on 24 in. (610 mm) centers. 
Extend flashing up the wall. Lap the joints in the flash
ing 6 in. (152 mm) in the direction of water flow. 


Install the counter flashing as described in Figure 4-8A. 
However, use flashing receiver as described in Figure 
4-8B. (Also see Figure 4-4A.) 


The flashing in Figures 4-SA and B are for shingle, 
slate, and tile roofing. 


Figure4-8C illustrates a sloping built-up roof intersect
ing a wall. Composition base flashings are installed 
over a cant and brought up the wall. See Figure 4-6. 


Figure 4-8D illustrates a base flashing for a half-round 
tile roof. It is step flashed as shown in Figure 4-8 A or 
B. 


Figure 4-8E shows a tile roof abutting a stucco wall. 
The counter flashing cap is nailed to the wall, and it ex
tends a minimum of 2 in. (50 mm) above the base flash
ing pan. 


The recommended minimum gage for flashings shown 
on this plate is 16 oz. (0.55 mm) copper, 26 ga (0.477 
mm) stainless steel, or 26 ga (0.454 mm) galvanized 
steel, or coated metal. 
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CHIMNEY FLASHING 


Figure 4-14 illustrates a flashing system for a chimney 
penetrating a sloping roof. 


In Figure 4-14A apron flashing is installed after the 
course of shingles immediately below the chimney is in 
place. The sides of chimney are flashed using pieces of 
base flashing installed with each course of shingles.The 
upper edge of each piece of flashing should extend 2 in. 
(50 mm) above each course of shingles. The lower edge 
should be Y2 in. (13 mm) above the butts of the shingles 
forming the next course. The base flashing must extend 
up the wall and onto the roof a minimum of 4 in. (100 
mm). 


The counter flashing is installed in a reglet left by the 
mason in steps as shown. Wedges or tension forming 
shapes are used to hold the flashing in place and reglet 
is filled with a sealant. 


The length of each piece of counter flashing will vary 
with the slope of the roof but no step should be more 
than 3 bricks high. The width will vary but should al
ways be wide enough to cover 4 in. (100 mm) of the 
base flashing. 


Detail 1 shows a type of base flashing that must be at
tached to the roof before the shingles are installed. The 
roof portion of this runner flashing has been formed 
with a hook edge and is cleated on 12 in. (305 mm)cen-


FIGURE 4-14 


ters. The base flashing is extended up the wall a mini
mum of 4 in. (100 mm). The counter flashing is 
installed in a flashing receiver (see Figure 4-4). 


Figure 4-14B shows a saddle flashing (cricket) in place 
on the back of a chimney. Saddle flashings help to divert 
rain and snow away from the chimney. Increase skirt to 
suit steeper pitch and local conditions. All joints in 
saddle flashings must be soldered. Detail 2 gives mini
mum dimensions for the construction of saddles. Di
mensions and design should be adjusted as necessary 
for specific weather conditions and the roof pitch. Ap
propriate underlayment or membrane should be in
stalled over the substrate, under all metal flashing and 
up walls, chimneys, penetrations and similar vertical 
transitions to divert water from intruding into the build
ing's envelop. 


Additional underlayment installed over the metal edges 
provides additional protection from water infiltration. 


Saddle flashing must be flanged 4 in. (100 mm) up the 
wall of chimney and 4 in. (100 mm) onto roof. It is 
cleated to the roof deck on 12 in. (305 mm) centers us
ing cleats of the same material as the saddle. Step count
er flashing is installed in a reglet as shown, or may be 
installed in a flashing receiver. 


These details are acceptable for shingle, slate, or tile 
roofs. 


4.26 Architectural Sheet Metal Manual. Seventh Edition ~ 
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Figure 16: Woven valley 


3.6.4 Vertical Surfaces 
There are four types of metal flashings that are commonly used at locations where a roof system abuts a vertical 
wall: 


• apron flashing - a metal used at a head-wall transition, such as the downslope side of a chimney. 


• step flashing - used at a side-wall transition, such as the side of a dormer. 


• cricket or backer flashing - used at the upslope side of a roof penetration, such as a chimney 


• counterflashing -secured to a vertical wall and used to cover and protect the top edge of an apron, step and 
cricket (or backer) flashing. 


Figure 17 shows a chimney penetration and the use of all four flashing types. 
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WITH HEMMED 


DRIP EDGE 


UPSLOPE CRICKET FLASHING 


COUNTERFLASHING 


FLASHING 


Figure 17: Basic sheet metal flashing 
components used at chimney 


Generally, before flashings are applied, an asphalt-saturated felt underlayment should be applied to a roof deck 
around roof penetrations. However, in moderate and severe climates, before an underlayment is applied, an ice 
dam protection membrane may be installed around the base of chimneys or curbs. If appropriately specified and 
constructed, an ice dam protection membrane can assist in keeping water from migrating into a roof system at 
these roof-to-wall intersections during times of severe freeze-thaw cycling. 


3.6.4.1 Apron Flashings 


Apron flashings provide a weatherproofing transition material where a roof area intersects a head wall. Common 
locations for apron flashings are the front downslope side of a dormer or chimney, curbed roof penetrations and 
clerestory transitions. See Figure 18. 
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Figure 18: Apron flashing 
at chimney 
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6" [150 mm] MIN. 


SOLDER OR 
SEAL CORNERS 


UNDERLAYMENT 


NOTES: 


18" [450 mm] MIN. 


SECTION: 


1. ALTERNATE COUNTERFLASHING PROFILES CAN BE USED. 
2. IF STRIPPING PLY IS NOT USED, UNDERLAYMENT MUST BE EXTENDED OVER BACKER FLASHING. 
3. CRICKETS SHOULD BE CONSIDERED IN LIEU OF BACKER FLASHINGS DEPENDING UPON 


WIDTH, SLOPE AND CLIMATIC CONDITIONS. 
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Council Communication 
 
 
TO: Mayor and City Council 
 
FM: Sandi Wiktorowski, Finance Director/Treasurer 
 
SJ: Proposed Public Improvement Fund Committed Fund Balance Reallocations  
  
DT: March 18, 2024 
 
BACKGROUND & ANALYSIS:  Currently there are several large projects planned in the 
City that are not fully funded.  Staff has been establishing estimated budgets for those various 
projects and planning for the funding mechanisms.  While some funding has already been 
identified or planned such as grants, contributions, and fundraising, none of the projects listed 
below are fully funded. There is almost $4.4 million in the Public Improvement Fund, half of 
which is allocated for specific projects.  The other half is from remaining balances on completed 
projects, unallocated breakage revenue, or for projects yet to be identified.  The money has 
accumulated over quite a few years from two sources:  breakage revenue from the racetrack or 
end of year surpluses in the General Fund.   
 
Those projects and estimated budgets are shown below, in no particular order. 
 


• Ford Field Restrooms - This project is estimated to be $1 million. Staff will be seeking an 
MDNR Land & Water matching grant for $500,000.  The remaining $500,000 must be 
locally matched.  $50,000 is currently committed for Ford Field Improvements.  The 
remaining portion of $450,000 is unfunded. 


• Fort Griswold Replacement – This project is estimated to be $1.2 million. The City has 
set aside $401,754 over the past several years for this project. The City will be requesting 
$17,483 from the Wayne County Parks Millage, applying for a $50,000 
Patronicity/MEDC grant, and fundraising for $250,000.  The remaining portion of 
$480,763 is unfunded. 


• Ford Field Barrier Gateway – This project is estimated to be $1,228,646.  An MEDC 
grant was awarded for $910,000.  50% of that grant has already been awarded and was 
invested with Michigan Class.  That investment is expected to earn approximately 
$32,000 before it is needed.  This project is currently $286,646 unfunded. 


• Cabbagetown Playground – Parks & Recreation has requested funding to expand the 
playscape at an estimated cost of $25,000.  This project is currently unfunded. 







• Randolph Consolidate Drain – The City is currently seeking grants for this project with 
an estimated local match of $240,000.  There is currently funding of $185,841 available.  
$54,159 is required to meet the expected local match. 


• Land for Farmers Market – An option to purchase land for the potential permanent 
location of the farmers market was approved by City Council for $800,000.  Northville 
Township has committed to pay 50%.  The remaining $400,000 is unfunded. 


 
 
Staff is requesting reallocation of approximately $1.7 million to/from project categories as 
shown on the attachment.  Most of the monies are planned to be spent during the current fiscal 
year and the following two years.  Approximately $520,000 would remain in the 
contingency/grant match category specifically for that purpose.   
 
RECOMMENDATION: It is recommended that the Northville City Council reallocate 
committed fund balance in the Public Improvement Fund according to the attached schedule. 
 
RECOMMENDED:   Move that the Northville City Council reallocate committed fund balance 
in the Public Improvement Fund according to the attached schedule. 
 
 
 
 
 Sandi Wiktorowski       George Lahanas  
     DEPARTMENT                   CITY MANAGER  







6/30/2023
12/18/23 


CC Action New Interest Grants Fundraising Reallocation
Proposed 
Balances


Proposed Spending 
FY24-FY26 Remaining


Bollards 125,000       (24,585)       100,415          (100,415)               -                  
Bucket Truck 50,000         50,000           (50,000)                 -                  
City Hall Entrance Signs 79,869         26,968       106,837          (106,837)               -                  
City Hall Generator 60,000         (60,000)       -                 -                        -                  
DPW Technology Upgrades - Fuel Pump Upgrades 50,909         50,909           (50,909)                 -                  
Farmers Market (environmental, concepts, studies) 82,660         82,660           (6,154)                   76,506            
Fire Hall/City Hall Energy Efficiency Remodel 1,341,541    (559,230)     782,311          (782,311)               -                  
Fish Hatchery Park Improvements 60,000         60,000           (23,145)                 36,855            
Ford Field Improvements (restrooms, entryway, etc) 50,000         500,000       450,000       1,000,000       (1,000,000)            -                  
Ford Field Memorial Bench Concrete Pads 6,900           (1,021)         5,879             (5,879)                   -                  
Fort Griswold Replacement 401,754       67,483         250,000     480,763       1,200,000       (1,200,000)            -                  
Non-motorized Improvements 49,272         49,272           (28,080)                 21,192            
Police & Fire Equipment Reserves 60,000         60,000           (60,000)                 -                  
Randolph Drain 272,908       54,159         327,067          (327,067)               -                  
Street Sweeper 3,722           (3,722)         -                 -                        -                  
Technology Reserve 168,766       168,766          (156,300)               12,466            
FY2022 & FY2023 Breakage Unallocated 245,166       (245,166)     -                 -                        -                  
FY2024 Breakage -              75,338         (75,338)       -                 -                        -                  
Projects TBD 1,025,427    (26,968)      (998,459)     -                 -                        -                  
Contingency/Grant Match 248,798       270,953       519,751          -                        519,751          
Ford Field Gateway 910,000       32,000         286,646       1,228,646       (1,228,646)            -                  
Cabbagetown Playground 25,000         25,000           (25,000)                 -                  
Farmers Market Land Purchase 400,000       400,000       800,000          (800,000)               -                  


4,382,692    -            1,385,338    32,000         567,483       250,000     -              6,617,513       (5,950,743)            666,770          


City of Northville
Public Improvement Fund - Committed Fund Balance for Special Projects


3/18/2024


\\CNVDCFS\Fin2\AUDIT\FY23 Net Position 3/15/2024
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City of Northville 


CITY COUNCIL SPECIAL MEETING MINUTES 
February 26, 2024 


 
Mayor Turnbull called the meeting to order with the Pledge of Allegiance at 5:30 p.m. in the City of 
Northville Municipal Building – Council Chambers, 215 W. Main Street, Northville, Michigan, 48167.  
 
PRESENT: Mayor Brian Turnbull, Mayor Pro Tem Barbara Moroski-Browne, 


Councilmembers John Carter, and Andrew Krenz. 
 
ABSENT:  Councilmember Laura Genitti  
 
ALSO PRESENT: City Manager George Lahanas, City Attorney Anthony Chubb, Deputy City Clerk 


Evan Milan, HP Rep. Seth Herkowitz, Attorney Richard Barr.   
 
There were 2 members of the public in Council Chambers and 10 members of the 
public Via Zoom. 


 
A statement was read informing those present that the City Council mee�ng is being live-streamed as a 
hybrid mee�ng op�on for public par�cipants and recorded for rebroadcast on the City’s website. 
Members of the public may par�cipate during the livestream as if physically present at the mee�ng. By 
remaining at the mee�ng, consent is inferred by those present to have their voice and image recorded 
and posted on the City’s website.  
 
For the public par�cipa�ng virtually, it was explained how to raise your hand. 
 
APPROVAL OF AGENDA: 
 
 CM 24-02-022 Motion to approve Agenda as presented 
 
   Motion by Carter, Supported by Krenz 
   Absent: Genitti 
   Motion carried unanimously   
 
PRESENTATIONS: 
 


A. Citizens Comments 
 
Mary Elwart-Keys for Nancy Chiri: 661 W. Main St – Spoke on the removal of items on the Feb. 
22 meeting and asked if the Downs project was being pushed through too quickly. A number of 
citizen’s reservations over the project remain unresolved.  


 
NEW BUSINESS: 
 
As the four New Business items being interrelated, they were discussed together with four separate 
motions made subsequent to discussion.  







City Council Special Meeting – February 26, 2024 - 2  DRAFT  
 


NEW BUSINESS – CONTINUED 
 


• City Manager George Lahanas and City Attorney Anthony Chubb provided an overview of the 
4 items under discussion. 


• Mr. Lahanas explained why these items were discussed during a special meeting of City 
Council rather than during a regular meeting.  


• The Downs project has proven to be an exceedingly complex project, and it is imperative to 
ensure that all pieces are reviewed and understood fully before any agreements are accepted 
by Council. It was with optimism that the 4 items had been placed on the Regular Meeting 
Agenda for Feb. 22. Prior to the Regular Council meeting on Feb 22, there was uncertainty on 
when the closing of the Downs property would be completed with Hunter-Pasteur (HP). 
Despite anticipation of a delay, the closing was completed prior to the Regular Meeting; 
however, there was not ample time, thereafter, for Council to fully examine the agreements 
submitted for approval. The agreements were contingent on the successful closing of the 
property. 


 
A. Proposed ARPA Implementation Agreement  


 
Background: The City has entered into an intergovernmental agreement with Wayne County 
which the County has agreed to provide financial assistance for certain River Park Project costs 
using State and Local Fiscal Recovery Funds allocated to the County under the American Rescue 
Plan Act of 2021 (“ARPA”). 


 
Analysis: The City Attorney is available for questions. 


 
Budget Impact: None 


 
Recommendation: It is recommended that the Northville City Council approve the ARPA Grant 
Implementation Agreement and allow the City Manager to sign on behalf of the city. 
 
Council Comments: 


 
• These contracts allow the City to be named as the beneficiary of this project while HP 


undertakes the physical work. It is through this type of organization that ARPA funds can be 
used most effectively.  


• Mr. Chubb explained that time economy is key. If the agreements are not in place, then ARPA 
funds cannot be used effectively, Brownfield funds would alternatively have to be used.  


• Chubb noted that, after his review of the 4 documents, he is confident that forward 
movement can be made. 


• Review of the ARPA Implementation Agreement explained that the Agreement asserts the 
rights of HP and the use of funds in regards to the City’s responsibilities and who is 
indemnified.  


• As it relates to the Demolition Agreement, the ARPA Agreement specifies a finite dollar 
amount and focus area where ARPA funds can be used.  


• It was noted that, per the Agreement, the funds used to pay the contractors will have been 
guaranteed as ARPA eligible. 
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• Mr. Chubb explained that whether the city is the direct recipient or the sub-recipient, the 
projected timeline will not be altered. Overall, APRA funds are required to be expended by 
2026.  


• The Agreement removes all liability from the City and places the onus on HP Northville LLC. 
• Note was made that there was a distinction made in the Agreement that the developer will 


grant access to the property. There was discussion that the inverse should be detailed; 
however, as the property will not be granted back to the City until the project’s completion, 
that would not be necessary.    


• Mayor Pro Tem Moroski-Browne noted that the Agreement implies that the City is the owner 
of the property; in fact, during the development process, the project will not be under the 
ownership to the City. Mr. Chubb stated that, as the City is the established beneficiary of the 
project, and, with various contingent documents delineating ownership of the property and 
each parties’ responsibilities, this is not a concern.    


• There was assurance that the City maintains the rights of ownership over the property to be 
exercised if the need arises. 


• Distinction was made that the ARPA Agreement is the overriding document where 
reimbursement is concerned. The DA is the overriding document to detail the actions to be 
completed as it includes the site plan as an amendment. Mr. Chubb stated that he did not feel 
it was necessary to make reference to other foundational documents in the ARPA Agreement.   


• Financial solvency of the city is insulated by the financial instruments previously put in place 
during the deliberation process. (i. e. Brownfield funds would be used rather than the General 
Fund in case of a shortfall). 


• Note was made that the ARPA funds have a very specific use requirement: the River Park and 
the Downs demolition.  


• Mr. Lahanas noted that the developer is the party initially spending money, the ARPA funds 
etc. are used to reimburse the developer, putting the ownness on the developer to deliver 
the project.  


• Mayor Pro Tem Moroski-Browne affirmed that, despite ambiguous legal language, ARPA 
funds will be fully exhausted through the project. 


• Asked that the City Attorney make it clear on these forms, when used as a template, every 
place that would be “Fill in the bank” as to avoid errors. Such errors have previously been 
made. 


• Seth Herskowitz raised the question on whether the City was provided with clarity on whether 
ARPA funds would be eligible for both the River Park area and the Downs racetrack area or 
not. Mr. Chubb confirmed that, to this point, there has not been clarity made. Mr. Herkowitz 
stated that HP is positioning themselves for one of two possible scenarios concerning the 
scope of which the ARPA funds could reach.  


• Mayor Pro Tem Moroski-Browne noted that the agreements will need to be amended, when 
clarity is provided, for auditing purposes.   
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CM 24-02-023 Motion that the Northville City Council approve the ARPA Grant Implementation 
Agreement, subject to the entry of the permeance bond set forth in the 
development agreement, and allow the City Manager to sign on behalf of the City 


 
Motion by Moroski-Browne, Amended and Supported by Carter  
Roll Call 
Turnbull:   Yea  Carter:  Yea 
Moroski-Browne: Yea    Krenz:  Yea 
Absent: Genitti 
Motion carried unanimously 
 
 


B. Proposed Downs Demolition Contract / Renascent  
 


Background: Hunter Pasteur has chosen Renascent Incorporated of Indiana to undertake the task 
of demolishing the buildings on the south parcel of the Downs property for the river park project. 
 
Analysis: The attached contract has been reviewed by the City Attorney and is here to answer any 
questions from Council. 
 
Budget Impact: None. 
 
Recommendation: It is recommended that City Council approve the contract between Renascent 
and Hunter Pasteur LLC and allow the City Manager to sign on behalf of the City. 
 
Council Comments: 


 
• Noted the importance of delineating the costs associated with each area of the demolition 


project. (Exhibit B.)  
• There are missing line items, clarification on what is and is not included in the demolition 


expenses (i.e., tree replacement fee should not be included in the demolition agreement). 
• Question was raised on how to address the possibility of hazardous remediation of the 


racetrack (as a line item). Richard Barr stated that he was under the belief that the operating 
assumption had always been that the track would be clean, thus not in need of remediation. 
If the track was found to need remediation, that project would become an EGLE eligible 
project. Moroski-Browne noted that there was not clarity on this matter, and that there were 
apparent discrepancies with the previous understanding of how remediation of the track may 
be handled. 


• Mayor Pro Tem Moroski-Browne raised the question of who is the stated owner of the 
parcels. There is no indication in the document that Hunter-Pasteur is owner of the racetrack 
parcel, which is problematic. The document indicates that the City is the only owner of the 
entire property. 


• Exhibits D and E are stated to be in error, there is no delineation on scope of the demolition 
plan. 


• Richard Barr stated that the ownership definition in the document is as it is to satisfy the ARPA 
contract requirement. Mr. Barr agreed to a sentence of clarity regarding ownership and legal 
responsibility.   
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• Mayor Pro Tem Moroski-Browne noted a possible error stating a record retention of 7 days 
which should be 7 years.  


• Confirmation was made that there is understanding that pest mitigation must be provided to 
the City Building Official prior to the commencement of demolition.  


• Question was raised on demo related truck traffic. Mr. Herkowitz noted that workers will be 
provided with detailed allowable traffic routes. Traffic will ideally come from eastbound 7 
Mile; if Center Street is used, it will be limited to the track area entrance.  


• Question was raised on fine structure and enforcement to disincentivize truck drivers from 
finding short cuts through neighborhoods. Mr. Chubb noted there are resources in place to 
ensure effectively disincentivizing demo related traffic from using none designated routes.  


 
Citizens Comments: 


 
• Mary Elwart-Keys: 502 W. Main St. – Stated concerns of vermin control and pollutant 


mitigation for city residents. Asked that the demo contract delineate pest and pollutant 
control requirements. Gratitude was extended to the Mayor Pro Tem Moroski-Browne for her 
thorough review of the documents before Council.    


                  
 


CM 24-02-024 Motion that City Council approve the contract between Renascent and Hunter 
Pasteur LLC with the substituted exhibit B, as discussed, and additional language 
clarifying property ownership subject to placement of performance bonding or 
letters of credit in the amounts informed deemed appropriate by the city 
attorney and allow the City Manager to sign on behalf of the City 


 
Motion by Carter, Supported by Krenz  
Roll Call 
Turnbull:   Yea  Carter:  Yea 
Moroski-Browne: Nay    Krenz:  Yea 


  Absent: Genitti 
Motion passes 3-1 


 
 


C. Professional Service Agreement / Barr Engineering / River Daylighting  
 


Background: The developer of the Downs property has chosen Barr Engineering from Minnesota 
to undertake the task of daylighting the Rouge River. Since the property will be owned and 
maintained by the City upon completion, an agreement must be in place for the work to move 
forward. 
 
Analysis: The attached professional services agreement has been reviewed by the City Attorney 
and he is here to answer any questions from Council. 
 
Budget Impact: None. 
 
Recommendation: It is recommended that City Council approve the professional services 
agreement between the City of Northville and Barr Engineering for daylighting the river. 
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Council Comments: 
 


• Note was made that any additional services in this service agreement need to be delineated. 
• Confirmation was made that additional documents will be provided.  


 


CM 24-02-025 Motion that City Council approve the professional services agreement between 
the City of Northville and Barr Engineering for daylighting the river and subject to 
the placement of performance bonding or letters of credit in amounts informed 
deemed appropriate by the city attorney and allow the City Manager to sign on 
behalf of the City 


 
Motion by Carter, Supported by Krenz  
Roll Call 
Turnbull:   Yea  Carter:  Yea 
Moroski-Browne: Yea    Krenz:  Yea 
Absent: Genitti 
Motion carried unanimously  


 
 


D. Professional Services Agreement / River Park Landscaping / Grissim Metz   
 


Background: The developer of the Downs property has chosen Grissim Metz Andriese Landscape 
Architects to perform the landscaping design for the daylighted Rouge River on the Downs site. 
Since the property will be owned and maintained by the City upon completion, an agreement 
must be in place for the work to move forward. 
 
Analysis: The attached professional services agreement has been reviewed by the City Attorney 
and he is here to answer any questions from Council. 
 
Budget Impact: None. 
 
Recommendation: It is recommended that City Council approve the professional services 
agreement between the City of Northville and Grissim Metz Andriese. 
 
Council Comments: 
 
• Note was made that scope of work must be delineated to ensure Grissim Metz is properly 


compensated.  
• Mayor Pro Tem Moroski-Browne noted her hesitancy when seeing HP will be the informed 


party in project developments rather than the City. It was noted that, under contractual 
obligations, HP will share pertinent information as it comes to them.   
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CM 24-02-026 Motion that City Council approve the professional services agreement between 
the City of Northville and Grissim Metz and Andriese with a replacement of the 
term project in section 1.2 of their professional services agreement and changed 
it to include the scope of services that are related to their services they are 
providing which includes an abbreviated form from the ARPA Agreement, the 
pedestrian agreement, sidewalks, pedestrian bridges, and landscape and lighting, 
and subject to the placement of performance bonding or letters of credit in 
amounts informed deemed appropriate by the city attorney and allow the City 
Manager to sign on behalf of the City 


 
Motion by Moroski-Browne, Amended and Supported by Carter  
Roll Call 
Turnbull:   Yea  Carter:  Yea 
Moroski-Browne: Yea    Krenz:  Yea 


  Absent: Genitti 
Motion carried unanimously  


 
COMMUNICATIONS: 
 


A. Mayor Council Comments 
 


• Mayor Turnbull noted the great turn out for Chili’in the ville on 2/24. Noted Day of the 
Dude will be on March 6. Bicentennial task force will meet on 3/27. Cemeterian task force 
will meet on 3/28  


 
There being no further business to come before council, a motion was made to adjourn.  
 
Motion to adjourn Krenz, Support by Moroski-Browne 
Motion carried unanimously  
 
Adjournment: 7:42 PM 
 
ATTEST 
 
 
_______________________________ 
Michael Smith, CMC 
City Clerk  
 
 
 
_______________________________ 
Brian P. Turnbull 
Mayor         Submitted for approval 03/18/2024  
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CITY COUNCIL REGULAR MEETING MINUTES 
March 4, 2024 


 
Mayor Turnbull called the meeting to order with the Pledge of Allegiance at 7 p.m. in the City of Northville 
Municipal Building – Council Chambers, 215 W. Main Street, Northville, Michigan, 48167.  
 
PRESENT: Mayor Brian Turnbull, Mayor Pro Tem Barbara Moroski-Browne, 


Councilmembers John Carter, Andrew Krenz, and Laura Genitti. 
 
ABSENT:  None 
 
ALSO PRESENT: City Manager George Lahanas, City Attorney Anthony Chubb, City Clerk Mike 


Smith, DDA Director Lori Ward (Via Zoom), DPW Director Mike Domine, Treasurer 
Sandi Wiktorowski (Via Zoom), Fire Chief Matt Samhat (Via Zoom), Special 
Projects Wendy Longpre. 
 
There were 12 members of the public in Council Chambers and 25 members of 
the public Via Zoom. 


 
A statement was read informing those present that the City Council mee�ng is being live-streamed as a 
hybrid mee�ng op�on for public par�cipants and recorded for rebroadcast on the City’s website. By 
remaining at the mee�ng, consent is inferred by those present to have their voice and image recorded 
and posted on the City’s website.  
 
 
APPROVAL OF AGENDA AND CONSENT AGENDA: 
 
Mayor Pro Tem Moroski-Browne suggested an amendment to Item C in New Business. Item C would 
become - Request to Enter Closed Session Pursuant to MCL 15.268(1)(h) to discuss an attorney-client 
privileged memorandum that is exempt from disclosure pursuant to MCL 15.243(1)(g) and pending 
litigation pursuant to MCL 15.243 (1)(E) in the matter of 106 E Cady St et. al. vs. the City of Northville, 
Wayne County circuit court case number 24-002813-CB  
 
CM 24-03-027 Motion to approve the agenda and consent agenda as amended.  
 


A. Approve City Council Minutes:  
February 22, 2024 Move to Item 9B of the agenda  


B. Receive Bills List:  Week of February 19, 2024 
C. Receive Board and Commission Minutes: None 
D. Receive Department Reports: None  
E. Board and Commission Appointments: None  
F. Request to Purchase / Utility Rescue Cart: Fire Department 
G. Request to Purchase / Customer Water Portal Software 
H. Proposed Creation of Cemeterian and Bi-Centennial Task Forces 
I. Proposed Addendum to City Manager Contract 
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J. Proposed Elm Carving Project / Tree Champions 
K. Proposed Contract Award / Downtown Planting Program 
L. Proposed Fourth Amendment to Option to Purchase / HPN Move to Item 9D of the 


agenda  
 
Motion by Moroski-Browne, Supported by Carter 
Motion carried unanimously  


 
PRESENTATIONS  
 


A. 2024 DNR Grant for Ford Field Restrooms 
 
Director of Special Projects Wendy Longpre presented on a proposed grant submission for the 
construction of restrooms and accessible walkways in Ford Field Park West.  


 
Council Comments: 
 
• City Manager George Lahanas noted that the renderings are deceptive in scale. 
• Noted that the funds exist to complete this project, the Gateway project, and the playscape 


project, as long as the three projects are held within scale.  
• It was clarified that when applying for these funds, there is no requirement to accept them. 


This will be vital as plans for the Gateway and playscape become more concrete.    
• Question was raised over locations reserved for the restrooms. Response to the question 


confirmed that there is confidence in the restroom placement as illustrated in the preliminary 
renderings.  


• The question was raised whether it was advisable to apply for multiple grants concurrently, 
or if that would affect the likelihood of receiving those grants. A definitive answer could not 
be made to that question; but it was stated that, over all, criteria for each grant is based on 
specifics to the project area and not necessarily on what other grants may have been applied 
for. There is a small effect based on the applicants grant seeking history.    


• It was stated that this project could benefit from some budget scrubbing.  
• It was noted that a clean and accessible restroom has been lacking at Ford Field for some 


time.  
 


Citizens Comments: 
 


• Jeff Snyder: 508 Gardner St – Stated that the one concern he has is over the placement of the 
restrooms; noted that restrooms should be in a well-lit place within unobstructed eyesight.  


• Mary Elwart-Keys: 502 W Main – Spoke on a request for more information on the Mary 
Gilbert cabin. Additionally, requested more information on security surrounding the planned 
restrooms in Ford Field. Spoke positively on the inclusion of adult changing rooms in the 
proposed Ford Field restroom plans.   
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B. PUBLIC COMMENT: 
 


Prior to the commencement of Public Comment, City Manager George Lahanas discussed an 
alternative to in-person comment; online participation in comment making has been suspended. 
Those who wish to make comment, and are unable to come in person to Council meetings, can 
send comments in writing via email to Council at citycouncil@ci.northville.mi.us.    


 
• Susan Polega: 112 E Main – Stated that she has taken her concerns over on-street alcohol 


consumption to the Liquor Commission. It was stated that all out-door consumption of liquor 
is under the same rules as a brick-and-mortar establishment. Additionally stated a need for 
more restroom accessibility nearer to the center of town.     


• Nancy Chiri: 661 W Main – Spoke on alternatives to suspending the Zoom comment feature. 
Additionally spoke on a need to address dead links, on the city website, for contacting Council 
members.  


• Mary Elwart-Keys: 502 W Main – Spoke on the matter of suspending Zoom comments. 
Stating that the lack of non-in-person options is a disadvantage to those wishing to speak to 
Council as a body.  


• Steve Hall: 441 Butler – Spoke on a need for clarification on the Outdoor Dining Ordinance. A 
post on the social media platform NextDoor, which garnered 211 Comments as of March 4, 
has caused some confusion for residents.   


• Roxanne Casterline: 122 W Dunlap – Spoke on a concern over school bussing and the 
impending street closures. Spoke on a concern over maintaining integrity in the City of 
Northville.   


 
PUBLIC HEARINGS: None  
 
PETITIONS, REQUESTS, AND COMMUNICATIONS: None 
 
RESOLUTIONS AND ORDINANCES: None  
 
UNFINISHED BUSINESS: None  
 
 
NEW BUSINESS: 
 


A. Proposed OHM Preliminary Engineering Contract  
 


Background: City engineering consultants OHM are currently working on professional design 
services for the improvements to 7 Mile Road and S. Center. OHM have completed services 
including preliminary engineering and design work only (30% to 40% complete plans and 
engineer’s opinion of probable cost) necessary to provide the City with a design and preliminary 
cost of construction for this project. OHM has started the final stages of design for the proposed 
improvements. 
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City staff and OHM have met with the Mobility Network team, along with Wayne County, and the 
developer of the Downs throughout the preliminary process for input. During this time the City of 
Northville received a gift donation, dedicated to performing preliminary engineering for 
improvements to 7 Mile and Hines Drive intersection. The mobility network team identified key 
areas within the 7 Mile corridor that the City and County should consider for future improvements 
to improve vehicle, pedestrian, and biking traffic. 
 
Analysis: City staff have requested professional design consulting services from OHM associated 
with the intersection improvements at 7 Mile Road and Hines Drive. The professional services 
would provide preliminary engineering and cost estimates for the intersection improvements. The 
City and Wayne County currently don’t have any scheduled improvements to this intersection. 
 
Budget Impact: OHM has provided a proposal for professional services for preliminary 
engineering and design work for the roadway improvements for 7 Mile Road and Hines Drive. The 
cost of the services total $72,000. Funding is fully funded by the gift donation. 
 
Recommendation: It is recommended that City Council approve the proposed professional 
services to OHM for the preliminary engineering and design work for roadway improvements to 
7 Mile Road. It is further recommended that the DPW director be authorized to sign this contract 
on behalf of the City. 


 
Council Comment:  


 
• Spoke on the generosity of the resident who donated funds for this project; note was made 


of the importance to address the entire 7 Mile corridor.  
• It was stated that this OHM team is the same that is currently working on the 7 Mile and 


Center Street roundabout. 
• Noted the importance of creating a thoroughfare to deter traffic through Bealtown.   


 
Public Comment:  


 
• Nancy Darga: 516 N Center – Co-chair of the Mobility Network, which has been meeting since 


2020 to studying traffic flow through the City of Northville. Noted that this Hines / 7 Mile 
route is the missing link to alleviate construction traffic during the Downs development. Spoke 
of Mobility Team member John Roby’s efforts to champion this project.   


• Jeff Snyder: 508 Gardner – Offered gratitude to John Roby for his generosity in this project. 
Spoke on the importance of the development of this corridor.  


 
CM 24-03-028 Motion that City Council approve the proposed professional services to OHM for 


the preliminary engineering and design work for roadway improvements to 7 
Mile Road. I further authorized the DPW director be to sign this contract on behalf 
of the City 


 
   Motion by Carter, Supported by Krenz  
   Motion carried unanimously  
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B. Approval of February 22, 2024 Regular City Council Meeting Minutes – Moved from Consent 
Agenda 
 
A request was made by Mayor Pro Tem Moroski-Browne to add clarifying language to discussion 
points on Pages 3 and 6.   


 
CM 24-03-029 Motion to approve the February 22, 2024 Regular City Council minutes as 


amended 
 


Motion by Krenz, Supported by Carter 
Motion carried unanimously  


 
C. Request to Enter Closed Session Pursuant to MCL 15.268(1)(h) to discuss an attorney-client 


privileged memorandum that is exempt from disclosure pursuant to MCL 15.243(1)(g) and 
pending litigation pursuant to MCL 15.243 (1)(E) in the matter of 106 E Cady St et. al. vs. the City 
of Northville, Wayne County circuit court case number 24-002813-CB 


 
CM 24-03-029 Motion to Enter Closed Session Pursuant to MCL 15.268(1)(h) to discuss an 


attorney-client privileged memorandum that is exempt from disclosure pursuant 
to MCL 15.243(1)(g) and pending litigation pursuant to MCL 15.243 (1)(E) in the 
matter of 106 E Cady St et. al. vs. the City of Northville, Wayne County circuit 
court case number 24-002813-CB 


 
  Motion by Moroski-Browne, Supported by Genitti 
  Roll Call Vote  


Turnbull:  Yea  Genitti:  Yea 
  Moroski-Browne: Yea  Krenz:  Yea 
  Carter:   Yea 
  


***Council entered closed session at 8:17 PM*** 
 


CM 24-03-030 Motion to return to open session  
 
  Motion by Krenz, Supported by Carter 
  Roll Call Vote  


Turnbull:  Yea  Genitti:  Yea 
  Moroski-Browne: Yea  Krenz:  Yea 
  Carter:   Yea 
 


***Council returned to open session at 9:10 PM*** 
 


D. Proposed Fourth Amendment to Option to Purchase / HPN – Moved from Consent Agenda 
Item L  
 
Background: Hunter Pasteur (HPN) and Northville entered into an Option to Purchase, dated as 
of July 23, 2018, as amended by that certain First Amendment to Option to Purchase, dated as of 
August 17, 2021, as further amended by that certain Second Amendment to Option to Purchase, 
dated as of July 17, 2023, and as further amended by that certain Third Amendment to Option to 
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Purchase, dated as of October 16, 2023 (collectively, the “Option Agreement”). HPN and 
Northville wish to amend the Option Agreement as set forth in the attached Fourth Amendment 
prepared by the City Attorney. HPN exercised its option pursuant to the Option Agreement on 
February 27, 2024. 
 
Recommendation: It is recommended that Council authorize the City Manager to sign a 60-day 
extension as set forth in the attached Hunter Pasteur fourth option to purchase agreement. 
 
Public Comment: 


 
• Jeff Snyder: 508 Gardner – Noted that the first Amended to the Option to Purchase came in 


July 2018, and remarked that the City has been very generous in allowing the long period that 
transpired over the development of this agreement. 


• Nancy Chiri: 661 W Main – Remarked that the property value is far higher than it is being sold 
to OHM for at this point. Stated that Council has been too involved in the planning process 
and had undermined the Planning Commission. Stated that Council has a responsibility in 
keeping Northville solvent.  


• Mary Elwart-Keys: 502 W Main – Extended thanks to Mayor Pro Tem Moroski-Browne for 
placing the Option to Purchase on the Agenda, and removing it from the Consent Agenda. 
Noted discrepancies in how the City handles developers in the City of Northville and those 
specifically developing the Downs.       


 
CM 24-03-031 Motion to authorize the City Manager to sign a 60-day extension as set forth in 


the attached Hunter Pasteur fourth option to purchase agreement 
 


Motion by Krenz, Supported by Carter  
Roll Call Vote  


  Turnbull:  Yea  Genitti:  Yea 
  Moroski-Browne: Nea   Krenz:  Yea 
  Carter:   Yea 


Motion carried 4-1 
 
COMMUNICATIONS:  
 


• Mayor Turnbull Spoke on the creation of the Bicentennial Task Force and the Cemeterian Task 
Force. Noted that Day of the Dude is planned for Wednesday March 6 


• Mayor Pro Tem Moroski-Browne extended gratitude to the Tree Champions for their efforts 
toward the tree carving project in the City Hall green space.  


• Councilmember Krenz noted the Planning Commission meeting scheduled for Tuesday March 
5: Topic of discussion will be the proposal for the former Pizza Cutter Location at 340 N. 
Center.  
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There being no further business to come before Council, a motion to adjourn was made. 
 
Motion to adjourn by Carter, Supported by Moroski-Browne  
Motion carried unanimously. 
 
Adjournment: 9:25 PM 
 
 
ATTEST 
 
 
________________________________ 
Michael Smith, CMC 
City Clerk  
 
 
 
________________________________ 
Brain P. Turnbull 
Mayor         Submitted for Approval 03/18/2024 


 
 







~  City of Northville  ~ 


Council Communications 
 
To: Mayor and City Council 
 
From: Sandi Wiktorowski, Finance Director 
 
Subject: Receive Bills List Reports for: 
   General Disbursement Account Check #122844 through #122949  
  General Disbursement Account EFT #500552  
 
Date: March 18, 2024 
 
BACKGROUND: The City of Northville Finance Department processes accounts payable on a 
bi-weekly basis.  Authorization for processing these payments is given by the respective Department 
Head and/or the City Manager.  The Department Heads and/or City Manager are responsible for 
authorizing payments that are in accordance with 1) budgeted expenditures, and/or 2) policy (i.e. 
refunds), and/or 3) approved contracts.  In addition, City Staff is responsible for adhering to the City’s 
Purchasing Ordinance (Sections 2-181 through 2-187).   
 
ANALYSIS:  The following reports are attached for City Council to review. 
 


• Transfers By Letter of Authorization (if any), which includes bank transfer date, fund 
charged, payee, purpose of bank transfer, and amount. 
 


• Payroll Checks (if any), which includes union dues, supplemental insurance, payroll taxes 
and deferred compensation payments. 
 


• General Checking Automatic Debits (if any), which includes automatic debit date, vendor 
name, description of automatic debit, account number charged, and amount of automatic 
debit. 
 


• Accounts Payable Check Register Report, which includes check number, check date, 
vendor number and name, and check amount. 


 
• Accounts Payable Invoice Distribution Report, which includes account number charged, 


vendor name, check number, invoice description, and invoice amount charged to that 
account number. 


 
RECOMMENDATION: It is recommended that the Northville City Council receive and 
file the Bills List report referred to above. 
 
 
 
 Sandi Wiktorowski     George Lahanas   
 DEPARTMENT     CITY MANAGER  
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TRANSFERS BY LETTER OF AUTHORIZATION 
 
 
 
DATE:   04/01/2024 
 
PAYEE:  Capital One     
 
PURPOSE: City of Northville 2013 DDA bonds 


PRINCIPAL   $160,000.00 
INTEREST:   $    5,037.50 
TOTAL AMOUNT DUE: $165,037.50 
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TRANSFERS BY LETTER OF AUTHORIZATION 
 
 
 
DATE:   04/01/2024 
 
PAYEE:  Chase Bank     
 
PURPOSE: City of Northville 2018 UTGO Debt Retirement 


INTEREST:   $   24,070.00 
TOTAL AMOUNT DUE: $   24,070.00 
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User: GBELL
DB: Northville


CHECK DATE FROM 02/23/2024 - 03/08/2024


AmountVendor NameVendorCheckBankCheck Date


Bank CK GENERAL CHECKING


1,500.00 PITNEY BOWES1005122844CK03/08/2024
6,375.00 INTERNATIONAL CONTROLS & EQUIPMENT3468122845CK03/08/2024


150.00 MICHIGAN HISTORIC PRESERVATION 4426122846CK03/08/2024
1,319.19 HOLLAND MOTOR HOMES & BUS CO4528122847CK03/08/2024
1,300.00 KIMPRINT INC4533122848CK03/08/2024
1,939.16 THE HARTFORD4928122849CK03/08/2024
3,172.08 ALLIE BROTHERS, INC5003122850CK03/08/2024


53.48 BASIC5021122851CK03/08/2024
16,995.42 WAYNE CO.DEPT OF ENVIRONMENT5099122852CK03/08/2024


36.34 PRINTING SYSTEMS INC.5300122853CK03/08/2024
468.30 WEST SHORE SERVICES INC.5336122854CK03/08/2024


2,117.50 PLUNKETT  COONEY5467122855CK03/08/2024
830.00 MCD CLEANING SERVICES, LLC5593122856CK03/08/2024


3,982.42 DTE ENERGY5608122857CK03/08/2024
468.00 AARONSON MANAGEMENT, INC.5928122858CK03/08/2024


7,976.00 BEGONIA BROTHERS5941122859CK03/08/2024
765.00 THOMAS MORRISON6201122860CK03/08/2024
77.77 GRAINGER6216122861CK03/08/2024


4,546.85 C.M.P. DISTRIBUTORS, INC.6449122862CK03/08/2024
5,450.00 CARLISLE-WORTMAN ASSOCIATES6707122863CK03/08/2024
1,500.00 CITY OF LIVONIA6814122864CK03/08/2024


181.00 MAUREEN RYAN6837122865CK03/08/2024
181.73 NORTHSTAR FACILITY SERVICES6940122866CK03/08/2024


2,461.94 HOME DEPOT CREDIT SERVICES6942122867CK03/08/2024
626.00 ASCENSION MI EMPLOYER SOLUTIONS7822122868CK03/08/2024
825.00 JAG ENTERTAINMENT8008122869CK03/08/2024
124.60 T-MOBILE8096122870CK03/08/2024
490.00 NORTH RIVER CREATIVE LLC8146122871CK03/08/2024
280.00 AKT PEERLESS8215122872CK03/08/2024
193.13 MODERN BUSINESS MACHINES INC8799122873CK03/08/2024
912.00 ADKISON, NEED & ALLEN PLLC8825122874CK03/08/2024
869.07 NVA FIDUCIARY TRUST FOR FSLI9016122875CK03/08/2024
384.00 OAKLAND COUNTY TREASURER9021122876CK03/08/2024


1,750.00 CHRISTOPHER MACFARLAND9070122877CK03/08/2024
375.00 THRIVING LIVES INC9142122878CK03/08/2024
126.99 MI DEPT OF HEALTH & HUMAN SERVICES9213122879CK03/08/2024
165.50 ALAN MACIAG9260122880CK03/08/2024


2,186.22 GREEN ELECTRICAL SOLUTIONS9317122881CK03/08/2024
1,714.90 CAMTRONICS COMMUNICATION CO9339122882CK03/08/2024
1,106.84 ACCUMED BILLING, INC.9386122883CK03/08/2024
3,240.00 CLEAR CUT ICE SCULPTURES LLC9527122884CK03/08/2024


60.26 KIP AMERICA, INC9607122885CK03/08/2024
200.00 ROBERT G. KENEL 9613122886CK03/08/2024


3,264.00 KRAEMER DESIGN GROUP, LLC9616122887CK03/08/2024
114.31 MICHAEL SMITH9626122888CK03/08/2024


29,256.00 CENTER FOR PUBLIC SAFETY MANAGEMENT9638122889CK03/08/2024
54.94 EVAN MILAN9671122890CK03/08/2024
792.00 ROOFING TECHNOLOGY ASSOCIATES LTD9688122891CK03/08/2024
237.00 CAROL ANNE SCHRAUBEN9695122892CK03/08/2024


7.54 SCHENDEL CORPORATION9699122893CK03/08/2024
16,579.00 BRIGHT POWER SPORTS9705122894CK03/08/2024
1,100.00 DW DEVELOPMENTBND REFUND122895CK03/08/2024


520.00 SAM MASTANTUONOBND REFUND122896CK03/08/2024
520.00 GARY SHIELDSBND REFUND122897CK03/08/2024


1,640.00 MARTIN & JERRIE CIESLAKBND REFUND122898CK03/08/2024
1,720.00 LEXINGTON CONDO HOMES ASSOCBND REFUND122899CK03/08/2024


225.00 ELIZABETH SDAOELEC101122900CK03/08/2024
275.00 LOUIS ANTHONY AVALLONEELEC103122901CK03/08/2024
225.00 DOUGLAS J COATESELEC105122902CK03/08/2024
275.00 ROBERTA J MILLERELEC107122903CK03/08/2024
210.00 MAUREEN TRAVALINIELEC114122904CK03/08/2024
225.00 JENNIFER A WISINSKIELEC116122905CK03/08/2024
210.00 KATHERINE A. MASTANTUONOELEC125122906CK03/08/2024
210.00 DONNA R MOOREELEC127122907CK03/08/2024
210.00 MARY MCGOUGHELEC130122908CK03/08/2024
180.00 JAMES MULADYELEC131122909CK03/08/2024
210.00 REBECCA MARIE STEELEELEC132122910CK03/08/2024
240.00 JANET G NAWROCKIELEC133122911CK03/08/2024
210.00 CHARLES R. MURDOCKELEC134122912CK03/08/2024
225.00 SARAH KEYSELEC14122913CK03/08/2024
225.00 JANIECE PAVERELEC19122914CK03/08/2024
240.00 LINDA BASTIENELEC61122915CK03/08/2024
225.00 ANGEL CASTROELEC62122916CK03/08/2024
275.00 WENDY GUTOWSKIELEC66122917CK03/08/2024
225.00 HOLLIS WITKOWSKIELEC73122918CK03/08/2024
275.00 XUAN-DUNG THI AVALLONEELEC83122919CK03/08/2024
225.00 CYNTHIA A. PICKENSELEC94122920CK03/08/2024
225.00 ROBERT KRESTELELEC95122921CK03/08/2024
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User: GBELL
DB: Northville


CHECK DATE FROM 02/23/2024 - 03/08/2024


AmountVendor NameVendorCheckBankCheck Date


607.20 JUDITH VAN RAAPHORSTHOU REFUND122922CK03/08/2024
550.00 JUDITH VAN RAPHORSTHOU REFUND122923CK03/08/2024
349.40 GARY & NANCY CASHM4646122924CK03/08/2024
139.76 GARY WORDM5021122925CK03/08/2024
174.70 VIRGINIA REEVESM5022122926CK03/08/2024
349.40 REBECCA J DOZIER & RONALD DOZIERM5023122927CK03/08/2024
349.40 ALLEN & REBECCA COXM5045122928CK03/08/2024
174.70 MAXINE DELAUDERM5046122929CK03/08/2024
349.40 DONALD & DEBORAH LANCASTERM5047122930CK03/08/2024
174.70 SHIRLEY MAPESM5048122931CK03/08/2024
349.40 GERALD & CAROL RYANM5053122932CK03/08/2024
237.59 WENDY GUTOWSKIM5072122933CK03/08/2024
349.40 GARY & LINDA CALLENDER M5105122934CK03/08/2024
349.40 DAVID FENDELETM5141122935CK03/08/2024
174.70 SUSAN HATCHM5171122936CK03/08/2024
174.70 JAMES PETRESM5479122937CK03/08/2024
174.70 LILLIAN M NELSONM5980122938CK03/08/2024
244.60 JOHN SHIERM6284122939CK03/08/2024
125.78 GERALD WELBESM6970122940CK03/08/2024
132.77 VIRGINIA KELLYM7024122941CK03/08/2024
349.40 MARY & JAMES DANIELM7304122942CK03/08/2024
174.70 FRANCES DUBOISM7305122943CK03/08/2024
349.40 GEORGE & SARAH PIEDOTM7309122944CK03/08/2024
174.70 ALAN ZIELINSKIM7311122945CK03/08/2024


1,133.35 COLE, RUTH ITAX REFUND122946CK03/08/2024
736.89 RICHTER, DONALDTAX REFUND122947CK03/08/2024
22.48 DECOURSEY, GINNYUB REFUND122948CK03/08/2024
5.91 SMITH, DONNAUB REFUND122949CK03/08/2024


11,107.99 CONSUMERS ENERGY5108500552(E)CK03/08/2024


CK TOTALS:


159,913.00 Total of 107 Disbursements:


0.00 Less 0 Void Checks:
159,913.00 Total of 107 Checks:







INVOICE GL DISTRIBUTION REPORT FOR CITY OF NORTHVILLE 1/7Page: 03/08/2024 10:35 AM
User: GBELL
DB: Northville


EXP CHECK RUN DATES 02/23/2024 - 03/06/2024
BOTH JOURNALIZED AND UNJOURNALIZED


BOTH OPEN AND PAID


Check #AmountDue DateInvoice Invoice Desc.VendorInv. Line DescGL Number


Fund 101 GENERAL FUND
Dept 000 


1229461,133.35 03/06/2402/26/20242023 Win Tax Refund 48 003 03 0271 301COLE, RUTH IDUE TO TAXPAYERS101-000-275.000
122947736.89 03/06/2403/08/20242023 Win Tax Refund 48 004 02 0109 000RICHTER, DONALDDUE TO TAXPAYERS101-000-275.000
1228951,100.00 03/08/24PB200014PB200014 597 RANDOLPHDW DEVELOPMENTReserve-Bldg Performance Bonds101-000-283.000
122896520.00 03/11/24PB220135PB220135 115 WALNUTSAM MASTANTUONOReserve-Bldg Performance Bonds101-000-283.000
122897520.00 03/06/24REISSUE 120376PB220199 1116 WASHINGTONGARY SHIELDSReserve-Bldg Performance Bonds101-000-283.000
1228981,640.00 03/08/24PTR230028PTR230028 502 GRACE AVEMARTIN & JERRIE CIESLAKReserve-Bldg Performance Bonds101-000-283.000
1228991,720.00 03/09/24PTR230007PTR230007 732 LEXINGTONLEXINGTON CONDO HOMES ASSOCReserve-Bldg Performance Bonds101-000-283.000


7,370.24 Total For Dept 000 


Dept 101 CITY COUNCIL
122886200.00 03/06/24REISSUE 120375LOG HOME INSPECTIONROBERT G. KENEL CONTRACTUL SERVICES - TASK FORCES101-101-802.140


200.00 Total For Dept 101 CITY COUNCIL


Dept 175 COMMUNICATIONS
1228481,300.00 03/06/24030424POSTAGE FOR SPRING 2024 NORTHVILLE MATTERSKIMPRINT INCPRINTING & PUBLISHING101-175-901.000


1,300.00 Total For Dept 175 COMMUNICATIONS


Dept 215 CITY CLERK'S OFFICE
12289054.94 03/06/24022624MILEAGE REIMBURSEMENT - ELECTION TRAINING, OCCA MEETINGEVAN MILANMILEAGE101-215-863.000


54.94 Total For Dept 215 CITY CLERK'S OFFICE


Dept 252 TAX & ASSESSING
122865181.00 03/06/24MTAREIMBURSE BOR TRAININGMAUREEN RYANEDUCATION & TRAINING101-252-960.000
122892237.00 03/06/24030124REIMBURSE BOR TRAINING CAROL ANNE SCHRAUBENEDUCATION & TRAINING101-252-960.000


418.00 Total For Dept 252 TAX & ASSESSING


Dept 262 ELECTIONS
122900225.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYELIZABETH SDAOWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122901275.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYLOUIS ANTHONY AVALLONEWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122902225.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYDOUGLAS J COATESWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122903275.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYROBERTA J MILLERWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122904210.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYMAUREEN TRAVALINIWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122905225.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYJENNIFER A WISINSKIWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122906210.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYKATHERINE A. MASTANTUONOWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122907210.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYDONNA R MOOREWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122908210.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYMARY MCGOUGHWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122909180.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYJAMES MULADYWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122910210.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYREBECCA MARIE STEELEWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122911240.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYJANET G NAWROCKIWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122912210.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYCHARLES R. MURDOCKWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122913225.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYSARAH KEYSWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122914225.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYJANIECE PAVERWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122915240.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYLINDA BASTIENWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122916225.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYANGEL CASTROWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122917275.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYWENDY GUTOWSKIWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122918225.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYHOLLIS WITKOWSKIWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122919275.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYXUAN-DUNG THI AVALLONEWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122920225.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYCYNTHIA A. PICKENSWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
122921225.00 03/06/24022724ELECTION WORKER WAGES - FEB 27, 2024 PRES PRIMARYROBERT KRESTELWAGES - ELECTION WORKERS REIMBURSED101-262-704.990
12285336.34 03/31/24232330ELECTION SUPPLIES - FEB 27, 2024 PRES PRIMARY (FORMS, ENVELOPES)PRINTING SYSTEMS INC.SUPPLIES - REIMBURSED101-262-726.990
122876384.00 03/16/24CI034146BALLOT FOLDING/CODING - NOV 7, 2023 ELECTION NORTHVILLEOAKLAND COUNTY TREASURERTECHNOLOGY SUPPORT & SERVICES101-262-801.190
12288825.33 03/06/24030424MILEAGE - ELECTIONMICHAEL SMITHMILEAGE101-262-863.000
12288888.98 03/06/243424MILEAGE - ELECTIONMICHAEL SMITHMILEAGE REIMBURSEMENT101-262-863.990







INVOICE GL DISTRIBUTION REPORT FOR CITY OF NORTHVILLE 2/7Page: 03/08/2024 10:35 AM
User: GBELL
DB: Northville


EXP CHECK RUN DATES 02/23/2024 - 03/06/2024
BOTH JOURNALIZED AND UNJOURNALIZED


BOTH OPEN AND PAID


Check #AmountDue DateInvoice Invoice Desc.VendorInv. Line DescGL Number


Fund 101 GENERAL FUND
Dept 262 ELECTIONS


5,579.65 Total For Dept 262 ELECTIONS


Dept 265 BUILDING & GROUNDS
122866181.73 03/06/240645975CITY HALL MATSNORTHSTAR FACILITY SERVICESCONTRACTUAL SERVICES101-265-801.000
1228811,675.22 03/06/24183512/18 SET-UP-DATA LINES CITY HALLGREEN ELECTRICAL SOLUTIONSCONTRACTUAL SERVICES101-265-801.000
122882256.74 04/01/2435000CITY SOFTWARE SUPPORTCAMTRONICS COMMUNICATION COCONTRACTUAL SERVICES101-265-801.000
122882287.50 03/28/2434996CITY MGRS SALIENT SOFTWARE / ACCESSCAMTRONICS COMMUNICATION COCONTRACTUAL SERVICES101-265-801.000
1228573,604.52 03/06/2401/25/24 - 2/23/24ELECTRIC CHARGES 1/25/24 - 2/23/24DTE ENERGY7873137 - 215 W MAIN - M101-265-920.010
5005521,790.39 03/06/24010424GAS USAGE 1/4/24 - 2/1/24CONSUMERS ENERGYNATURAL GAS101-265-920.020


7,796.10 Total For Dept 265 BUILDING & GROUNDS


Dept 266 CITY ATTORNEY
1228552,117.50 03/06/2410912010LEGAL FEES - LAWSUIT NOV 23-JAN 24PLUNKETT  COONEYLEGAL SERVICES - GENERAL101-266-802.010
1228635,450.00 03/06/24022124REIMBURSE ATTORNEY FEESCARLISLE-WORTMAN ASSOCIATESLEGAL SERVICES - GENERAL101-266-802.010
122874912.00 03/06/24135946LEGAL FEES - REAL ESTATE JAN 24ADKISON, NEED & ALLEN PLLCLEGAL SERVICES - GENERAL101-266-802.010


8,479.50 Total For Dept 266 CITY ATTORNEY


Dept 271 CENTRAL SUPPLIES
1228441,500.00 03/06/243424POSTAGE FUNDS DEPOSITPITNEY BOWESPOSTAGE101-271-730.000
12288560.26 03/06/24CONTINV002454LARGE FORMAT COPIER USAGE AND MAINT FEB 24KIP AMERICA, INCCOPIERS - MAINTENANCE & USAGE101-271-955.090


1,560.26 Total For Dept 271 CENTRAL SUPPLIES


Dept 305 POLICE ADMINISTRATION & RECORDS
122873143.50 03/14/24AR68488PD COPIERMODERN BUSINESS MACHINES INCSUPPLIES101-305-726.000
122850200.97 03/29/2496618PD UNIFORM #312ALLIE BROTHERS, INCUNIFORMS & CLOTHING101-305-744.000
122850139.98 03/29/2496617PD UNIFORM #251ALLIE BROTHERS, INCUNIFORMS & CLOTHING101-305-744.000
1228501,633.31 03/29/2496619PD UNIFORM #311ALLIE BROTHERS, INCUNIFORMS & CLOTHING101-305-744.000
122850401.93 03/20/2496374PD UNIFORM SHIRTS;PANTS;BOOTS;TIE;FLASHLIGHTALLIE BROTHERS, INCUNIFORMS & CLOTHING101-305-744.000
122850424.96 03/27/2496496PD UNIFORM GLOVES;BOOTS;PANTS;SHIRT;BELT  #312ALLIE BROTHERS, INCUNIFORMS & CLOTHING101-305-744.000
12285044.99 03/27/2496494PD UNIFORM SHIRTS #251ALLIE BROTHERS, INCUNIFORMS & CLOTHING101-305-744.000
12285032.99 03/27/2496495PD UNIFORM CUFF CASE #362ALLIE BROTHERS, INCUNIFORMS & CLOTHING101-305-744.000
122862977.00 03/21/24013863PD BALLISTIC VEST #312C.M.P. DISTRIBUTORS, INC.UNIFORMS & CLOTHING101-305-744.000
122868246.00 03/06/24532949NEW HIRE PHYSICALASCENSION MI EMPLOYER SOLUTIONSEMPLOYEE PHYSICALS & DRUG TESTS101-305-804.010
1228641,500.00 03/05/242024-00000025PD 2024 WWSOT PARTICIPATION FEECITY OF LIVONIAMEMBERSHIP & DUES101-305-958.000


5,745.63 Total For Dept 305 POLICE ADMINISTRATION & RECORDS


Dept 320 POLICE TRAINING
122880165.50 03/06/24022324REIMBURSEMENT FOR MACP CONFERENCEALAN MACIAGEDUCATION & TRAINING101-320-960.000


165.50 Total For Dept 320 POLICE TRAINING


Dept 337 FIRE ADMINISTRATION - NV & PLY
122850207.96 03/28/2496492UNIFORM L/S SHIRTS NSALLIE BROTHERS, INCUNIFORMS & CLOTHING101-337-744.000
12285084.99 03/28/2496493UNIFORM CARGO PANTS SRALLIE BROTHERS, INCUNIFORMS & CLOTHING101-337-744.000
12288914,628.00 03/06/242355FIRE STUDY:  DRAFT OPERATIONS REPORTCENTER FOR PUBLIC SAFETY MANAGEMENTCONTRACTUAL SERVICES101-337-801.000
12288914,628.00 03/06/242325FIRE STUDY:  DRAFT DATA ANALYSISCENTER FOR PUBLIC SAFETY MANAGEMENTCONTRACTUAL SERVICES101-337-801.000
122868240.00 03/06/24527109NEW HIRE PHYSICALASCENSION MI EMPLOYER SOLUTIONSEMPLOYEE PHYSICALS & DRUG TESTS101-337-804.010
122878375.00 03/26/24TLMG227PRE-HIRE EVALUATION MGTHRIVING LIVES INCEMPLOYEE PHYSICALS & DRUG TESTS101-337-804.010
122879126.99 04/15/24491-436471QUALITY ASSURANCE ASSESSMENT 1/1-3/31/2024MI DEPT OF HEALTH & HUMAN SERVICESMEDICAL/CERT RENEWALS101-337-828.000
122870124.60 04/15/24FEB2024FDFEB MONTHLY BILLING FEE FDT-MOBILETELEPHONE/COMMUNICATIONS101-337-853.000


30,415.54 Total For Dept 337 FIRE ADMINISTRATION - NV & PLY


Dept 339 FIRE OPERATIONS & MAINTENANCE - NV & PLY
122854468.30 03/28/2432174REGULATOR COVER 2013 EDITION, DONNING SWITCH BOOT SCBA PARTSWEST SHORE SERVICES INC.SUPPLIES101-339-726.000
1228471,319.19 03/11/2419975OIL CHANGE, FILTER 1711HOLLAND MOTOR HOMES & BUS COAUTOMOTIVE SERVICE101-339-801.020







INVOICE GL DISTRIBUTION REPORT FOR CITY OF NORTHVILLE 3/7Page: 03/08/2024 10:35 AM
User: GBELL
DB: Northville


EXP CHECK RUN DATES 02/23/2024 - 03/06/2024
BOTH JOURNALIZED AND UNJOURNALIZED


BOTH OPEN AND PAID


Check #AmountDue DateInvoice Invoice Desc.VendorInv. Line DescGL Number


Fund 101 GENERAL FUND
Dept 339 FIRE OPERATIONS & MAINTENANCE - NV & PLY


1,787.49 Total For Dept 339 FIRE OPERATIONS & MAINTENANCE - NV & PLY


Dept 344 NORTHVILLE STATION ADMIN & OPERATIONS
1228831,106.84 03/11/2436312EMS BILLING FEE 2/1-2/29/2024ACCUMED BILLING, INC.CONTRACTUAL SERVICES101-344-801.000


1,106.84 Total For Dept 344 NORTHVILLE STATION ADMIN & OPERATIONS


Dept 371 BUILDING DEPARTMENT
122860765.00 03/11/24TM224FEB 2024 ELECTRICAL INSPECTIONSTHOMAS MORRISONELECTRICAL INSPECTIONS101-371-801.000
122877850.00 03/08/24CMAF222824FEB. 2024 PLUMBING & MECHANICAL INSPECTIONSCHRISTOPHER MACFARLANDMECHANICAL INSPECTIONS101-371-802.100
122877900.00 03/08/24CMAF222824FEB. 2024 PLUMBING & MECHANICAL INSPECTIONSCHRISTOPHER MACFARLANDPLUMBING INSPECTIONS101-371-802.130


2,515.00 Total For Dept 371 BUILDING DEPARTMENT


Dept 441 PUBLIC WORKS ADMINISTRATION
122868140.00 03/06/24533211NEW HIRE PHYSICALASCENSION MI EMPLOYER SOLUTIONSMEDICAL/CERT RENEWALS101-441-828.000


140.00 Total For Dept 441 PUBLIC WORKS ADMINISTRATION


Dept 448 STREET LIGHTING
12285718.83 03/06/2401/25/24 - 2/23/24ELECTRIC CHARGES 1/25/24 - 2/23/24DTE ENERGY8046563 - 126 N WING - AA101-448-920.110
12285745.68 03/06/241/20/24 - 2/19/24ELECTRIC CHARGES 1/20/24 - 2/19/24DTE ENERGY7890047 - 21400 TAFT - W101-448-920.140
122857190.55 03/06/2401/25/24 - 2/23/24ELECTRIC CHARGES 1/25/24 - 2/23/24DTE ENERGY5691568 - 112 N WING - Y101-448-920.160


255.06 Total For Dept 448 STREET LIGHTING


Dept 703 PLANNING & ZONING
1228873,264.00 03/31/242024047FEB 2024 - HISTORIC DISTRICT GUIDELINES - SPECIAL PROJKRAEMER DESIGN GROUP, LLCHISTORIC DISTRICT SPECIAL PROJECTS101-703-807.110
122846150.00 03/31/24030420242024 MHPN ANNUAL DUES - HDCMICHIGAN HISTORIC PRESERVATION MEMBERSHIP & DUES101-703-958.000


3,414.00 Total For Dept 703 PLANNING & ZONING


78,303.75 Total For Fund 101 GENERAL FUND


Fund 230 PARKING FUND
Dept 572 PARKING SYSTEM MAINTENANCE


122857122.84 03/06/2401/25/24 - 2/23/24ELECTRIC CHARGES 1/25/24 - 2/23/24DTE ENERGY8110787 - 101 W CADY - A230-572-920.010


122.84 Total For Dept 572 PARKING SYSTEM MAINTENANCE


122.84 Total For Fund 230 PARKING FUND


Fund 243 BROWNFIELD REDEV AUTH - ADMIN
Dept 261 ADMINISTRATION


122872280.00 03/06/2472845ANNUAL MEDC BROWNFIELD REPORTINGAKT PEERLESSCONTRACTUAL SERVICES243-261-801.000


280.00 Total For Dept 261 ADMINISTRATION


280.00 Total For Fund 243 BROWNFIELD REDEV AUTH - ADMIN


Fund 248 DOWNTOWN DEVELOPMENT AUTHORITY
Dept 741 DESIGN COMMITTEE


1228597,976.00 03/06/2416169HOLIDAY GREENERYBEGONIA BROTHERSDOWNTOWN MATERIALS248-741-775.200
122881511.00 03/06/241860RAISED BED ELECTRICALGREEN ELECTRICAL SOLUTIONSCONTRACTUAL SERVICES248-741-801.000
12288278.16 04/01/2435000CITY SOFTWARE SUPPORTCAMTRONICS COMMUNICATION COCONTRACTUAL SERVICES248-741-801.000
122882287.50 03/06/2434997PARKING DECK CAMERAS OFFLINECAMTRONICS COMMUNICATION COCONTRACTUAL SERVICES248-741-801.000
122882805.00 03/06/2434994DOWNTOWN CAMERAS OUTCAMTRONICS COMMUNICATION COCONTRACTUAL SERVICES248-741-801.000
5005523,197.33 03/06/24010424GAS USAGE 1/4/24 - 2/1/24CONSUMERS ENERGYNATURAL GAS248-741-920.020


12,854.99 Total For Dept 741 DESIGN COMMITTEE


Dept 742 MARKETING COMMITTEE
122858315.00 03/06/24I36820GENERAL SIGNAGEAARONSON MANAGEMENT, INC.CONTRACTUAL SERVICES248-742-801.000
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User: GBELL
DB: Northville


EXP CHECK RUN DATES 02/23/2024 - 03/06/2024
BOTH JOURNALIZED AND UNJOURNALIZED


BOTH OPEN AND PAID


Check #AmountDue DateInvoice Invoice Desc.VendorInv. Line DescGL Number


Fund 248 DOWNTOWN DEVELOPMENT AUTHORITY
Dept 742 MARKETING COMMITTEE


122871385.00 03/06/24075GRAPHIC DESIGNNORTH RIVER CREATIVE LLCCONTRACTUAL SERVICES248-742-801.000
122858153.00 03/06/24I36820GENERAL SIGNAGEAARONSON MANAGEMENT, INC.CHILI COOKOFF EVENT248-742-955.340
122869825.00 03/06/242802CHILI EVENTJAG ENTERTAINMENTCHILI COOKOFF EVENT248-742-955.340
122871105.00 03/06/24075GRAPHIC DESIGNNORTH RIVER CREATIVE LLCCHILI COOKOFF EVENT248-742-955.340
1228843,240.00 03/06/241596ICE CARVING - CHLI EVENTCLEAR CUT ICE SCULPTURES LLCCHILI COOKOFF EVENT248-742-955.340
1228937.54 03/06/2471051STICKER FOR SPONSOR SIGNSCHENDEL CORPORATIONCHILI COOKOFF EVENT248-742-955.340


5,030.54 Total For Dept 742 MARKETING COMMITTEE


17,885.53 Total For Fund 248 DOWNTOWN DEVELOPMENT AUTHORITY


Fund 402 FIRE EQUIPMENT REPLACEMENT FUND
Dept 901 CAPITAL OUTLAY


12289416,579.00 03/06/243624UTV VEHICLEBRIGHT POWER SPORTSCAPITAL OUTLAY-EQUIP > $5,000402-901-977.000


16,579.00 Total For Dept 901 CAPITAL OUTLAY


16,579.00 Total For Fund 402 FIRE EQUIPMENT REPLACEMENT FUND


Fund 403 POLICE EQUIPMENT REPLACEMENT FUND
Dept 901 CAPITAL OUTLAY


1228623,569.85 03/21/24013855PD 3 SETS BALLISTIC VESTS & HELMETSC.M.P. DISTRIBUTORS, INC.CAPITAL OUTLAY & IMPROVEMENTS < $5,000403-901-967.000


3,569.85 Total For Dept 901 CAPITAL OUTLAY


3,569.85 Total For Fund 403 POLICE EQUIPMENT REPLACEMENT FUND


Fund 404 HOUSING COMMISSION CAPITAL OUTLAY FUND
Dept 901 CAPITAL OUTLAY


1228456,375.00 03/14/2485898-JDFIRST PAYMENT TO KEY FOBSINTERNATIONAL CONTROLS & EQUIPMENTCAPITAL OUTLAY-EQUIP > $5,000404-901-977.000


6,375.00 Total For Dept 901 CAPITAL OUTLAY


6,375.00 Total For Fund 404 HOUSING COMMISSION CAPITAL OUTLAY FUND


Fund 405 PUBLIC IMPROVEMENT FUND
Dept 904 IMPROVEMENT PROJECTS & CAPITAL PURCHASES


122891792.00 03/06/2423-065-03CITY HALL ROOF CONSULTINGROOFING TECHNOLOGY ASSOCIATES LTDMUNICIPAL BUILDING EXPENDITURES405-904-979.000


792.00 Total For Dept 904 IMPROVEMENT PROJECTS & CAPITAL PURCHASES


792.00 Total For Fund 405 PUBLIC IMPROVEMENT FUND


Fund 535 HOUSING COMMISSION FUND
Dept 000 


122923750.00 03/29/2403052024SECURITY DEPOSIT REFUND MINUS DAMAGESJUDITH VAN RAPHORSTDEPOSITS535-000-255.000
122923(200.00)03/29/2403052024SECURITY DEPOSIT REFUND MINUS DAMAGESJUDITH VAN RAPHORSTCHARGES FOR SERVICES - SALES535-000-642.000
122922607.20 03/29/243052024PRE-PD RENT REFUND VAN RAAPHORST #242JUDITH VAN RAAPHORSTTENANT RENTS535-000-667.500


1,157.20 Total For Dept 000 


Dept 261 ADMINISTRATION
12286746.94 03/13/2402132024MISC ITEMSHOME DEPOT CREDIT SERVICESSUPPLIES535-261-726.000
12287349.63 03/19/24AR68609MONTHLY COPIESMODERN BUSINESS MACHINES INCCOPIERS - MAINTENANCE & USAGE535-261-955.090


96.57 Total For Dept 261 ADMINISTRATION


Dept 265 BUILDING & GROUNDS
12286138.50 01/27/249946678597VALVE FOR PTACGRAINGERSUPPLIES - MAINT & REPAIR535-265-726.010
12286113.72 01/20/249943493891RADICAL BALL FOR BOILERGRAINGERSUPPLIES - MAINT & REPAIR535-265-726.010
12286125.55 02/23/249973300875GASKET FOR BOILERGRAINGERSUPPLIES - MAINT & REPAIR535-265-726.010
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User: GBELL
DB: Northville


EXP CHECK RUN DATES 02/23/2024 - 03/06/2024
BOTH JOURNALIZED AND UNJOURNALIZED


BOTH OPEN AND PAID


Check #AmountDue DateInvoice Invoice Desc.VendorInv. Line DescGL Number


Fund 535 HOUSING COMMISSION FUND
Dept 265 BUILDING & GROUNDS


1228671,620.63 03/13/2402132024MISC ITEMSHOME DEPOT CREDIT SERVICESSUPPLIES - MAINT & REPAIR535-265-726.010
122867555.13 03/13/2402132024MISC ITEMSHOME DEPOT CREDIT SERVICESPAINTING & DECORATING SERVICES535-265-801.050
5005524,652.22 03/06/24010424GAS USAGE 1/4/24 - 2/1/24CONSUMERS ENERGYNATURAL GAS535-265-920.020
122856630.00 03/06/24231126CARPET CLEANING, LOBBY FURNITURE, 334,123,243MCD CLEANING SERVICES, LLCMAINTENANCE & REPAIR SERVICE535-265-932.000
122856200.00 03/26/24240226CARPET CLEANING 308, 324, 242MCD CLEANING SERVICES, LLCMAINTENANCE & REPAIR SERVICE535-265-932.000
122867239.24 03/13/2402132024MISC ITEMSHOME DEPOT CREDIT SERVICESHEAT & AIR CONDITIONING535-265-938.110


7,974.99 Total For Dept 265 BUILDING & GROUNDS


9,228.76 Total For Fund 535 HOUSING COMMISSION FUND


Fund 592 WATER & SEWER FUND
Dept 000 


12294822.48 03/06/2402/26/2024UB refund for account: BRIS-001048-0000-DECOURSEY, GINNYSERVICE CHARGE592-000-276.000


22.48 Total For Dept 000 


Dept 549 SEWER CHARGES - WAYNE COUNTY
12285216,995.42 03/06/24316961SEWER DEBTWAYNE CO.DEPT OF ENVIRONMENTSEWAGE DISPOSAL - WAYNE COUNTY592-549-801.220


16,995.42 Total For Dept 549 SEWER CHARGES - WAYNE COUNTY


17,017.90 Total For Fund 592 WATER & SEWER FUND


Fund 596 REFUSE & RECYCLING FUND
Dept 000 


1229495.91 03/06/2402/26/2024UB refund for account: BOUL-021096-0000-SMITH, DONNARESIDENTIAL REFUSE596-000-276.000


5.91 Total For Dept 000 


5.91 Total For Fund 596 REFUSE & RECYCLING FUND


Fund 661 EQUIPMENT FUND
Dept 265 BUILDING & GROUNDS


5005521,468.05 03/06/24010424GAS USAGE 1/4/24 - 2/1/24CONSUMERS ENERGYNATURAL GAS661-265-920.020


1,468.05 Total For Dept 265 BUILDING & GROUNDS


1,468.05 Total For Fund 661 EQUIPMENT FUND


Fund 704 PAYROLL FUND
Dept 575 FRINGE BENEFITS


122875869.07 03/06/244433283VISION PREMIUMS FOR MARCHNVA FIDUCIARY TRUST FOR FSLIFULLY INSURED PLAN-ACTIVES704-575-719.070
1228491,071.59 03/06/24765982099099MAR 24 LTD INSURANCETHE HARTFORDLIFE, A,D&D, LTD, AND OPTIONAL LIFE INS.704-575-720.000
122849867.57 03/06/24350382020294MAR 24 LIFE INSURANCETHE HARTFORDLIFE, A,D&D, LTD, AND OPTIONAL LIFE INS.704-575-720.000
12285153.48 03/06/24IN3045947FEBRUARY 2024CO COBRA ADMINBASICCONTRACTED COMPLIANCE SERVICES704-575-723.000
122925139.76 03/06/2403/07/2024MEDICARE REIMBURSEMENTGARY WORDGG RETIREE HEALTHCARE704-575-876.020
122938174.70 03/06/2403/07/2024MEDICARE REIMBURSEMENTLILLIAN M NELSONGG RETIREE HEALTHCARE704-575-876.020
122926174.70 03/06/2403/07/2024MEDICARE REIMBURSEMENTVIRGINIA REEVESPS RETIREE HEALTHCARE704-575-876.030
122928349.40 03/06/2403/07/2024MEDICARE REIMBURSEMENT (2)ALLEN & REBECCA COXPS RETIREE HEALTHCARE704-575-876.030
122929174.70 03/06/2403/07/2024MEDICARE REIMBURSEMENT (2)MAXINE DELAUDERPS RETIREE HEALTHCARE704-575-876.030
122930349.40 03/06/2403/07/2024MEDICARE REIMBURSEMENT (2)DONALD & DEBORAH LANCASTERPS RETIREE HEALTHCARE704-575-876.030
122932349.40 03/06/2403/07/2024MEDICARE REIMBURSEMENT (2)GERALD & CAROL RYANPS RETIREE HEALTHCARE704-575-876.030
122934349.40 03/06/2403/07/2024MEDICARE REIMBURSEMENTGARY & LINDA CALLENDER PS RETIREE HEALTHCARE704-575-876.030
122935349.40 03/06/2403/07/2024MEDICARE REIMBURSEMENT (2)DAVID FENDELETPS RETIREE HEALTHCARE704-575-876.030
122936174.70 03/06/2403/07/2024MEDICARE REIMBURSEMENTSUSAN HATCHPS RETIREE HEALTHCARE704-575-876.030
122937174.70 03/06/2403/07/2024MEDICARE REIMBURSEMENTJAMES PETRESPS RETIREE HEALTHCARE704-575-876.030
122939244.60 03/06/2403/07/2024MEDICARE REIMBURSEMENTJOHN SHIERPS RETIREE HEALTHCARE704-575-876.030
122924191.47 03/06/2403/07/2024MEDICARE REIMBURSEMENTGARY & NANCY CASHPW RETIREE HEALTHCARE704-575-876.040
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EXP CHECK RUN DATES 02/23/2024 - 03/06/2024
BOTH JOURNALIZED AND UNJOURNALIZED


BOTH OPEN AND PAID


Check #AmountDue DateInvoice Invoice Desc.VendorInv. Line DescGL Number


Fund 704 PAYROLL FUND
Dept 575 FRINGE BENEFITS


122927349.40 03/06/2403/07/2024MEDICARE REIMBURSEMENT (2)REBECCA J DOZIER & RONALD DOZIERPW RETIREE HEALTHCARE704-575-876.040
122931174.70 03/06/2403/07/2024MEDICARE REIMBURSEMENT SHIRLEY MAPESPW RETIREE HEALTHCARE704-575-876.040
122933237.59 03/06/2403/07/2024MEDICARE REIMBURSEMENT (2)WENDY GUTOWSKIPW RETIREE HEALTHCARE704-575-876.040
12294172.76 03/06/2403/07/2024MEDICARE REIMBURSEMENTVIRGINIA KELLYPW RETIREE HEALTHCARE704-575-876.040
122942191.47 03/06/2403/07/2024MEDICARE REIMBURSEMENT (2)MARY & JAMES DANIELPW RETIREE HEALTHCARE704-575-876.040
122944191.47 03/06/2403/07/2024MEDICARE REIMBURSEMENT (2)GEORGE & SARAH PIEDOTPW RETIREE HEALTHCARE704-575-876.040
12294595.73 03/06/2403/07/2024MEDICARE REIMBURSEMENTALAN ZIELINSKIPW RETIREE HEALTHCARE704-575-876.040
122940125.78 03/06/2403/07/2024MEDICARE REIMBURSEMENTGERALD WELBESSH RETIREE HEALTHCARE704-575-876.050
122943174.70 03/06/2403/07/2024MEDICARE REIMBURSEMENTFRANCES DUBOISSH RETIREE HEALTHCARE704-575-876.050
122924127.53 03/06/2403/07/2024MEDICARE REIMBURSEMENTGARY & NANCY CASHWS RETIREE HEALTHCARE704-575-876.060
12294148.46 03/06/2403/07/2024MEDICARE REIMBURSEMENTVIRGINIA KELLYWS RETIREE HEALTHCARE704-575-876.060
122942127.53 03/06/2403/07/2024MEDICARE REIMBURSEMENT (2)MARY & JAMES DANIELWS RETIREE HEALTHCARE704-575-876.060
122944127.53 03/06/2403/07/2024MEDICARE REIMBURSEMENT (2)GEORGE & SARAH PIEDOTWS RETIREE HEALTHCARE704-575-876.060
12294563.77 03/06/2403/07/2024MEDICARE REIMBURSEMENTALAN ZIELINSKIWS RETIREE HEALTHCARE704-575-876.060
12292430.40 03/06/2403/07/2024MEDICARE REIMBURSEMENTGARY & NANCY CASHRR RETIREE HEALTHCARE704-575-876.070
12294111.55 03/06/2403/07/2024MEDICARE REIMBURSEMENTVIRGINIA KELLYRR RETIREE HEALTHCARE704-575-876.070
12294230.40 03/06/2403/07/2024MEDICARE REIMBURSEMENT (2)MARY & JAMES DANIELRR RETIREE HEALTHCARE704-575-876.070
12294430.40 03/06/2403/07/2024MEDICARE REIMBURSEMENT (2)GEORGE & SARAH PIEDOTRR RETIREE HEALTHCARE704-575-876.070
12294515.20 03/06/2403/07/2024MEDICARE REIMBURSEMENTALAN ZIELINSKIRR RETIREE HEALTHCARE704-575-876.070


8,284.41 Total For Dept 575 FRINGE BENEFITS


8,284.41 Total For Fund 704 PAYROLL FUND







INVOICE GL DISTRIBUTION REPORT FOR CITY OF NORTHVILLE 7/7Page: 03/08/2024 10:35 AM
User: GBELL
DB: Northville


EXP CHECK RUN DATES 02/23/2024 - 03/06/2024
BOTH JOURNALIZED AND UNJOURNALIZED


BOTH OPEN AND PAID


Check #AmountDue DateInvoice Invoice Desc.VendorInv. Line DescGL Number


78,303.75 Fund 101 GENERAL FUND
122.84 Fund 230 PARKING FUND
280.00 Fund 243 BROWNFIELD REDEV AUTH - ADMIN


17,885.53 Fund 248 DOWNTOWN DEVELOPMENT AUTHORITY
16,579.00 Fund 402 FIRE EQUIPMENT REPLACEMENT FUND
3,569.85 Fund 403 POLICE EQUIPMENT REPLACEMENT FUND
6,375.00 Fund 404 HOUSING COMMISSION CAPITAL OUTLAY FUND


792.00 Fund 405 PUBLIC IMPROVEMENT FUND
9,228.76 Fund 535 HOUSING COMMISSION FUND


17,017.90 Fund 592 WATER & SEWER FUND
5.91 Fund 596 REFUSE & RECYCLING FUND


1,468.05 Fund 661 EQUIPMENT FUND
8,284.41 Fund 704 PAYROLL FUND


Fund Totals:


159,913.00 Total For All Funds: 
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TO:  Northville Youth Network Commission, Northville City Council, Northville Township 
Board of Trustees, Northville Public Schools Board of Education  


 
CC:  Todd Mutchler, George Lahanas 
 
FROM:  Amy Prevo 
 
DATE:   March 7, 2024 
 


 
NORTHVILLE YOUTH NETWORK PROGRAM REPORT  


February2024 
 
PROGRAMS, SERVICES & COMMUNITY PARTNERSHIPS 


In February, we held a Wellness Wednesday program for teens titled Yoga and Sound Bath that 
focused on stress relief practices. We also continued our Teen Talk and Project Respect cohorts, 
holding three sessions of each program. We eagerly participated the 2024 Northville Public 
Schools Parent Camp, as this program has always been a great way for us to connect with parents 
to not only provide education and awareness about a particular topic, but to also share 
information about our programs and services. This year we presented a breakout session titled Be 


an Informed Consumer of Mental Health Care: Choosing the Right Provider. We assembled a panel of 
four psychologists to discuss appropriate the different types of approaches used in therapy so that 
parents/caregivers can make informed decisions how best to support their child’s specific mental 
health needs. We also staffed a table at the Health & Well-Being Fair that had approximately 200 
parent attendees. I also co-chaired the monthly Northville CARES meeting. 
 
YOUTH SUPPORT SERVICES 


The tables below and on the next page indicate the status of referrals for the month of February. 
The first table shows the number of clients who are new, in progress, or have been discharged 
during this period. The second table shows a more detailed breakdown of Youth Assistance 
Program (diversion program) referrals by reason as well as behavioral health support referrals 
from all other sources (i.e., parent/school) by reason and type to date. During the month of 
February, staff collectively had fourteen individual appointments with referred youth and/or 
parents. 
 


NYN February 2024 Referrals 


 New In Progress Discharged 


Youth Assistance Program 8 9 8 


Case Management 8 9 1 


Resource Referral 4 - - 
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Reason # % JAN FEB MAR APR MAY JUN JUL AUG SEP OCT NOV DEC


Substance use 0 0%


Vape/tobacco 3 25% 3


Anger management 0 0%


Assault 0 0%


Peer conflict/fighting 0 0%


Harrassment/bullying 0 0%


Racial/cultural insensitivity 6 50% 1 5


Truancy 0 0%


Decision making 0 0%


Destruction of property 3 25% 3


Retail fraud 0 0%


Theft/larceny 0 0%


Other 0 0%


TOTAL YAP REFERRALS TO DATE 12 4 8 0 0 0 0 0 0 0 0 0 0


Reason # % JAN FEB MAR APR MAY JUN JUL AUG SEP OCT NOV DEC


Behavioral health issues (depression/anxiety) 6 33% 2 4


Substance use 0 0%


Suicidal Ideation 3 17% 3


Self-harm 0 0%


Eating disorder 0 0%


School performance/avoidance issue 2 11% 2


Relational issues-family/peer conflict 3 17% 1 2


Behavior/conduct/anger management issues 3 17% 1 2


Grief/loss 0 0%


Other 1 6% 1


Type of Support


12


6


TOTAL PARENT/OTHER REFERRALS TO DATE 18 5 13 0 0 0 0 0 0 0 0 0 0


JAN FEB MAR APR MAY JUN JUL AUG SEP OCT NOV DEC


TOTAL OF ALL REFERRALS TO DATE 30 9 21 0 0 0 0 0 0 0 0 0 0


REFERRALS FOR YOUTH ASSISTANCE PROGRAM


(SOURCE: NPS OR LAW ENFORCEMENT)


REFERRALS FOR BEHAVIORAL HEALTH SUPPORT 


(SOURCE: PARENTS/OTHER)


Case Management (More complex/comprehensive)


Referral Services (Resource recommendation)







 ~  City of Northville  ~ 
 


Council Communications 
 
 
To:  Mayor and City Council 
 
From:  George Lahanas, City Manager 
 
Date:  March 18, 2024 
 
Subject: Request for Special Meeting / April 8, 2024 
 
 
Background 
City staff recommends City Council call a special meeting on April 8, 2024 at 5:30 p.m. to 
present proposed water infrastructure improvements and the water rate study for the purpose 
of receiving comments from interested persons. 
 
The hearing will be held at Northville City Hall at 215 W. Main St., Northville, MI 48167. 
 
The purpose of the proposed project is to provide the City’s water users with a more reliable 
water system by implementing repair and replacement projects throughout its aging water 
infrastructure. 
 
Recommended Motion 
I move that the Northville City Council call a special meeting on April 8, 2024 at 5:30 p.m. 
to present proposed water infrastructure improvements and the water rate study for the 
purpose of receiving comments from interested persons. 
 
 
 
 
 
 
 
 
 
 
             George Lahanas   


 DEPARTMENT     CITY MANAGER  







 ~  City of Northville  ~ 
 


Council Communications 
 
 
To:  Mayor and City Council 
 
From:  George Lahanas, City Manager 
 
Date:  March 18, 2024 
 
Subject: Special Event Request / Northville Garden Walk 
 
 
Background:  The City has received a request from the Country Garden Club of Northville 
to use the open space behind City Hall to serve as a staging location for ticket sales and 
several vendor tents.  
 
Analysis: A banner advertising the walk will be placed in the open space and directional 
signs will be placed to assist residents in locating stops throughout the route.  Ticket sales, 
garden themed vendors and a food vendor will be set up at 7:30am. Light refreshments will 
available from a tent or food truck, clean-up will be complete by 4:30pm.  It is requested that 
“No Parking” signs be placed on the north side of west Cady between Wing and the Library 
to prevent parking from 7am until 4:30pm on July 10, 2024 to allow vendors to unload. It is 
also requested that DPW deliver 3 trash barrels for the event. 
 
The banner and directional signs would be removed following the event.  All signs would be 
situated as to not block the view of vehicular traffic. There are no insurance requirements for 
this request. 
 
Budget Impact:  No budget impact. 
 
Recommendation:  It is recommended that City Council approve the Country Garden Club 
of Northville to use the open space behind City Hall to serve as a staging location for ticket 
sales and vendor tents as outlined above. 
 
Recommended Motion:  Move to approve the request from the Country Garden Club of 
Northville to use the open space behind City Hall to serve as a staging location for ticket 
sales and vendor tents as outlined above. 
 
 
 
 
 
             George Lahanas   


 DEPARTMENT     CITY MANAGER  







City of Northville  


Council Communications 


To:  Mayor and City Council 


From: Jolyn Gismonde, Housing Director 


Subject:      Disposal of Used Refrigerators 


Date:              March 18, 2024 


BACKGROUND: Allen Terrace is slowly replacing all of the refrigerators in the residents’ 
apartments. Guidance for the disposal of City property is provided by City Charter (Section 8.8) 
and City of Northville Code of Ordinances (Section 2-188). Those sections are presented at 
Attachment A. 


ANALYSIS: A schedule of used equipment and related methods of disposal are provided at 
Attachment B.  Disposal methods will be used in order that yields the best financial benefit to the 
City. Refrigerators in working order will be sent to Biddergy for auction and non-working fridges 
will be disposed of properly. 


RECOMMENDATION: It is recommended that the Northville City Council authorize the 
auctioning and disposal of the refrigerators at Allen Terrace. 
 
 
 
Jolyn Gismonde      George Lahanas  
     Housing Director       City Manager 
 
 
 
  
 
 
 
 
 
 







 
 


 
Guidance for Disposal of Public Property 


 
City Charter 


Excerpt from Chapter 8 
Purchase and Sale of Property: 
Section 8.8. The Council shall designate one of the administrative officers of the city as 
Purchasing Agent, and he shall be responsible for the purchase and sale of all city property. 
Competitive prices for all purchases and public improvements shall be obtained, except when no 
advantage to the city would result from such procedure. All purchases and sales shall be 
evidenced by written contract or purchase order. The Council shall establish by ordinance 
detailed procedure for purchases and sales. It may authorize the Purchasing Agent to make 
purchases and sales within the prescribed dollar limit established by ordinance without prior 
approval of the Council. In all sales or purchases in excess of the dollar limit established by 
ordinance, the sale or purchase shall be submitted to and approved by the Council, and in all 
such cases formal sealed bids shall be obtained except in cases in which the Council determines 
by formal unanimous resolution of those present that no advantage to the city would result from 
competitive bidding, and in all sales or purchases in excess of the dollar limit established by 
ordinance the requirements of Section 16.6 shall be complied with. The Council may authorize 
the making of public improvements or the performing of any other city work by any city agency or 
department without competitive bidding. The city may not sell any park or any part thereof unless 
approved by three-fifths of the electors voting thereon at any general or special election. 


 


Code of Ordinances 
DIVISION 2.  PURCHASES, SALES, CONTRACTS 
Sec. 2-188.  Sale of property 
Whenever any real or personal city property is not needed for public purposes, the same may be 
sold, subject to the following provisions: 
(1)     Property with a value which does not exceed $2,500.00 may be sold to the public, or traded 
to a vendor for other property, for the best price obtainable; provided, however, that no city property 
shall be sold or traded to a city official or city employee except in accordance with the provisions 
in subsections (2) and (3) of this section. 
(2)     Property of any value may be sold on the basis of competitive bids, in the manner provided 
in this division for obtaining bids for purchases; or it may be traded to the successful vendor when 
included in the process of obtaining bids for the purchase of other property. 
(3)     Property of any value may be sold without competitive bids when such sale has been 
approved by the city council, by unanimous resolution of those present, on the basis that 
no advantage to the city would result from competitive bidding; or when such sale has been 
approved by three-fifths of the city electors voting thereon at an election. 
(Code 1980, § 2-207) 


 







City of Northville 
Disposal of Used Equipment 


 


Presented to Northville City Council on: March 18, 2024 
 
 


Description Reason(s) 
for 


Disposal 


Estimated 
Value 


Method(s) of Disposal  
(in order of preference) 


Approx 85 Refrigerators 1, 3 $50-75 C, D, A, E 
    
    
    
    
    
    
    
    
    
    


 
Reason for Disposal: 


1) Budgeted replacement (new asset has been/will be placed in service) 
2) Obsolete (utilization has exceeded useful life) 
3) Broken (estimate to repair is not cost beneficial) 


 
Method of Disposal: 


A. Sealed Bids (Award of Bids will be presented to Northville City Council) 
B. Notice of sale posted on website for a minimum of ten calendar days  


       (City News subscribers will be notified by e-mail) 
C. Offer to other public agency 
D. Offer to nonprofit group for community use 
E. Recycle or scrap 


 
 
 







 ~  City of Northville  ~ 
 


Council Communications 
 
 
To:  Mayor and City Council 
 
From:  George Lahanas, City Manager 
 
Date:  March 18, 2024 
  
Subject: Request to Use Light Pole Banner System / Northville District Library  
 
 
Background:  The Northville District Library is seeking permission to install light pole 
banners in the Downtown for the entire month of April for National Library month. 
 
Analysis:  The City of Northville’s Municipal Banner System Policy (2008) states that 
“Banners may be hung for a period not to exceed two weeks”, unless approved by City 
Council.  Recent precedent demonstrates that banners have been hung for the duration of 
several events, Skeletons are Alive event in October and the Veterans project in May and 
November.  
 
Budget:  Any fees associate with installing and removing the banners will be invoiced to the 
library. 
 
Recommendation:  It is recommended the City Council approve the installation of the 
library banners throughout the downtown for the month of April.  
 
Recommended Motion:  Move that the City Council approve the installation of the library 
banners throughout the downtown for the month of April. 
 
 
 
             George Lahanas   


DEPARTMENT     CITY MANAGER  







~  City of Northville  ~ 
 


Council Communications 
 
 
To:  Mayor and City Council 
 
From:  Sandi Wiktorowski, Finance Director 
 
Subject: Disposal of Used Equipment  
 
Date:  March 18, 2024 
 
 
 
BACKGROUND: Guidance for the disposal of City property is provided by City 
Charter (Section 8.8) and City of Northville Code of Ordinances (Section 2-188).  Those 
sections are presented at Attachment A. 
 
ANALYSIS: A schedule of used equipment and related methods of disposal are 
provided at Attachment B.  Disposal methods will be used in order that yields the best 
financial benefit to the City. 
 
RECOMMENDATION: It is recommended that the Northville City Council 
authorize disposal of used equipment as shown at Attachment B. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
       Sandi Wiktorowski                   George Lahanas        
       DEPARTMENT            CITY MANAGER  







 
 


Guidance for Disposal of Public Property 
 


City Charter 
Excerpt from Chapter 8 


Purchase and Sale of Property: 


Section 8.8. The Council shall designate one of the administrative officers of the city as 
Purchasing Agent, and he shall be responsible for the purchase and sale of all city property. 
Competitive prices for all purchases and public improvements shall be obtained, except when 
no advantage to the city would result from such procedure. All purchases and sales shall be 
evidenced by written contract or purchase order. The Council shall establish by ordinance 
detailed procedure for purchases and sales. It may authorize the Purchasing Agent to make 
purchases and sales within the prescribed dollar limit established by ordinance without prior 
approval of the Council. In all sales or purchases in excess of the dollar limit established by 
ordinance, the sale or purchase shall be submitted to and approved by the Council, and in all 
such cases formal sealed bids shall be obtained except in cases in which the Council 
determines by formal unanimous resolution of those present that no advantage to the city 
would result from competitive bidding, and in all sales or purchases in excess of the dollar limit 
established by ordinance the requirements of Section 16.6 shall be complied with. The Council 
may authorize the making of public improvements or the performing of any other city work by 
any city agency or department without competitive bidding. The city may not sell any park or 
any part thereof unless approved by three-fifths of the electors voting thereon at any general or 
special election. 


 


Code of Ordinances 
DIVISION 2.  PURCHASES, SALES, CONTRACTS 


Sec. 2-188.  Sale of property 


Whenever any real or personal city property is not needed for public purposes, the same may 
be sold, subject to the following provisions: 
(1)     Property with a value which does not exceed $2,500.00 may be sold to the public, or 
traded to a vendor for other property, for the best price obtainable; provided, however, that no 
city property shall be sold or traded to a city official or city employee except in accordance with 
the provisions in subsections (2) and (3) of this section. 
(2)     Property of any value may be sold on the basis of competitive bids, in the manner 
provided in this division for obtaining bids for purchases; or it may be traded to the successful 
vendor when included in the process of obtaining bids for the purchase of other property. 
(3)     Property of any value may be sold without competitive bids when such sale has 
been approved by the city council, by unanimous resolution of those present, on the 
basis that no advantage to the city would result from competitive bidding; or when such 
sale has been approved by three-fifths of the city electors voting thereon at an election. 
(Code 1980, § 2-207) 


 







City of Northville 
Disposal of Used Equipment 


 
Presented to Northville City Council on: May 1, 2023 


 
 


Description Reason(s) 
for 


Disposal 


Estimated 
Value 


Method(s) of Disposal  
(in order of preference) 


Desktop Computers (24) 1, 2 25.00 B, C, E 
Desktop Computers (11) 1, 2 0.00 E 
Keyboards, Mouse, cables 1 0.00 E 
    
    
    
    
    
    
    
    


 
Reason for Disposal: 


1) Budgeted replacement (new asset has been/will be placed in service) 
2) Obsolete (utilization has exceeded useful life) 
3) Broken (estimate to repair is not cost beneficial) 


 
Method of Disposal: 


A. Sealed Bids (Award of Bids will be presented to Northville City Council) 
B. Notice of sale posted on website for a minimum of ten calendar days  


       (City News subscribers will be notified by e-mail) 
C. Offer to other public agency 
D. Offer to nonprofit group for community use 
E. Recycle or scrap 


 
  







 ~  City of Northville  ~ 
 


Council Communications 
 
 
To:  Mayor and City Council 
 
From:  George Lahanas, City Manager 
 
Date:  March 18, 2024 
  
Subject: Valet Parking/Northville Educational Foundation Fundraiser– April 3, 2024 
 
 
Background:  The City has received a request from Valet Parking Systems located in 
Dearborn, Michigan to provide valet service for a fundraiser being held at Northville Square 
for the Northville Educational Foundation on April 3, 2024 from 6 until 10 p.m. 
 
Analysis:  Valet Parking Systems plans to utilize the loading zone on Cady on the south side 
of Northville Square to receive and return vehicles to customers and will park in the area 
beyond the islands in the Northville Square lot. Police will post no parking after 5:30pm 
signs.  
 
A Certificate of Insurance, naming the City of Northville as an additional insured for $1M 
General Liability, $1M Garage Liability and Garage keepers legal liability with their policy 
Endorsement and proof of a valid Workers Compensation and Employers Liability policy 
with the minimum statutory limits must be received by the City Clerk prior to the event along 
with a hold harmless indemnifying the City of Northville.  
 
Recommendation:  It is recommended that City Council approve the request from Valet 
Parking Systems located in Dearborn, Michigan to provide valet service for a fundraiser 
being held at Northville Square for the Northville Educational Foundation on April 3, 2024 
beginning at 6 p.m. provided the appropriate Certificates of insurance and endorsements are 
received by the City Clerk as stated. 
 
Recommended Motion:  Move to approve the request from Valet Parking Systems located 
in Dearborn, Michigan to provide valet service for a fundraiser being held at Northville 
Square for the Northville Educational Foundation on April 3, 2024 beginning at 6 p.m. 
provided the appropriate Certificates of insurance and endorsements are received by the City 
Clerk as stated. 
 
 
 
             George Lahanas   


DEPARTMENT     CITY MANAGER  







 ~  City of Northville  ~ 
 


Council Communications 
 
 
To:  Mayor and City Council 
 
From:  Jolyn Gismonde, Housing Director 
 
Date:  March 18, 2024 
 
Subject: Boiler Unit Purchase for Allen Terrace 
 
 
Background:  The boilers at Allen Terrace are approximately 20 years old and in need of 
replacement.  In 2023, staff contracted with Facility Strategies to design options for 
replacement.  These options ranged from basic “like” replacement for $542,000 to a $4.77 
million Geothermal heating system. 
  
Analysis:  Staff evaluated the current system and found that while the boilers were near end-
of-life, the rest of the system was in perfect working order. It was determined that the best 
course of action would be to replace just the units with the same boiler.  
 
Replacing the boiler units with the same model is ideal, since they are the same size and set 
up.  A “drop in” unit eliminates the need for engineering and would cost much less in labor. 
Staff was able to locate the same boiler, which could be installed quickly by a plumbing 
contractor with little to no retrofitting. 
 
Lochinvar, the sole company that manufactures the boilers does not sell to the public, but has 
one authorized dealer in Michigan, ETNA Supply. Once the units are purchased, staff will 
gather quotes from contractors for the installation.  
 
  
   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


 
 


Company Included in Price 


 
 


Cost 


 
Facility Strategies 


 
Design, Boilers and 


Installation 


 
$542,000 


 
ETNA 


For Lochinvar 
 


 
Boilers Only 


 
$41,470 







 
 
 
Budget Impact:  $125,000 is budgeted for FY25 in the Housing Commission Capital Outlay 
Fund for boiler replacement. However, if the Housing Commission purchases the boilers this 
fiscal year, it reduces the costs by approximately $6,000. After the purchase of the boilers, 
$83,530 will remain for the installation. 
 
Since this is budgeted for next fiscal year, a 3rd quarter budget amendment will be required to 
pull forward the funds.  Staff is requesting to pull forward the full $125,000 to ensure that the 
installation costs will be covered.  All unspent funds will remain in the fund for use on other 
projects. 
 
Recommendation:  It is recommended that City Council waive the bidding process and 
authorize staff to purchase two Lochinvar boilers from the sole-source authorized dealer, 
ETNA Supply in the amount of $41,470.  It is further recommended that staff be authorized 
to utilize the Housing Commission’s current vendor for plumbing services for installation of 
the units for a not-to-exceed amount of $20,000. 
 
Recommended Motion:  Move that City Council waive the bidding process and authorize 
staff to purchase two Lochinvar boilers from the sole-source authorized dealer, ETNA 
Supply in the amount of $41,470.  Further move that staff be authorized to utilize the 
Housing Commission’s current vendor for plumbing services for installation of the units for a 
not-to-exceed amount of $20,000. 


 
Jolyn Gismonde      George Lahanas  
  HOUSING DIRECTOR      CITY MANAGER  











~ City of Northville ~ 
 


Council Communications 
 
TO: Mayor and City Council  
 
FROM: Jolyn Gismonde, Housing Director 
 
DATE: March 18, 2024 
 
SUBJECT: Request to Submit Application for Wayne County Community Development Block Grant 


(CDBG) Funds – Program Year 2024 
 
Background:  Wayne County is preparing an Annual Action Plan to meet application requirements for the 
Community Development Block Grant (CDBG) program. The County has requested CDBG-eligible projects 
from the City of Northville for inclusion in the Action Plan. CDBG funds are used to target low-moderate-
income residents or to provide an urgent community need. The City of Northville has no low-moderate 
income census tracts for project eligibility. However, the category of “Services provided for Seniors” qualifies 
for CDBG expenditures. Allen Terrace qualifies under this category.  
 
Analysis:  The Wayne County CDBG application process no longer requires a public hearing at the local level; 
the County takes care of all Citizen Participation requirements. The Wayne County Community Development 
Program permits each participating community to fund a local community service up to a maximum of 
$20,000. The City of Northville found that the following project(s) meet the federal objectives of the CDBG 
program and are prioritized by the community as high priority need.  
 


Proposed Project Description       
Assisting Northville Township with expenses of Senior Transportation. 
      


 Anticipated Amount 
 $20,000  
 
Budget Impact: Approximately $20,000 in CDBG funds. 
     
Recommendation: It is recommended that City Council authorize the use of the PY2024 Wayne County 
Community Development Block Grant (CDBG) Funds as proposed 


 
Recommended Motion:  Move to authorize the use of the PY2024 Wayne County Community Development 
Block Grant (CDBG) Funds as proposed 
 
 


Jolyn Gismonde     George Lahanas       
HOUSING DIRECTOR            CITY MANAGER  


 
 
 
 







 


 


 


 
 
 
 
 
 
 
 
 
 
 
 
 


City of Northville 
OFFICE OF STRATEGIC 


PLANNING & SPECIAL PROJ. 
215 West Main Street 
Northville, MI 48167 


 
(248) 449-9905 


www.ci.northville.mi.us  
 


Director of Strategic Planning & Special Projects 
Celebrating our History, Planning for our Future: 1827-2027 
 


COUNCIL COMMUNICATIONS 
TO: City Council 


FROM: Wendy Wilmers Longpre 
 Director of Strategic Planning and Special Projects 


DATE: March 18, 2024 


SUBJECT: Budget Amendment for Consultant Services 
 Land and Water Fund Grant Application 
 
 


 
BACKGROUND: 
During the March 4, 2023 City Council meeting, Council discussed recreation 
grant programs that are available through the Michigan Department of 
Natural Resources for park improvements and indicated support for preparing 
a Land and Water Conservation Fund (L&W) grant application for restrooms 
and accessible walkways in Ford Field Park West.  
 
ANALYSIS:   
Assorted technical documents are required to complete the L&W application, 
including: 
- Preliminary site plans, building floorplans and elevations, and an estimate 


of probable cost. 
- State Historic Preservation Office (SHPO) evaluation of the site. 
- NEPA compliance including Michigan Determination Letter and US Army 


Corp permit (if applicable). 
 
BUDGET IMPACT: 
A quote for $2,000 has been received from RESCOM Environmental to 
perform the SHPO evaluation and a letter proposal for $6,500 has been 
received from Spicer Group to produce the required plans and cost estimates. 
The need for an Army Corp permit is as yet undetermined but if required will 
likely involve additional technical services. 
 
The FY24 budget does not currently include funds for these expenditures. 
 
RECOMMENDATION: 
It is recommended that City Council authorize a budget amendment in the 
amount of $10,000 from the General Fund Contingency for Consultant 
Services as needed to complete a L&W Conservation Fund application:   



http://www.ci.northville.mi.us/





Consultant Services Budget Amendment 
Page 2 of 2 


 
$6,500 for Spicer Group; $2,000 for RESCOM; and a $1,500 contingency for additional scope of 
work as may be needed. 
 
RECOMMENDED MOTION: 
Move to approve a budget amendment of $10,000 from General Fund contingency for 
Consultant Services to assist in preparation of a Land and Water Conservation Fund grant for 
improvements to Ford Field Park 
 
 
 
 
       George Lahanas  
DEPARTMENT     CITY MANAGER  
 


 


 







 ~  City of Northville  ~ 
  


Council Communications 
 
To:  Mayor Brian P. Turnbull and City Council Members 
 
From:  Alan M. Maciag, Chief of Police 
 
Date:  March 18, 2024 
 
Subject: Purchase of 2024 Chevrolet Silverado 1500 4WD Crew Cab Police Vehicle 
 
 
Background 
 
The police department currently has six (6) marked patrol vehicles that it operates and maintains 
for general patrol duties, special events and emergency response.  The fleet consists of one (1) 
2022 Chevrolet Tahoe, one (1) 2021 Chevrolet Tahoe, two (2) 2020 Chevrolet Tahoes, and two 
(2) 2019 Chevrolet Tahoes. The police department also has two (2) 2017 Ford Explorers and one 
(1) 2013 Ford Taurus. These are former patrol vehicles that have been converted to 
administrative use. 
 
Analysis 
 
Proposed is the replacement of one 2017 patrol vehicle that was converted to administrative use.  
A 2019 Chevrolet Tahoe will be decommissioned as a patrol vehicle and converted to 
administrative use.  The department will attempt to salvage as much of the equipment as possible 
from the 2019 Chevrolet Tahoe to be used to outfit the new 2024 vehicle such as the computer, 
radar, camera, etc.  The replacement of this vehicle is consistent with the 20-year replacement 
plan. 
 
Over the past four years, the police department purchased five (5) Chevrolet Tahoe 4WD Police 
vehicles.  The department has found these vehicles to be reliable, comfortable and large enough 
to carry all of the required equipment for daily patrol. The 2024 Chevrolet Tahoe police vehicles 
have risen dramatically in price and their availability is limited at this time.  Chevrolet has 
recently released a pursuit rated Silverado crew cab pickup truck police vehicle.  The Silverado 
is cheaper than the Tahoe and offers versatility within our fleet.  Furthermore, the Silverado has a 
higher retained value and can be repurposed or redeployed to other city departments when the 
vehicle is taken out of service.  I believe this vehicle will serve the department in many different 
facets.    
 
The upcoming FY 2025 Budget cycle called for the replacement of one (1) police vehicle.  I 
reached out to Berger Chevrolet who indicated that they have over (200) 2024 Chevrolet 
Silverado Police Vehicles on their lot and available for purchase.  If the purchase is approved by 







City Council, it will be delivered during the FY 2024 budget cycle.  However, the purchase is 
budgeted in the FY 2025 budget cycle.  
 
The 2024 Chevrolet Silverado Crew Cab 4WD pursuit rated police vehicle is offered on the State 
of Michigan MIDEAL Contract #071-B7700177 in the amount of $50,886.00.   
 
The new vehicle will replace a 2017 Ford Explorer that is currently in the Police Department’s 
administrative fleet.  The 2017 Ford Explorer will most likely be used for parking enforcement.   
 
Budget Impact 
 
Since this is budgeted for next fiscal year, a 3rd quarter budget amendment will be required to 
pull forward the funds for the purchase and outfitting of the vehicle. 
 
Recommendation 
 
The Police Department recommends City Council waive the bidding process and approve the 
purchase of one (1) 2024 Chevrolet Silverado Crew Cab 4WD pursuit rated police vehicle using 
the State of Michigan MIDEAL purchasing contract #071-B7700177 in the amount of 
$50,866.00 and authorize an additional not-to-exceed amount of $20,000 to outfit the new 
vehicle by Cruisers. 
 
Recommended Motion 
 
Move that City Council waives the bidding process and approve the purchase of one (1) 2024 
Chevrolet Silverado Crew Cab 4WD pursuit rated police vehicle using the State of Michigan 
MIDEAL purchasing contract #071-B7700177 in the amount of $50,866.00 and authorize an 
additional not-to-exceed amount of $20,000 to outfit the new vehicle by Cruisers. 
 
 
Alan M. Maciag     George Lahanas 
                  


 DEPARTMENT     CITY MANAGER  







~  City of Northville  ~ 


Council Communications 


TO: Mayor & City Council 


FM: Sandi Wiktorowski, Finance Director/Treasurer 


SJ: Proposed Upgrade of Microsoft Office 


DT: March 18, 2024 


BACKGROUND: The current version of Microsoft Office used on most of the computers in the 
City is the 2019 version.  With the upgrades of the new computers, IT staff is having difficulties 
with the licensing of the product.  Each license was issued individually and the prior IT staff did not 
identify which license belonged to which user.  Therefore, when they choose a license to install, it 
causes problems with the other pc that it is currently using it.  They need to then pick a different 
license number and the cycle continues. 


In addition, Microsoft ended mainstream support for Office 2019 on October 10, 2023. Unlike other 
versions of Microsoft Office, Office 2019 will only get two years of extended support, which means 
that support for Office 2019 will end on October 14, 2025. 


ANALYSIS:  The latest licensing is the 2021 version.  The City has already implemented this 
version on several newer workstations already.  It is preferred to have all users on the same version.  
Therefore, in order to resolve the licensing issues on the prior version and to maintain consistency 
across all computers, staff is recommending that all remaining licenses be upgraded at this time.  
Office 2021 is sold as a one-time purchase; it is not subscription-based.  Pricing offered through 
CDW-G is part of the MiDeal purchasing program through the State of Michigan. 


BUDGET IMPACT:    The price per license is $320.29 and 36 new licenses are needed for a total 
cost of $11,530.44 (see attached quote).  This is not a budgeted item.  However, there is sufficient 
funds available in the technology reserve in the Public Improvement Fund.  A budget amendment 
will be processed in April. 


RECOMMENDATION: It is recommended that the Northville City Council waive the bidding 
process and authorize Staff to purchase 36 Microsoft Office Standard 2021 licenses for a total of 
$11,530.44 from CDW-G. 


RECOMMENDED MOTION:    Move that City Council waive the bidding process and authorize 
Staff to purchase 36 Microsoft Office Standard 2021 licenses for a total of $11,530.44 from CDW-
G. 


Sandi Wiktorowski George Lahanas 
DEPARTMENT CITY MANAGER 







Hardware Software Services IT Solutions Brands Research Hub


QUOTE CONFIRMATION


Thank you for choosing CDW. We have received your quote.


SANDI WIKTOROWSKI,


Thank you for considering CDW•G for your technology needs. The details of your quote are below. If 


you are an eProcurement or single sign on customer, please log into your system to access 


the CDW site. You can search for your quote to retrieve and transfer back into your system for 


processing.


For all other customers, click below to convert your quote to an order.


Convert Quote to Order 


QUOTE # QUOTE DATE QUOTE REFERENCE CUSTOMER # GRAND TOTAL


NTWL009 3/13/2024 MS SLD+ OFFICE STD 7035471 $11,530.44


QUOTE DETAILS


ITEM QTY CDW# UNIT PRICE EXT. PRICE


Microsoft Office LTSC Standard 2021 - license - 1 PC 36 6722865 $320.29 $11,530.44


Mfg. Part#: 021-10695


Electronic distribution - NO MEDIA


Contract: Michigan Master Computing-MiDEAL (071B6600110)


SUBTOTAL


$11,530.44


SHIPPING


$0.00


SALES TAX


$0.00


GRAND TOTAL


$11,530.44 


PURCHASER BILLING INFO DELIVER TO


Billing Address:


CITY OF NORTHVILLE


ACCOUNTS PAYABL


215 W MAIN ST


NORTHVILLE, MI 48167-1599


Phone: (248) 349-1300


Payment Terms: NET 30-VERBAL


Shipping Address:


CITY OF NORTHVILLE


SANDI WIKTOROWSKI


215 W MAIN ST


NORTHVILLE, MI 48167-1599


Phone: (248) 349-1300


Shipping Method: ELECTRONIC DISTRIBUTION


Please remit payments to:


CDW Government


75 Remittance Drive


Suite 1515


Chicago, IL 60675-1515


Sales Contact Info 


Dave Engmark   |  800.808.4239 | davieng@cdwg.com



https://www.cdwg.com/content/cdwg/en/terms-conditions/site-map.html

https://www.cdwg.com/content/cdwg/en/software.html

https://www.cdwg.com/content/cdwg/en/services/amplified-services.html

https://www.cdwg.com/content/cdwg/en/solutions.html

https://www.cdwg.com/content/cdwg/en/brand.html

https://www.cdwg.com/content/cdwg/en/research-hub.html

http://www.cdwg.com/shop/quotes/QuoteDetails.aspx?qn=NTWL009

http://www.cdwg.com/shop/products/default.aspx?EDC=6722865





Page 2 of 2


Need Help?


My Account Support


Call 800.800.4239


About Us | Privacy Policy | Terms and Conditions 


This order is subject to CDW's Terms and Conditions of Sales and Service Projects at


http://www.cdwg.com/content/terms-conditions/product-sales.aspx


For more information, contact a CDW account manager.


© 2024 CDW•G LLC, 200 N. Milwaukee Avenue, Vernon Hills, IL 60061 | 800.808.4239



https://www.cdwg.com/accountcenter/logon

https://www.cdwg.com/content/cdwg/en/help-center.html

https://www.cdwg.com/content/cdwg/en/about/overview.html

https://www.cdwg.com/content/cdwg/en/terms-conditions/privacy-notice.html

https://www.cdwg.com/content/cdwg/en/terms-conditions.html

http://www.cdwg.com/content/terms-conditions/product-sales.aspx





 
 ~  City of Northville  ~ 


 
Counc il Communic a tions  


 
 
To:  Mayor and City Council 
 
From:  George Lahanas, City Manager 
 
Date:  March 18, 2024 
 
Subject: Resolution Addressing Citizen Comments During Public Meetings  
 
 
Background 
The Northville City Council has the right to create policies regarding the conduct of public 
meetings and the providing of public comments. Council has, in the past, elected to provide 
live citizen input via remote technology during public meetings. Council is now providing 
other means to receive public comments from citizens who cannot attend in-person, via email 
or written submissions, prior to the start of a Council meeting. A resolution (attached) is 
required from Council to make the change to the current policy.  
 
Recommended Motion 
I move to adopt the attached Resolution to change the policy for citizen comments during 
public meetings. 
 
 
 
 
 
             Geor ge La h a n a s   


 DEPARTMENT     CITY MANAGER  







 
STATE OF MICHIGAN 


COUNTIES OF OAKLAND AND WAYNE 
CITY OF NORTHVILLE 


 
RESOLUTION ADDRESSING CITIZEN COMMENTS DURING PUBLIC MEETINGS 


 
 
WHEREAS,  the Northville City Council has the right to create policies regarding the conduct 


of public mee�ngs and the providing of public comments, and 
 
WHEREAS,  Council has, in the past, elected to provide live ci�zen input via remote 


technology during public mee�ngs, and 
  
WHEREAS,  Council is now providing other means to receive public comments from ci�zens 


who cannot atend in-person, via email or writen submissions, prior to the start 
of a Council mee�ng, and  


 
 
NOW THEREFORE, BE IT RESOLVED, that the Northville City Council will provide two methods 
for receiving ci�zen comments during public mee�ngs, in-person during a mee�ng and via 
writen comments submited before a mee�ng.  
 
 
BE IT FURTHER RESOLVED,  
 
AYES:   
NAYS:   
ABSENT:  
ABSTAINED:  
 
 
I, the undersigned, the duly qualified Clerk of the City of Northville, Oakland County, and Wayne 
County, State of Michigan, do hereby cer�fy that the foregoing is a true and complete copy of a 
resolu�on adopted by the City of Northville City Council at a regular mee�ng held on the _____ 
day of _________ 2024, of which the original resolu�on is on file in my office. 
 


         
         


Michael Smith, CMC 
City Clerk 
City of Northville, Michigan 





		Council Communication - Ordinance Amendment 2nd Reading Outdoor Dining 3152024.pdf

		Outdoor Dining Ordinance Updates 2nd Reading FINAL DRAFT 3152024.pdf

		The City Council of the City of Northville, Michigan hereby ordains as follows: AN ORDINANCE TO AMEND CHAPTER 74 – STREETS, SIDEWALKS AND OTHER PUBLIC PLACES, ARTICLE VI. SIDEWALK CAFES AND OUTDOOR SEATING, OF THE CITY CODE OF THE CITY OF NORTHVILLE s...

		CHAPTER 74 – STREETS, SIDEWALKS AND OTHER PUBLIC PLACES

		ARTICLE VI. OUTDOOR DINING

		Sec. 74-171. Purpose.

		Sec. 74-172. Definitions.

		Sec. 74-173. Permit procedures.

		Sec. 74-174. Duration.

		Sec. 74-175. Standards.

		Sec. 74-176. Operating restrictions.

		Sec. 74-177. Denial, revocation and suspension—Causes enumerated.

		Sec. 74-178. Same—Hearing demand; review; council powers.

		Sec. 74-179. Revocation or suspension; notice required; service.

		Sec. 74-180. Renewal considered as original application.

		Sec. 74-181. Transferal.

		Sec. 74-182. Violations.

		Sec. 74-183. Severability.





		ARTICLE_VI.___SIDEWALK_CAFES_AND_OUTDOOR_SEATING CURRENT VERSION.pdf

		ARTICLE VI. SIDEWALK CAFES AND OUTDOOR SEATING

		Sec. 74-171. Purpose.

		Sec. 74-172. Definitions.

		Sec. 74-173. Permit procedures.

		Sec. 74-174. Standards.

		Sec. 74-175. Operating restrictions.

		Sec. 74-176. Denial, revocation and suspension—Causes enumerated.

		Sec. 74-177. Same—Hearing demand; review; council powers.

		Sec. 74-178. Revocation or suspension; notice required; service.

		Sec. 74-179. Renewal considered as original application.

		Sec. 74-180. Transferal.

		Sec. 74-181. Violations.

		Sec. 74-182. Severability.
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		CC_Authorize Grant Submission_2024-03-18

		20231003 Ford Field Park West with Labels

		Concept Rendering_2024-02-15

		Resolution_Authorize L&W grant_2024-03-18
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		CC_Contract Award_2024-03-18

		2023 Roof Evaluation Plan View

		Revised City of Northville City Hall Roof Inspection (6-13-23).vsd
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		PROCUREMENT AND CONTRACTING REQUIREMENTS

		1.01 Division 00 -- Procurement and Contracting Requirements

		A. 00 0110 - Table of Contents

		B. 00 1114 - Bid Solicitation

		C. 00 2113 - Instructions to Bidders

		D. 00 4100 - Bid Form

		E. 00 5000 - Contracting Forms and Supplements





		SPECIFICATIONS

		2.01 Division 01 -- General Requirements

		A. 01 1000 - Summary

		B. 01 2000 - Price and Payment Procedures

		C. 01 2200 - Unit Prices

		D. 01 2300 - Alternates

		E. 01 5000 - Temporary Facilities and Controls

		F. 01 7100 - Cleaning



		2.02 Division 07 -- Thermal and Moisture Protection

		A. 07 3113 - Asphalt Shingles

		B. 07 5300 - Elastomeric Membrane Roofing

		C. 07 6200 - Sheet Metal Flashing and Trim







		00 1114-USER-BID SOLICITATION-2-8-2024

		PART 1 GENERAL

		1.01 POTENTIAL BIDDER:

		A. The Owner will receive sealed bids for the Roof Replacement of the designated building at:

		Northville City Hall

		215 West Main Street

		Northville, Michigan





		1.02 BID PROPOSALS:

		A. Bid Proposals will be received until the time and the place, as follows, at which time the Bid Proposals will be publicly opened and read aloud.

		1. When: Tuesday, February 27, 2024 at 3:00 p.m.

		2. Place: Northville City Hall

		3. 215 West Main Street

		4. Northville, MI 48167

		5. Attention: Wendy Wilmers Longpre

		6. Office: 248 305-2710



		B. Bid proposals shall be submitted on forms furnished within the specifications and may either be mailed or hand delivered to the Owner’s Representative as identified in the Instructions to Bidders. Electronic submissions of Bid proposals will not be...

		C. The Owner reserves the right to reject any or all Bid Proposals, either in whole or in part, to waive any informalities and in general make awards in any manner deemed to be in the best interest of the Owner.



		1.03 SCOPE OF WORK:

		A. Roof replacement of the designated roof areas; project size to be determined by the bidder.  Contact Alex Wisney of RTA for more information at 734-591-4444.

		1. Steep-slope roof system type:  Fiber glass reinforced, laminated, asphalt shingles.

		2. Low-slope roof system type: Fully adhered, 60 mil reinforced EPDM single-ply roof membrane.

		3. Attic work including ventilation and other improvements.





		1.04 CONTRACTOR ORIENTATION MEETING:

		A. A pre-bid meeting will be held on Friday, February 16, 2024 at 10:00 a.m. at the project site with the Roof Consultant and the Owner to review the scope of work and project conditions. It is mandatory that a bidder representative attend this meeting.



		1.05 BIDDING DOCUMENTS:

		A. Bidding documents will be available after Monday, February 12, 2024for examination and distribution from the office of Roofing Technology Associates, Ltd., 38031 Schoolcraft Road, Livonia, Michigan, 48150. There is no fee associated with obtaining ...

		B. Bidding documents may also be downloaded from BidNet: part of the Michigan Intergovernmental Trade Network (MITN) purchasing group, www.bidnetdirect.com/mitn.



		1.06 PROPOSAL WITHDRAWAL:

		A. Withdrawal of any proposal is prohibited for a period of sixty (60) days after the time set for opening of proposals.



		1.07 SCHEDULE:

		A. The roofing work is to be started and completed as negotiated with the Owner. No shingle work between November 15th and March 15th. Bidder is to indicate start date and completion date in the space provided on the Bid Form.





		PART 2 NOT USED

		PART 3 NOT USED



		00 2113-USER-INSTRUCTIONS TO BIDDERS-2-8-2024

		PART 1 GENERAL

		1.01 THE PROJECT

		A. In accordance with these instructions, the Bidder is invited to submit a Bid for project and contract work indicated in the Roof Replacement Specifications.

		B. Each Bidder is referred to the Bid Solicitation for this project, which includes instructions and requirements for Bidders in addition to those included in this section.



		1.02 CONTRACT

		A. The Owner will enter into a single lump sum contract with the selected Bidder.



		1.03 SUBMISSION OF BIDS

		A. Address for Receiving Bids

		1. Bids for performing the work pertaining to this project will be received by the Owner's Representative via mail or hand delivery only. Submit bids to the attention of Ms. Wendy Wilmers Longpre, Northville City Hall, 215 W. Main Street, Northville, ...

		2. The Bid Form and any other documents required to be submitted with the Bid Form shall be delivered in a sealed envelope labeled “Sealed Bid” and marked with the project name and bidder identification.



		B. Date for Receiving Bids

		1. Bids shall be received on time at the designated location on or before the date and time of receipt of Bids indicated in the Bid Solicitation, unless extension is made by Addendum.  Bids received after time and date for receipt of Bids will remain ...

		2. Bidders shall assume full responsibility for timely delivery at the address designated for receipt of Bids.

		3. Oral, telephone, facsimile or email Bids are invalid and will not receive consideration.





		1.04 BIDDERS REPRESENTATIONS

		A. Each Bidder by making his Bid represents that:

		1. He has read, understands, and makes his Bid in accordance with the Bidding Documents.



		B. He has visited the site, has familiarized himself with the local conditions under which the Work is to be performed and has correlated his observations with the requirements of the Bidding Documents.

		C. His Bid is based upon the materials, systems, and equipment required by the Bidding Documents without exception.



		1.05 INSPECTION OF SITE

		A. Before submitting his Bid, each Bidder shall personally inspect the site of the proposed work to arrive at a clear understanding of the conditions under which the work is to be done.

		B. Each Bidder shall be held to have compared the premises and the site with the Drawings and Specifications, and to have satisfied himself as to the conditions of the premises, the existing obstructions, and any other conditions affecting the complet...

		C. No allowances or extra considerations on behalf of any Bidder will be permitted subsequently by reason or error or oversight on the part of the Contractor, or on account of interferences by the activities of the Owner.



		1.06 BIDDING DOCUMENTS

		A. Bidding Documents which will be issued for the use of Bidders and upon which all proposals are to be based, consist of those listed in these specifications.

		1. Documents consist of: Plans and specifications prepared by Roofing Technology Associates, Ltd.



		B. In the event that additional documents are required to explain revisions which are made during the bidding period or to give additional information to the Bidders, the Roof Consultant will prepare such documents in the form of an Addendum with acco...

		C. Interpretation or Correction of Bidding Documents

		1. Bidders shall promptly notify the Roof Consultant of any ambiguity, inconsistency or error which they may discover upon examination of the bidding documents or of the site and local conditions of the work.

		2. Any interpretation, correction or change of the documents will be made by the Roof Consultant by Addendum.  Interpretations, corrections or changes of the bidding documents made in any other manner will not be binding and bidders shall not rely upo...

		3. All questions or inquiry relative to this project shall be directed to: Ron Kinne, Project Manager, Roofing Technology Associates, Ltd. at (734)-591-4444 or rkinne@rtaltd.com.





		1.07 BIDDER’S OPTIONS

		A. For products specified only by reference standard, select product meeting that standard by any manufacturer.

		B. For products specified by naming several products or manufacturers, select any one of the products and manufacturers named which comply with the technical specifications.

		C. For products specified by naming several products or manufacturers and stating “or approved equal” or similar wording, submit a request for approval for review and approval by the Roof Consultant.

		D. For products specified by naming only product and manufacturer, there is no option and no substitutions will be allowed.



		1.08 SUBSTITUTIONS

		A. Base Bid shall be in accordance with these Bidding Documents.

		B. No substitution of products or roofing systems will be allowed on this project, unless a product or roofing system specified is no longer manufactured.

		C. In the event that a product or roofing system is no longer manufactured, contact the Roof Consultant.  An Addendum will be issued with additional documents for acceptable alternate products or roofing systems.



		1.09 BIDDING PROCEDURES

		A. Form of Bids

		1. Bid forms are furnished within the Project Specifications.  Each Bidder shall submit his bid and retain one copy for his files.

		2. Bids must be filled out fully and correctly and submitted only on Bid Forms provided.  Bids in any other form will be rejected.

		3. All information required to be provided on the Bid Form shall be typewritten or printed manually in ink with a handwritten signature where noted.



		B. Bid Security

		1. Each Bid proposal shall be accompanied by a certified check, cashier’s check or bid bond on an open, solvent Michigan bank in the amount of five percent (5%) of the base bid, payable to the City of Northville as a guarantee of good faith. If the su...



		C. Modification or Withdrawal of Bid

		1. A Bid may not be modified, withdrawn or canceled by the Bidder during the stipulated time period following the date and time designated for the receipt of Bids, and Bidder so agrees in submitting his bid.

		2. Bidder may withdraw his proposal at any time prior to the time set for opening of proposals.





		1.10 CONSIDERATION OF BIDS

		A. Opening of Bids

		1. The properly identified bids received on time will be opened and read in public as stated in the Bid Solicitation.



		B. Acceptance of Bid (Award)

		1. The Owner reserves the right to accept or reject any total bid, or part thereof, and to award the total contract or part thereof to other than the low bidder.   All decisions regarding contract awards will be final.

		2. The Owner shall have the right to accept Alternates in any order or combination, and to determine the Low Bidder on the basis of the sum of the Base Bid and the Alternates accepted.



		C. Notice of Award

		1. The Contract shall be deemed as having been awarded when formal notice of acceptance of his Proposal has been duly served upon the intended awardee by an officer or agent of the Owner duly authorized to give such notice.  The Contract Date shall be...

		2. The Bidder to whom the Contract is awarded by the Owner shall, within seven (7) days after Notice of Award and/or receipt of Agreement forms from the Owner, sign and deliver to the Owner all required copies.



		D. Time of Starting and Completion

		1. The time of starting and completion shall be negotiated with the Owner.

		2. The successful Bidder shall furnish insurance and commence active work on the Project within ten (10) days after receipt of notice of award and shall complete the work within the time negotiated with the Owner.



		E. Work Week

		1. The Bidder, if awarded a Contract, shall be required to establish the work week and hours of work as required to properly man the project, maintain the progress schedule and complete the work within the time stated in the Contract.  The Contractor ...





		1.11 PERFORMANCE BOND AND LABOR AND MATERIAL PAYMENT BOND

		A. Contractor shall furnish in acceptable form, surety bonds in the amount of 100% of the contract sum as security for the faithful performance of this Contract (Performance Bond) and for the payment of all persons performing labor and furnishing mate...



		1.12 FORM OF CONTRACT BETWEEN OWNER AND CONTRACTOR

		A. A Contract for the Work will be written on the AIA Document A104, Standard Abbreviated Form of Agreement Between Owner and Contractor where the basis of payment is a stipulated sum.



		1.13 PERMITS

		A. Accepted Bidder will be required to obtain applicable building permits for the work of this project. The cost of the permit will be waived and should not be included in the Base Bid.





		PART 2 NOT USED

		PART 3 NOT USED



		00 5000-USER-CONTRACTING FORMS AND SUPPLEMENTS-12-14-2023

		PART 1  GENERAL

		1.01 AGREEMENT AND CONDITIONS OF THE CONTRACT

		A. The Agreement and General Conditions are based on AIA A104.



		1.02 FORMS

		A. Use the following forms for the specified purposes unless otherwise indicated elsewhere in Contract Documents.

		B. Post-Award Certificates and Other Forms:

		1. Schedule of Values Form:  AIA G703.

		2. Application for Payment Forms:  AIA G702 with AIA G703 (for Contractors).



		C. Clarification and Modification Forms:

		1. Change Order Form:  AIA G701.



		D. Closeout Forms:

		1. Certificate of Substantial Completion Form:  AIA G704.





		1.03 REFERENCE STANDARDS

		A. AIA A104 - Standard Abbreviated Form of Agreement Between Owner and Contractor; 2017.

		B. AIA G701 - Change Order; 2017.

		C. AIA G702 - Application and Certificate for Payment; 1992.

		D. AIA G703 - Continuation Sheet; 1992.

		E. AIA G704 - Certificate of Substantial Completion; 2017.





		PART 2 NOT USED

		PART 3 NOT USED



		01 1000-USER-SUMMARY-12-14-2023

		PART 1  GENERAL

		1.01 REQUIREMENTS

		A. This section is a part of the entire set of Contract Documents and shall be coordinated with the applicable provisions of the other parts.

		B. All bidders shall be held to have thoroughly examined all of the drawings and specifications and to have visited the site to determine the extent of reroofing and alteration work required.  All measurements are the responsibility of the bidder.

		C. It is the declared and acknowledged intention and meaning of these specifications to repair, reroof and to alter the existing premises as required to provide a weathertight roofing system.

		D. The work will include the furnishing of all materials and equipment and the performing of all labor required, whether or not specifically indicated by the plans and specifications, to provide a weathertight roofing system.



		1.02 PROJECT

		A. Project Name:  Northville City Hall

		B. Owner's Name:  City of Northville

		C. Owner's Representative: Wendy Wilmers Longpre.

		D. Roof Consultant's Name:  Mr. Alex Wisney of Roofing Technology Associates, Ltd.

		E. The Project consists of reroofing the designated building of Northville City Hall in Northville, Michigan.



		1.03 CONTRACT DESCRIPTION

		A. Contract Type:  A single prime contract based on a Stipulated Price as described in the Contract Documents.



		1.04 DESCRIPTION OF ALTERATIONS WORK

		A. Scope of alterations work is indicated on drawings and described in the individual specification sections.

		B. Section 07 3113 - Asphalt Shingles

		1. Demolition and substrate preparation requirements for steep slope roof areas.

		2. Install underlayment and laminated shingles in accordance with the selected shingle manufacturer's specifications.

		3. See alternates for gutter replacement in Section 01 2300 - Alternates.



		C. Section 07 5300 - Elastomeric Membrane Roofing

		1. Demolition and substrate preparation requirements for low slope roof areas.

		2. Install wood nailers and plywood as shown in the RTA Details and at locations required in the written specifications.

		3. Install gypsum barrier board.

		4. Fully adhere 60 mil reinforced EPDM membrane and flashing on the low slope roof areas in accordance with the selected membrane manufacturer's specifications.



		D. Section 07 6200 - Sheet Metal Flashing and Trim

		1. Install prefinished galvanized drip edge on the perimeter edges.

		2. Install prefinished galvanized counterflashing at walls.

		3. Install new gutters and downspouts on low slope roof areas.





		1.05 EXISTING MATERIAL AND EQUIPMENT REMOVED

		A. Contractor shall remove all fixed equipment designated to be removed.

		B. Items of existing equipment which are to be reused, shall be carefully removed, stored and protected, and later reinstalled in original or new locations as required.

		C. Certain materials, particularly specified, shall be reused in the work, such material shall be in good usable condition and shall be cleaned and conditioned as required for reuse.

		D. All existing material and equipment which is to remain in place or to be reused and has been damaged or defaced during the progress of the work, shall be restored to a condition equal to that which existed prior to the start of the work, or shall b...



		1.06 SALVAGED MATERIALS

		A. Salvaged materials which are not to be reused will, unless otherwise specified, or verbally requested by the Owner, become the property of the Contractor and will be removed from the premises by him and legally disposed of off-site by him.



		1.07 EXISTING CONDITIONS

		A. The Contractor shall check all dimensions and verify all conditions shown on the drawings at the site in relation to his work.

		B. Information as shown on the plans is given solely for the convenience of the Contractor, and use of such dimensions, elevations, sizes or information is made at his own risk.

		C. Conditions other than those which are described in these specifications shall be identified in writing to the Roof Consultant before proceeding with the work.  The Roof Consultant will provide approved alternate details as required by changed condi...



		1.08 OWNER OCCUPANCY

		A. Owner intends to continue to occupy adjacent portions of the existing building during the entire construction period.

		B. Cooperate with Owner to minimize conflict and to facilitate Owner's operations.

		C. Schedule the Work to accommodate Owner occupancy.



		1.09 CONTRACTOR USE OF SITE AND PREMISES

		A. Construction Operations:  Limited to areas designated by the Owner.

		1. Locate and conduct construction activities in ways that will limit disturbance to site.



		B. Arrange use of site and premises to allow:

		1. Owner occupancy.



		C. Provide access to and from site as required by law and by Owner:

		1. Emergency Building Exits During Construction:  Keep all exits required by code open during construction period; provide temporary exit signs if exit routes are temporarily altered.

		2. Do not obstruct roadways, sidewalks, or other public ways without permit.



		D. Existing building spaces may not be used for storage.

		E. Time Restrictions:

		1. Limit conduct of especially noisy exterior work to the hours allowed by local municipality ordinances.



		F. Utility Outages and Shutdown:

		1. Prevent accidental disruption of utility services to other facilities.

		2. Any utility disruptions that may become necessary to perform the work described herein are to be coordinated with the Owner 48 hours in advance.







		PART 2 NOT USED

		PART 3 NOT USED



		01 2000-USER-PRICE AND PAYMENT PROCEDURES-12-14-2023

		PART 1  GENERAL

		1.01 SECTION INCLUDES

		A. Procedures for preparation and submittal of applications for progress payments.

		B. Correlation of Contractor submittals based on changes.

		C. Procedures for preparation and submittal of application for final payment.



		1.02 RELATED REQUIREMENTS

		A. Section 00 5000 - Contracting Forms and Supplements:  Forms to be used.

		B. Section 01 2200 - Unit Prices:  Monetary values of unit prices; Payment and modification procedures relating to unit prices.



		1.03 SCHEDULE OF VALUES

		A. Electronic media printout including equivalent information will be considered in lieu of standard form specified; submit draft to Roof Consultant for approval.

		B. Forms filled out by hand will not be accepted.

		C. Submit a printed schedule on AIA Form G703 - Continuation Sheet. Contractor's standard form or electronic media printout will not be considered.

		D. Submit Schedule of Values in duplicate within 15 days after date of Owner-Contractor Agreement.

		E. Revise the schedule to list approved Change Orders, with each Application For Payment.



		1.04 APPLICATIONS FOR PROGRESS PAYMENTS

		A. Payment Period:  Submit at intervals stipulated in the Agreement.

		B. Use Form AIA G702 and Form AIA G703, edition stipulated in the Agreement.

		C. Electronic media printout including equivalent information will be considered in lieu of standard form specified; submit sample to Roof Consultant for approval.

		D. Forms filled out by hand will not be accepted.

		E. For each item, provide a column for listing each of the following:

		1. Item Number.

		2. Description of work.

		3. Scheduled Values.

		4. Previous Applications.

		5. Work in Place and Stored Materials under this Application.

		6. Authorized Change Orders.

		7. Total Completed and Stored to Date of Application.

		8. Percentage of Completion.

		9. Balance to Finish.

		10. Retainage.



		F. Execute certification by signature of authorized officer.

		G. Use data from approved Schedule of Values.  Provide dollar value in each column for each line item for portion of work performed and for stored products.

		H. Calculate retainage value as follows: ten percent (10%) of the dollar value of the work completed until the Contract is fifty percent (50%) complete. After the Contract is 50% complete, additional retainage shall not be withheld unless the City det...

		I. List each authorized Change Order as a separate line item, listing Change Order number and dollar amount as for an original item of work.

		J. Submit one electronic and three hard-copies of each Application for Payment.

		K. Include the following with the application:

		1. Transmittal letter.

		2. Partial release of liens from major subcontractors and vendors.

		3. Notarized Sworn Statements.



		L. When Roof Consultant requires substantiating information, submit data justifying dollar amounts in question.  Provide one copy of data with cover letter for each copy of submittal. Show application number and date, and line item by number and descr...

		M. Submit separate documentation for unit price extras for insulated duct installation and new roof cap flashing installation to the Roof Consultant.  Indicate the number of insulated ducts installed and the number of new roof cap flashings installed ...



		1.05 MODIFICATION PROCEDURES

		A. Submit name of the individual authorized to receive change documents and who will be responsible for informing others in Contractor's employ or subcontractors of changes to Contract Documents.

		B. For minor changes not involving an adjustment to the Contract Sum or Contract Time, Roof Consultant will issue instructions directly to Contractor.

		C. For other required changes, Roof Consultant will issue a document signed by Owner instructing Contractor to proceed with the change, for subsequent inclusion in a Change Order.

		1. The document will describe the required changes and will designate method of determining any change in Contract Sum or Contract Time.

		2. Promptly execute the change.



		D. For changes for which advance pricing is desired, Roof Consultant will issue a document that includes a detailed description of a proposed change with supplementary or revised drawings and specifications, a change in Contract Time for executing the...

		E. Contractor may propose a change by submitting a request for change to Roof Consultant, describing the proposed change and its full effect on the work, with a statement describing the reason for the change, and the effect on the Contract Sum and Con...

		F. Computation of Change in Contract Amount:  As specified in the Agreement and Conditions of the Contract.

		1. For change requested by Roof Consultant for work falling under a fixed price contract, the amount will be based on Contractor's price quotation.

		2. For change requested by Contractor, the amount will be based on the Contractor's request for a Change Order as approved by Roof Consultant.

		3. For pre-determined unit prices and quantities, the amount will be based on the fixed unit prices.

		4. For change ordered by Roof Consultant without a quotation from Contractor, the amount will be determined by Roof Consultant based on the Contractor's substantiation of costs as specified for Time and Material work.



		G. Substantiation of Costs:  Provide full information required for evaluation.

		1. On request, provide the following data:

		a. Quantities of products, labor, and equipment.

		b. Taxes, insurance, and bonds.

		c. Overhead and profit.

		d. Justification for any change in Contract Time.

		e. Credit for deletions from Contract, similarly documented.



		2. Support each claim for additional costs with additional information:

		a. Origin and date of claim.

		b. Dates and times work was performed, and by whom.

		c. Time records and wage rates paid.

		d. Invoices and receipts for products, equipment, and subcontracts, similarly documented.



		3. For Time and Material work, submit itemized account and supporting data after completion of change, within time limits indicated in the Conditions of the Contract.



		H. Execution of Change Orders:  Roof Consultant will issue Change Orders for signatures of parties as provided in the Conditions of the Contract.

		I. After execution of Change Order, promptly revise Schedule of Values and Application for Payment forms to record each authorized Change Order as a separate line item and adjust the Contract Sum.



		1.06 APPLICATION FOR FINAL PAYMENT

		A. Prepare Application for Final Payment as specified for progress payments, identifying total adjusted Contract Sum, previous payments, and sum remaining due, including all outstanding retainage.

		B. Application for Final Payment will not be considered until the following have been accomplished:

		1. All punchlist items have been satisfactorily completed as determined by the Roof Consultant.

		2. Contractor's and Manufacturer's warranties have been issued.







		PART 2  NOT USED

		PART 3  NOT USED



		01 2200-USER-UNIT PRICES-12-14-2023

		PART 1  GENERAL

		1.01 SECTION INCLUDES

		A. List of unit prices, for use in preparing Bids.

		B. Measurement and payment criteria applicable to Work performed under a unit price payment method.

		C. Defect assessment and non-payment for rejected work.



		1.02 COSTS INCLUDED

		A. Unit Prices included on the Bid Form shall include full compensation for all required labor, products, tools, equipment, plant, transportation, services and incidentals; erection, application or installation of an item of the Work; overhead and pro...



		1.03 UNIT QUANTITIES SPECIFIED

		A. Quantities indicated in the Bid Form are for bidding and contract purposes only.  Quantities and measurements of actual Work will determine the payment amount.



		1.04 MEASUREMENT OF QUANTITIES

		A. Take all measurements and compute quantities.  Measurements and quantities will be verified by Roof Consultant.

		B. Measurement by Area:  Measured by square dimension using mean length and width or radius.

		C. Linear Measurement:  Measured by linear dimension, at the item centerline or mean chord.

		D. The Contractor shall record measurement of quantities and track the quantities.



		1.05 PAYMENT

		A. Payment for Work governed by unit prices will be made on the basis of the actual measurements and quantities of Work that is incorporated in or made necessary by the Work and accepted by the Roof Consultant, multiplied by the unit price.

		B. Payment will not be made for any of the following:

		1. Products wasted or disposed of in a manner that is not acceptable.

		2. Products determined as unacceptable before or after placement.

		3. Products remaining on hand after completion of the Work.

		4. Loading, hauling, and disposing of rejected Products.





		1.06 DEFECT ASSESSMENT

		A. Replace Work, or portions of the Work, not complying with specified requirements.

		B. If, in the opinion of Roof Consultant, it is not practical to remove and replace the Work, Roof Consultant will direct one of the following remedies:

		1. The defective Work may remain, but the unit price will be adjusted to a new unit price at the discretion of Roof Consultant.

		2. The defective Work will be partially repaired to the instructions of the Roof Consultant, and the unit price will be adjusted to a new unit price at the discretion of Roof Consultant.



		C. The authority of Roof Consultant to assess the defect and identify payment adjustment is final.



		1.07 SCHEDULE OF UNIT PRICES

		A. Unit Price No. 1 - Wood Nailers and Plywood - Replace, as necessary and designated by the Roof Consultant, deteriorated wood nailers and plywood. Quote a per lineal foot price for dimensional lumber and a per square foot price for plywood on the Bi...

		1. 1" x 4"

		2. 1" x 6"

		3. 1" x 8"

		4. 1" x 10"

		5. 2" x 4"

		6. 2" x 6"

		7. 2" x 8"

		8. 2" x 10"

		9. 1/2-inch CDX plywood

		10. 3/4-inch CDX plywood



		B. Unit Price No. 2 - Vinyl Siding Replacement - Install vinyl siding to replace missing, damaged, cracked or deteriorated vinyl siding. The replacement siding shall match the existing siding. The installation shall be in accordance with the Vinyl Sid...





		PART 2  NOT USED

		PART 3  NOT USED



		01 2300-USER-ALTERNATES-12-14-2023

		PART 1  GENERAL

		1.01 SECTION INCLUDES

		A. Description of Alternates.

		B. Procedures for pricing Alternates.

		C. Documentation of changes to Contract Price and Contract Time.



		1.02 RELATED REQUIREMENTS

		A. Document 00 2113 - Instructions to Bidders:  Instructions for preparation of pricing for Alternates.



		1.03 ACCEPTANCE OF ALTERNATES

		A. Alternates quoted on the Bid Form will be reviewed and accepted or rejected at Owner's option.  Accepted Alternates will be identified in the Owner-Contractor Agreement.

		B. Coordinate related work and modify surrounding work to integrate the Work of each Alternate.



		1.04 SCHEDULE OF ALTERNATES

		A. Alternate No. 1 - Designated Gutter and Downspout Replacement - Provide the Owner with pricing to install 6-inch K-style gutters and 3x4 corrugated rectangular downspouts to replace existing gutters on steep slope roof areas. Quote a lump sum price...





		PART 2  NOT USED

		PART 3  NOT USED



		01 5000-USER-TEMPORARY FACILITIES AND CONTROLS-12-14-2023

		PART 1  GENERAL

		1.01 ROADWAYS, DRIVES, PARKING AREAS AND SIDEWALKS

		A. The Contractor is responsible for the condition of all existing roadways, sidewalks, etc., used during construction operations and shall repair same as required and leave same in good condition at the completion of the job.



		1.02 BARRICADES AND PROTECTION

		A. The property on which work is to be done is in use.  This means that the Owners, Owner's guests and other trades may be adjacent to and below the construction operations.

		B. The Contractor will provide and maintain in good repair all barricades, guard railings and temporary protection as required by law and/or to suit job conditions.

		C. The Contractor shall do everything possible to protect the public, the workmen, the premises and adjoining property from injury or damage.

		D. Properly protect all sidewalks, pavements, existing building areas, building facades, windows and skylights.  Replace or repair all parts of same which become damaged or defaced during or as a result of construction operations.  Repairing of damage...



		1.03 MIOSHA SAFETY STANDARDS

		A. All work must be accomplished in accordance will all applicable Construction Safety Standards rules and regulations for Construction Operations as set forth by the Michigan Department of Labor (MIOSHA).



		1.04 VANDALISM

		A. The Contractor shall pay for all damage by vandalism to material or equipment that occurs to items finished or installed under this Contract.  The Contractor shall be responsible for the work under this Contract during the construction period from ...



		1.05 TEMPORARY WEATHER PROTECTION

		A. The Contractor shall provide, maintain and pay for all temporary weather protection as required to properly protect all parts of the work from damage.  This shall include temporary protective coverings.



		1.06 RUBBISH DISPOSAL, FIRE SAFETY

		A. During non-construction hours, trash containers shall be covered and sealed to prevent windblown debris and access into trash containers.

		B. The location of the trash containers shall be subject to the approval of the Owner.

		C. All rubbish and debris shall be removed from the site daily or more often if directed by the Owner.  Burning of trash on-site shall not be allowed.

		D. No open fire shall be permitted on the building site at any time.



		1.07 TEMPORARY SANITARY FACILITIES

		A. Provide and maintain required facilities and enclosures.  Provide at time of project mobilization.

		B. Use of existing facilities is not permitted.

		C. Maintain daily in clean and sanitary condition.



		1.08 REMOVAL OF TEMPORARY WORK

		A. All temporary structures, barricades, protection and similar work shall be removed by the Contractor at completion of the project or when directed.  Any repairs or alterations necessitated by such removal shall be made by the Contractor, and at the...



		1.09 WORK ACTIVITIES

		A. Contractors and subcontractors shall direct their employees to conduct themselves so as not to interfere with or disrupt the building activities.  The Contractor shall schedule construction operations to minimize interference with operations, and c...

		B. All construction operations, delivery and storage of material and movement of equipment shall be governed by applicable local building codes, traffic regulation and safety and fire regulation of local authorities.

		C. Contractors, subcontractors, and their employees or suppliers shall not use or interfere with existing public access, drives, roads or parking lot, except as specifically indicated or by prior arrangement with the Owner.

		D. Contractor’s employees parking, delivery trucks and other construction vehicle parking shall only be at areas designated by the Owner.



		1.10 TEMPORARY SERVICES

		A. Temporary power, as required for the project, shall be provided by the Contractor.  The generator and all electrical cords must be maintained in areas approved by the Owner.

		B. Use the Owner's power only if permission is granted by the Owner.





		PART 2  NOT USED

		PART 3  NOT USED



		01 7100-USER-CLEANING-12-14-2023

		PART 1 GENERAL

		1.01 SECTION INCLUDES:

		A. General Requirements

		B. Disposal Requirements



		1.02 GENERAL REQUIREMENTS

		A. Execute cleaning during progress of the work and at completion of the work.



		1.03 DISPOSAL REQUIREMENTS

		A. Conduct cleaning and disposal operations to comply with codes, ordinances, regulations and anti-pollution laws.





		PART 2 PRODUCTS

		2.01 NOT USED



		PART 3 EXECUTION

		3.01 DURING CONSTRUCTION

		A. Execute daily cleaning of the interior and exterior to keep the work, the site and adjacent properties free from accumulations of waste materials, rubbish, fallen debris during reroofing and windblown debris, resulting from construction operations.

		B. Daily interior clean-up is required and must be conducted to the satisfaction of the Owner.

		C. Provide onsite containers for the collection of waste materials, debris and rubbish. All waste materials must be disposed of daily in onsite containers. Do not use the Owner's or Tenant's onsite containers.

		D. Remove waste materials, debris and rubbish from the site periodically and dispose of at legal disposal areas.





		FINAL CLEANING

		A. Requirements: At the completion of work and immediately prior to final inspection, clean the entire project as follows:

		1. Thoroughly clean, sweep and wash all interior and exterior surfaces provided under the Contract. Leave the interior, exterior and rooftop in a complete and finished condition to the satisfaction of the Owner.

		2. Direct all subcontractors to similarly perform, at the same time, an equivalent thorough cleaning of all work and equipment provided under their contracts.

		3. Remove all temporary structures and all debris, including dirt, sand gravel, rubbish and waste material.

		4. Should the Contractor not remove rubbish or debris or not clean the building and site as specified above, the Owner reserves the right to have the cleaning done at the expense of the Contractor.



		B. Use only cleaning materials recommended by manufacturer of surface to be cleaned.

		C. In preparation for substantial completion of occupancy, conduct final inspection of sight-exposed interior and exterior surfaces, and of concealed spaces.

		D. Repair, patch and touch-up marred surfaces to specified finish, to match adjacent surfaces.

		E. Vacuum clean all interior spaces to the satisfaction of the Owner.

		F. Handle materials in controlled manner with as few handlings as possible. Do not drop or throw materials from heights.

		G. Wash and wipe clean all lighting fixtures, lamps and other electrical equipment which may have become soiled during installation.

		H. Broom clean exterior paved surfaces; rake clean other surfaces of the grounds.

		I. Remove and dispose of all water, dirt, rubbish or any other foreign substances.



		FINAL INSPECTION

		A. After cleaning is complete, the final inspection may be scheduled. The inspection will be done with the Owner and Roof Consultant.





		07 3113-USER-ASPHALT SHINGLES-12-14-2023

		PART 1 GENERAL

		1.01 SECTION INCLUDES

		A. Asphalt shingle roofing.

		B. Demolition and substrate preparation.

		C. Flexible sheet membranes for eave protection, underlayment, and valley protection.

		D. Associated metal flashings and accessories.



		1.02 REFERENCE STANDARDS

		A. ASTM D226/D226M - Standard Specification for Asphalt-Saturated Organic Felt Used in Roofing and Waterproofing; 2009.

		B. ASTM D1970/D1970M - Standard Specification for Self-Adhering Polymer Modified Bituminous Sheet Materials Used as Steep Roofing Underlayment for Ice Dam Protection; 2013.

		C. ASTM D4586/D4586M - Standard Specification for Asphalt Roof Cement, Asbestos-Free; 2007 (Reapproved 2012)e1.

		D. ASTM D4869/D4869M - Standard Specification for Asphalt-Saturated Organic Felt Underlayment Used in Steep Slope Roofing; 2005 (Reapproved 2011)e1.

		E. ASTM E108 - Standard Test Methods for Fire Tests of Roof Coverings; 2011.

		F. ASTM D3161-13 - Standard Test Method for Wind-Resistance of Steep Slope Roofing Products; 2013.

		G. ASTM D3462 - Standard Specification for Asphalt Shingles Made From Glass Felt and Surfaced With Mineral Granules; 2010a.

		H. SMACNA (ASMM) - Architectural Sheet Metal Manual; Sheet Metal and Air Conditioning Contractors' National Association; 2012.

		I. NRCA Roofing and Waterproofing Manual - National Roofing Contractor Association, Fifth Edition, 2003 Update.

		J. Residential Asphalt Roofing Manual - Asphalt Roofing Manufacturers Association (ARMA), 2014 Edition.



		1.03 SUBMITTALS

		A. Product Data: Provide data indicating material characteristics, performance criteria, and limitations.

		B. Shop Drawings: For metal flashings, indicate specially configured metal flashings, jointing methods and locations, fastening methods and locations, and installation details.

		C. Installation Instructions for the selected or approved heat trace cable product from the manufacturer.

		D. Manufacturer's Instructions: Indicate installation criteria and procedures.

		E. Manufacturer's Certificate: Certify that products meet or exceed specified requirements.



		1.04 QUALITY ASSURANCE

		A. General

		1. The Contractor will be responsible for measurements. Before ordering material, preparing shop drawings, or doing any work, verify at the site all dimensions which may affect the work. The Contractor assumes full responsibility for the accuracy of f...

		2. Immediately refer to any conflicts among requirements of these specifications, on drawings, those of regulatory agencies, material manufacturer’s recommendations and good roofing practices to the Owner’s Representative.

		3. Final results are the entire responsibility of the Contractor.



		B. Reference Standards

		1. The latest publications of The NRCA Steep Roofing Manual; National Roofing Contractors Association, and SMACNA Architectural Sheet Metal and the Residential Asphalt Roofing Manual published by ARMA as applicable to this project.

		2. Provide materials which have been tested, listed and labeled by Underwriters Laboratories (UL).



		C. Installer References

		1. The Contractor shall be a licensed installer for the specified asphalt shingle manufacturer and have installed shingle roof systems of a similar nature. The Contractor shall have a minimum of 5 years experience and submit references from past jobs....

		2. The Contractor shall provide names and phone numbers of key individuals in the firm that can be reached 24 hours a day. Telephone numbers to an answering service or telephone answering machine will not be considered acceptable.

		3. Submit a list of at least 3 completed projects similar in scope to the project building along with the Bid Form.  Include contact names and phone numbers.



		D. Installation Standards

		1. Accomplish work under this Section in strict accordance with the shingle manufacturer’s published specifications and best trade practices to achieve a completely weathertight roofing and flashing installation.



		E. Materials

		1. All materials to be installed must come from a single asphalt shingle manufacturer as reasonably possible; including, but not limited to asphalt shingles, felt underlayment, eaves flashing and hip and ridge cap shingles.  Mixing and matching of mat...





		1.05 FIELD CONDITIONS

		A. Do not install asphalt shingles or eave protection membrane when surface temperatures are below 45 degrees F (7 degrees C).

		B. Weather Conditions Limitations: Proceed with roofing work only when existing and forecasted weather conditions will permit work to be performed in accordance with manufacturer’s recommendations and warranty requirements.

		1. Do not remove or install materials when rain, moisture, frost, snow or other inclement climatic conditions are occurring.





		1.06 PRODUCT HANDLING

		A. Store and handle roofing materials in a manner which will prevent moisture intrusion. Store in a dry, well ventilated, weather tight place. Unless protected from weather or other moisture sources, do not leave unused felts on the roof overnight or ...

		B. Materials and equipment shall be stored in a location approved by the Owner.



		1.07 WARRANTY

		A. The Contractor shall provide a written warranty, warranting that all work of this Section shall remain serviceable and weathertight for a period of five years from date of final acceptance of the project; and to make good without expense to the Own...

		B. The Contractor shall deliver to the Owner, prior to final payment, the manufacturer’s standard lifetime limited warranty for the asphalt shingles installed on this project along with all other requirements such as proof of purchase. The warranty sh...



		1.08 QUALITY CONTROL AND TESTING

		A. The Owner reserves the right to provide quality control for this project including inspection services during reroofing operations to assure compliance with the specifications.

		B. A pre-job conference may be required prior to the start of construction. The Contractor representatives must attend this conference.

		C. The Contractor shall notify Roofing Consultant in sufficient time, whenever roofing work is to be done and provide safe access to roof for inspection.

		D. The Contractor shall furnish Roofing Consultant with all pertinent job information prior to beginning work in accordance with Roofing Consultant directions.





		PART 2 PRODUCTS

		2.01 WOOD

		A. Plywood: APA panel roof sheathing, exterior exposure. Minimum thickness: 1/2-inch with a span rating which meets or exceeds the spacing of the structural supports. Properly sized panel clips are required.

		B. Wood Nailers: Construction grade lumber, size to match the existing boards, S4S, S-dry moisture content.



		2.02 LAMINATED ASPHALT SHINGLES

		A. Asphalt Shingles: Asphalt-coated glass felt, mineral granule surfaced, complying with ASTM D 3462; Class A fire resistance. 110 mph wind warranty (comply with all manufacturer’s conditions and instructions). UL 2218 Class 3 impact resistance. The s...

		1. CertainTeed Corporation, www.certainteed.com.; Landmark PRO AR, random-tab, laminated shingles. Color: To be selected by the Owner.

		2. GAF Corporation, www.gaf.com.; Timberline HDZ, random-tab, laminated shingles. Color: To be selected by the Owner.

		3. Owens Corning Corporation, www.owenscorning.com; Tru Definition Duration random-tab, laminated shingles. Color: To be selected by the Owner.



		B. Hip and Ridge Shingles:

		1. Certainteed Corporation: Cedar Crest Hip and Ridge Shingles.

		2. GAF Corporation: TimberTex Premium Ridge Cap Shingles.

		3. Owens Corning: Dura Ridge Hip and Ridge Shingles.

		4. Color match asphalt shingles.



		C. Starter Course Shingles:

		1. Certainteed Corporation: Swift Start Starter Strip.

		2. GAF Corporation: Weatherblocker Premium Starter Strip Shingles.

		3. Owens Corning: Starter Strip Plus.





		2.03 SHEET MATERIALS

		A. Eaves and Valley Flashing Membrane: Self-adhering rubberized asphalt modified bituminous sheet backed by a layer of high density cross laminated polyethylene complying with ASTM D 1970, 40 mil total thickness, with split-back release film; as manuf...

		1. Certainteed Corporation: Winter Guard Eaves Flashing.

		2. GAF Corporation: Weather Watch Eaves Flashing.

		3. Owens Corning Corporation: Weather Lock Waterproofing Underlayment.



		B. Synthetic Roofing Underlayment:  Synthetic non-asphaltic sheet complying with ASTM D226 and D4869, intended by manufacturer for mechanically fastened roofing underlayment without sealed seams. Approved manufacturer and product or approved equal:

		1. Certainteed Corporation; Product: Diamond Deck.

		2. GAF Materials Corporation; Product: Deck Armor.

		3. Owens Corning Corp; Product: Deck Defense.





		2.04 VENTS

		A. Ridge Vents: Continuous shingle over ridge vent, molded plastic with external baffle. Exhaust vents must provide a minimum Net Free Ventilation Area of 18 square inches per lineal foot. As manufactured by:

		1. Air Vent Inc.: Shingle Vent II, Model Number SHFV203.

		2. GAF Corporation: Cobra Snow Country.

		3. Owens Corning Corporation: VentSure 4-Foot Strip Heat & Moisture Ridge Vents with Weather PROtector Moisture Barrier.



		B. Ventilated Soffit Panels: .019" gauge prefinished aluminum, ventilation: 19.6 square inches per square foot net free area.  Color to be selected by the Owner.  Acceptable manufacturers or approved equal:

		1. Quality Edge, TruLine HP Series, Full Vent, 12 inches wide.

		2. ALSCO, Aluminum Soffit Triple 4", Full Vent, 12 inches wide.



		C. Shingle Over Intake Vents: Continuous shingle over intake vent, molded plastic. Vents must provide a minimum Net Free Ventilation Area of 9 square inches per lineal foot. Follow the manufacturer's installation instructions. As manufactured by:

		1. Air Vent, Inc., The Edge Vent.

		2. CertainTeed Corporation, Shingle Over Intake Vent.

		3. DCI Products, Inc., Smart Vent.

		4. Owens Corning Corporation, InFlow Intake Vent.

		5. Lomanco Inc., Deck-Air Intake Vent.





		2.05 SHEET METAL

		A. Drip Edge: 0.019 prefinished aluminum, minimum 2-1/2-inch flange, 1½-inch face minimum, with ½-inch drip edge. Color: To be selected by the Owner.

		B. Step Flashing: 0.019 prefinished aluminum. Size: 8-inches x 8-inches minimum.

		C. Apron Flashing, Backer Flashing, Counterflashing and Miscellaneous Flashing: 0.024 gauge prefinished aluminum. Color: To be selected by the Owner.

		D. Plumbing Vent Pipe Flashing: Fabricate from ASTM B 749, Type L51121, copper-bearing lead sheet, with a weight of 4 lbs./sq.ft., minimum thickness of 0.0625 inch. The sleeve must be sized to properly fit the pipe. The flange to sleeve connection mus...

		E. Replacement Fascia Cladding: Match existing materials and color.



		2.06 SHEET METAL FABRICATION

		A. Apron Flashing: Fabricate the apron flashing to match the intended slope. The vertical face shall extend up the wall 5-inches. The exposed face shall be 4-inches. The bottom edge of the apron flashing shall be hemmed 1/2-inch. See RTA Detail Nos. 8...

		B. Reglet-Mounted Counterflashing: The counterflashing shall be fabricated with the top edge bent to receive into the reglet 1½-inches. The face shall be a maximum of 4-inches and the bottom edge shall be hemmed and bent at 45 degrees to form a ½-inch...

		C. Roof Curb Flashing: Fabricate the roof curb flashing components similar to SMACNA Figure 4-14.

		1. The counterflashing to protect the top edge of the roof curb apron, step and backer flashing shall be a surface mounted counterflashing with a caulk lip along its top edge and hemmed drip edge along the bottom edge. See SMACNA Figure 4-8C. Counterf...

		2. The roof curb backer flashing shall be fabricated in accordance with NRCA Detail No. ASPH-3. The vertical leg shall be 8-inches tall. The roof slope leg shall be 12-inches. See RTA Detail No. 7.



		D. Shingle Transition Flashing: See Section 07 6200 - Sheet Metal Flashing And Trim.

		E. Replacement Fascia Cladding: Fabricate the fascia cladding to match existing.

		F. ALTERNATE NO. 1 - Replacement Gutters and Downspouts: .027 prefinished aluminum, 6-inch K-style gutters. .019 prefinished aluminum, 3" x 4" corrugated rectangular downspouts.  Utilize manufactured endcaps, outlet tubes, elbows, etc. wherever possib...



		2.07 FASTENERS

		A. NOTE: Staples will not be allowed for use on this project with the exception of attaching the synthetic underlayment and eaves flashing.

		B. To secure the wood deck: 8d galvanized nails, long enough to penetrate into the supporting structure a minimum of 1-1/2-inches, and provide a minimum pull-out resistance of 100 pounds.

		C. Roofing nails: Standard round wire shingle type, galvanized, of sufficient length to penetrate through roof sheathing, Sizes: 1-1/4-inch x .012 with 3/8-inch diameter nail head.

		D. To secure the shingle over ridge vent: Minimum 3-inch hot dipped galvanized nails or as required by the selected ridge vent manufacturer. NOTE: Coil nails are not approved for use on this project.

		E. Gasketed screws: Stainless steel, #10 or larger screw with thread and drill point as required with sealing neoprene washer.



		2.08 REPLACEMENT Vinyl siding and trim

		A. Vinyl Siding: Match the existing material, profile, texture and color.

		B. J-Channel Flashing: Match the existing material, profile, texture and color.

		C. Corner Post: Match the existing material, profile, texture and color.

		D. Repair and replacement vinyl siding is to be conducted in accordance with the latest edition of the Vinyl Siding Institute, Vinyl Siding Installation Manual.



		2.09 MISCELLANEOUS

		A. Attic Insulation Baffles: Extruded polystyrene foam, Minimum Size: 48" x 22", Minimum Net Free Vent Area: 18.7 sq.in. as manufactured by:

		1. Owens Corning Corporation, Raft-R-Mate Attic Rafter Vents.

		2. ADO Products, Durovent Attic Rafter Vents.



		B. Elastomeric Sealant: For sheet metal flashings, high performance, one component, polyurethane-base as manufactured by:

		1. Sika Corporation, Sikaflex - 1a

		2. Tremco, Inc., Vulkem 116

		3. RO-AN Corporation, Solar Seal #900



		C. Plastic Cement: ASTM D 4586, asphalt plastic roof cement compatible with asphalt shingles.

		D. Heat Trace Cable: Commercial grade cut to length, self-regulating cable, 240V. Acceptable manufacturer or approved equal:

		1. nVent RAYCHEM WinterGard Wet Self-Regulating Heating Cable.

		2. Contractor shall follow the latest printed installation instructions published by the manufacturer.



		E. Replacement Hidden Hangers: 16 gauge galvanized steel as manufactured by or an approved equal:

		1. AMSI Supply Company - Visit www.amsisupply.com.







		PART 3 EXECUTION

		3.01 DEMOLITION AND SUBSTRATE PREPARATION

		A. Verification, rerouting and connection of duct work to existing bathroom fans, installation of attic baffles and any other attic work must be done while the attic is open and accessible to the Contractor. No provisions will be made to accommodate a...

		B. The Contractor shall photographically document all damaged building components, window screens, building grounds, drives and sidewalks prior to the job start to record pre-existing conditions.

		C. Remove only the amount of existing shingles that can be replaced on the same day.  All flashings, counterflashing, hip cap and ridge cap shingles must be completed on the same day.

		D. Remove and discard the following components or prepare surfaces as described:

		1. Remove and discard the two layers of asphalt shingles, drip edge, underlayment and miscellaneous debris down to the structural roof deck.

		2. Remove and discard the existing ridge cap shingles, hip cap shingles and ridge vent. Extend the length of the ridge opening to the maximum length in accordance with the ridge vent manufacturer's requirements. Recut the width of the deck openings as...

		a. NOTE: Ridge vent is only to be installed over west apparatus bay. See Roof Plan.



		3. Remove and discard the existing plumbing vent stack flashings. Remove repair materials where present.

		4. Remove and discard the existing heat trace cable.

		5. Remove and discard existing power ventilators. Disconnect the existing electrical service and cap wires within the existing, or provide new junction box. Cut back the roof deck at the resultant openings. Minimum size of infill roof deck: 4-feet by ...

		6. Remove the existing nails/staples or drive them flush with the deck to provide a smooth substrate for installing the new shingle roof.

		7. Temporarily loosen and displace vinyl siding to facilitate flashing removal and replacement. Remove and discard the vinyl j-channel adjacent to the shingles. Trim back the vinyl siding to provide one-inch clearance between the bottom of the siding ...

		8. Remove and discard existing sheet metal step and apron flashings. Remove repair materials where present.

		9. Save and reuse existing vent stack flange, sleeve and umbrella flashings.

		10. Remove and discard sheet metal roof panels, flashings and water diverters on south shed roof located at the end of the covered entrance.

		a. NOTE: Temporarily remove adjacent sheet metal panels and ridge cap flashings as needed to allow for removal of existing roof system.

		b. NOTE: The new roof system for the south shed roof shall be asphalt shingles.



		11. Remove and discard enough roof deck sheathing to allow accress into the west apparatus bay attic space as required to cover the gable end vent opening, to allow for the installation of attic insulation baffles and removal of attic insulation cover...

		a. Block open gable end vent in the west apparatus bay attic from the attic side with the specified plywood sheathing. Cut the plywood to properly fit the opening. Secure the plywood to adjacent wood framing with 8d galvanized nails spaced 9-inches on...



		12. Remove and discard enough roof deck sheathing to allow access into each attic space. Check for bath fan ducts that are uninsulated or venting into the attics.

		a. Remove uninsulated bath fan ducts and install new insulated ducts. Secure the insulated ducts to the fan units using stainless steel drawbands.

		b. In the original attic space (the attic with the cupola), locate the attic access used from the building interior and notify the Owner of the location of the interior attic access. If no attic access is found, construct an attic access using plywood...



		13. Remove and discard damaged sheet metal fascia cladding on north eaves edge of west apparatus bay. NOTE: This work is to be included in the Base Bid.

		14. Remove and discard the existing soffit panels on north eaves edge of west apparatus bay.

		15. Trim the existing plywood soffit panels on north eaves edge of west apparatus bay to the maximum width opening while leaving enough plywood soffit to install new prefinished aluminum j-channel and the new 100% perforated soffit vents. Minimum cut ...

		16. Cut and remove a slot of the west apparatus bay roof deck, approximately 3-feet upslope from the south eaves edge to facilitate the shingle over intake vent installation (see the RTA Detail No. 17 and Roof Plan). A minimum slot cut out of 1-inch i...

		17. The existing gutters and downspouts shall remain in place. Protect gutters and downspouts from damage during reroofing operations. Temporarily displace the gutters and downspouts as necessary to facilitate reroofing operations.

		a. If Alternate No. 1 is accepted, see Section 01 2300 - Alternates and the Roof Plan for gutters and downspouts to be removed and replaced. Do not replace designated gutters and downspouts unless approved by the Owner.

		b. NOTE: See Section 07 5300 - Elastomeric Membrane Roofing for new gutters on low slope roof areas.



		18. Existing downspouts which discharge into below grade drain pipes are to be temporarily removed from the below grade drain pipes to prevent debris from entering the drain pipes.

		19. Properly seat backed out gutter spikes.

		20. Cut 1-1/2" deep reglets to receive new counterflashing at masonry walls.

		21. Remove and discard the existing aluminum siding, cornerposts and ell metal at the base of the Cupola to facilitate flashing removal and replacement.

		22. Closely inspect all roof decking and exposed wall sheathing. Remove and replace all warped, delaminated or deteriorated decking and sheathing. Replacement roof decking and sheathing shall match the existing sheathing.

		a. NOTE: Roof decking and wall sheathing replacement shall be bid as an extra, see Unit Prices Section and the Bid Form.



		23. Inspect the fastening pattern used to secure the existing roof decking. Install additional fasteners as required to properly secure the existing roof decking.

		24. Blow off or sweep the roof deck clean prior to installing new materials.

		25. See Section 07 5300 - Elastomeric Membrane Roofing for additional demolition and surface preparation.





		3.02 INSTALLATION PROCEDURES

		A. General

		1. The Contractor shall comply with the manufacturer’s instructions, except where more stringent requirements are indicated herein.

		2. The Contractor for this work shall insist on a thoroughly dry deck surface before beginning work. The Contractor should see that the deck is free of moisture, frozen scale and other foreign matter. Do not apply roofing materials when moisture in an...

		3. Do not install any roofing materials during rain or other inclement weather. One exception is that temporary work may be installed during such weather to protect the building interior. Remove all temporary work and materials that have been exposed ...

		4. Any areas in the existing roof that are damaged during construction shall be repaired with materials to match existing as directed by the Owner’s Representative.

		5. Schedule and supervise work crews so that the area of roofing begun one day is completely finished before leaving the job site that day. Included are all flashings within each day’s work area.



		B. Attic Baffles

		1. Install full length baffles between existing trusses and rafters along the north eaves edges of the west apparatus bay. Ensure that both ends of each baffle are unobstructed. Secure the baffles with staples to prevent displacement.



		C. Wood Deck Replacement

		1. Install replacement decking with the long dimension across the supports. Leave a 1/8-inch gap at all edges and end joints. Install new panel clips between each support. The new decking must span a minimum of three supports.

		2. Mechanically attach the new wood decking to the underlying supports using the specified fasteners. Fasten the wood decking edges 6-inches on-center, and 9-inches on-center into the intermediate supports.

		3. Install new wood decking to eliminate the resultant openings at the prior power ventilator locations. Mechanically attach the wood decking as described above. Include this work item in the Base Bid.

		4. Install new wood decking at the attic access location on the west apparatus bay. Mechanically attach the wood decking as described above. Include this work item in the Base Bid.

		5. Install new wood decking where the existing decking was removed due to deterioration. Mechanically attach the wood decking as described above. This work item is a unit price extra.



		D. Drip Edge

		1. Install the sheet metal drip edge directly over the deck tight with the fascia along the eaves. Install the drip edge over the underlayment along the rakes. Fasten the drip edge 12-inches on-center with roofing nails. Shingle lap the end joints 2-i...



		E. Eaves Flashing

		1. The eaves flashing shall be fully-adhered to the roof deck and lapped in accordance with the eaves flashing membrane manufacturer’s installation instructions.

		2. Install eaves flashing at the eaves edges of the steep-sloped roofs. The eaves flashing shall extend from the eaves up the slopes of the roofs a minimum distance of 68-inches (2 full width sheets). The eaves flashing shall be installed over the fla...

		3. Install eaves flashing to provide 100% coverage on the south shed roof, adjacent to sheet metal canopy, and as shown on the Roof Plan.

		4. Install two full width sheets of eaves flashing in the valleys parallel with the valley center line. Lap the sheets of eaves flashing in accordance with the RTA Details. The eaves flashing protection shall extend 24-inches on each side of the valle...

		5. Install half width sheets of eaves flashing up the adjacent front and side wall locations a minimum of 6-inches. Lap the eaves flashing onto the adjacent roof deck synthetic underlayment 12-inches minimum as shown in the RTA Details.

		6. Install half width sheets of eaves flashing on each side of the cupola. Extend the eaves flashing up the vertical sides of the cupola 6-inches. Lap the eaves flashing onto the adjacent synthetic underlayment. Cover the remaining walls with eaves fl...

		7. Install eaves flashing at the rooftop penetration locations. Extend the eaves flashing onto the deck a minimum of 12-inches in all directions. Install a second layer of eaves flashing following the penetration flashing installation and extend 6-inc...

		8. Install eaves flashing on areas shown on the Roof Plans. Provide coverage as shown.

		9. Install additional sheets of eaves flashing in susceptible leak locations.



		F. Underlayment

		1. Install underlayment in strict accordance with the selected roof covering manufacturer's requirements to achieve UL listed, Class A fire rating. Select the manufacturer's recommended underlayment to meet the Class A rating.

		2. Install one ply of underlayment over the entire surface of the steep-sloped roof decks free of wrinkles, tears and voids. Install the underlayment in accordance with NRCA Section 3.2.1 and Figure 2 and RTA Details.

		3. The underlayment shall be secured with as many fasteners as necessary to hold it in place. The underlayment shall be installed parallel to the eaves, with 3-inch sidelaps and 6-inch end laps. End laps in adjacent courses of underlayment shall be st...



		G. Asphalt Shingle Installation

		1. Install the shingles in accordance with the manufacturer’s specifications and recommendations.

		2. Use chalk lines to align the shingles horizontally during installation. Chalk line use is mandatory.

		3. Install the starter courses of shingles along the eaves and rake edges. Position the starter shingles ½-inch minimum beyond the drip edge. Secure the shingles with a minimum of four nails per shingle.

		4. Secure the shingles in accordance with the shingle manufacturer’s requirements, using a minimum of four nails per full shingle, or two per partial shingle. Do not secure above the nail lines stamped on the shingles to ensure that each nail is drive...

		a. NOTE: Exposed nails (fasteners driven too low) and the punctured shingle must be removed and replaced. Covering nail heads with sealant in the field of the roof is not acceptable.

		b. NOTE: Asphalt shingles must extend beyond the eaves edge and rake edge drip edge flashing 1/2-inch minimum regardless of the selected shingle manufacturer's installation instructions to the contrary.



		5. Install shingles in the valleys using the closed-cut valley method; see the RTA Details.  The closed side shingles shall extend 12-inches minimum beyond the valley centerline.  The cut side shingles shall be cut approximately 2-inches above the val...

		6. Install ridge cap shingles with proper exposure and proper nail placement as required by the manufacturer.



		H. Vents

		1. Install shingle over ridge vents continuously along the ridges in accordance with the manufacturer’s requirements. The ridge vent shall extend from gable end to gable end or from gable end to vertical wall. Use chalk lines to assist with the proper...

		2. Verify the minimum 9-inch cut out in the north plywood soffit of west apparatus bay roof area. Secure new prefinished aluminum j-channel to the remaining edge of the plywood soffit. Install new properly sized 100% perforated undereave soffit panels...

		3. Verify the 1-inch slot cut out openings in the roof deck located along the south eaves edge on the west apparatus bay roof and the eaves flashing and shingles are installed up to the slot cut out. Trim back eaves flashing and shingles to remove obs...

		a. Install eaves flashing on the shingle over intake vent and extend the eaves flashing upslope and onto the roof deck as required by the manufacturer.

		b. Install shingles over the intake vent in accordance with the vent manufacturer's instructions.





		I. Apron Flashing

		1. Install apron flashing at front wall locations. Install the flashing over the top course of shingles in accordance with NRCA Section 3.6.4.1 and Figures 17 and 18. Extend the flashing a minimum of 5-inches up the vertical surface and 4-inches onto ...



		J. Step Flashing

		1. Verify that eaves flashing is turned up the wall prior to installing the sheet metal step flashing. Install step flashing at side wall locations in accordance with NRCA Section 3.6.4.2 and Figure 19. Install the step flashing behind the vinyl sidin...



		K. Roof Curb Flashing

		1. Verify that eaves flashing is turned up the sides of the roof curb prior to installing the sheet metal flashing. Install new apron flashing, step flashing and backer flashing at the roof curb as shown in NRCA Detail No. ASPH-3. The upslope edge of ...

		2. Install new surface mounted counterflashing around each side of the penetration as shown in SMACNA Figure 4-8C. The counterflashing shall cover the flashing by 3-inches. Form and lap the corners to a watertight condition. Secure the counterflashing...



		L. Counterflashing

		1. Counterflashing: Install new prefinished counterflashing at the masonry walls in accordance with SMACNA Figure 4-8A and RTA Details. Receive the counterflashing into new or existing reglets in the masonry. Secure the counterflashing in the reglet w...



		M. Plumbing Vent Flashing

		1. Install the specified lead flashing at the vent stacks in accordance with NRCA Detail No. ASPH-8. Properly lap the shingle courses with the flashing flanges. Set the flange in a bead of the specified sealant and secure with roofing nails. Extend th...



		N. Hot Vent Stacks

		1. Reinstall existing flange, sleeve and umbrella flashing at the base of the hot vent stacks. Set the flange in beads of the specified sealant and secure with roofing nails. Strip in the top and side edges of the flange with 12-inch wide strips of ea...

		2. Reinstall the rain cap flashing on the vent stack. Fasten the rain cap flashing as recommended by the manufacturer to resist wind damage.



		O. Vinyl Siding and Trim

		1. Verify eaves flashing is turned up the front and side walls as specified.

		2. Install building wrap on wall substrates where missing. Follow manufacturer's installation instructions.

		3. Install new j-channel flashing adjacent to the new shingles.  Provide 1-inch clearance between the j-channel flashing and the shingles. Secure the new j-channel 8-inches on center with siding nails.

		4. Reinstall the vinyl siding as originally installed.  Lock the siding panels together and secure each nailing hem with siding nails spaced 8-inches on center.

		5. Replace cracked, warped and unlocked vinyl siding with new matching vinyl siding.  Follow the installation instructions as printed by VSI, Vinyl Siding Installation Manual.

		6. Install new vinyl siding, cornerposts and vinyl trim on the base of the cupola in accordance with the manufacturer's requirements.

		7. DO NOT FACE NAIL THROUGH THE SIDING.  FACE NAILS WILL BE REJECTED AND REPLACEMENT VINYL SIDING WILL BE INSTALLED AT THE CONTRACTOR'S EXPENSE.



		P. Shingle Transition Flashing - See Section 07 6200 - Sheet Metal Flashing And Trim.

		Q. Gutters and Downspouts

		1. Base Bid: Reuse the existing gutters and downspouts on steep slope roofs.

		2. Alternate No. 1: Install new seamless 6-inch aluminum gutters and 3"x4" downspouts.

		a. Secure and seal the joints between gutter sections and fabricated corners, outlet tubes and end caps using pop rivets and the specified sealant. Secure the gutter to the fascia with heavy duty hidden hangers spaced 30-inches on center. Positively s...

		b. Install new downspouts at existing downspout locations. See Roof Plan for approximate locations. Attach the downspouts to the gutters in accordance with SMACNA Figure 1-33B, Detail 1. Secure the new downspouts to the existing wall with a minimum of...





		R. Miscellaneous

		1. Return loosened or displaced gutters and downspouts to their original position and resecure as originally secured.

		a. NOTE: Clean out the existing gutters and downspouts after the new shingle roof systems are installed and before reconnecting downspouts to below grade drain pipes.



		2. Reinstall existing sheet metal roof panels and ridge cap flashings on south canopy.

		3. Apply the specified sealant over all exposed fastener heads at the ridge cap and penetration flashing flanges.

		4. Install new heat trace cable along the eaves edge, in the gutters and in the downspouts to a point below grade IN STRICT ACCORDANCE WITH THE MANUFACTURER'S INSTALLATION INSTRUCTIONS. Install in same locations as existing heat trace cable. See Roof ...

		5. Replace the existing light gauge hidden hangers with new specified hidden hangers on south sheet metal canopy gutters. Hidden hanger spacing: 30-inches maximum.









		07 5300-USER-ELASTOMERIC MEMBRANE ROOFING-12-14-2023

		PART 1  GENERAL

		1.01 RELATED DOCUMENTS

		A. This Section is part of the entire set of Contract Documents and shall be coordinated with the applicable provision of the other parts.



		1.02 SECTION INCLUDES

		A. Demolition and substrate preparation.

		B. Elastomeric roofing membrane, adhered conventional application.

		C. Gypsum barrier board.

		D. Prefabricated pipe flashing.

		E. Wood blocking and nailers.



		1.03 RELATED REQUIREMENTS

		A. Section 07 3113 - Asphalt Shingles.



		1.04 REFERENCE STANDARDS

		A. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Codted (Galvanized) or Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2015.

		B. ASTM D412 - Standard Test Methods for Vulcanized Rubber and Thermoplastic Elastomers--Tension; 2006a (Reapproved 2013).

		C. ASTM D4637/D4637M - Standard Specification for EPDM Sheet Used in Single-Ply Roof Membrane; 2015.

		D. UL (DIR) - Online Certifications Directory; current listings at database.ul.com.

		E. UL (FRD) - Fire Resistance Directory; current edition.



		1.05 SUBMITTALS

		A. Maintain a copy of the building permit at the site during construction at all times.  Upon request, provide a copy of the building permit to the Owner for their records.

		B. Materials List

		1. Before any materials of this Section are delivered to the jobsite, submit to the Owner a complete list of all materials, including manufacturer's names, to be furnished and installed under this portion of the work.

		2. Provide Material Safety Data Sheets (MSDS) to the Owner for any materials prior to delivery to the site.



		C. Manufacturer's Documentation

		1. Provide test documentation from an approved testing agency (FM, UL, ICC) indicating that the roofing system meets a Class A designation for the intended roof slope in accordance with current IBC building code requirements.

		2. Submit copies of manufacturer's field reports and documentation of completion.

		3. Submit manufacturer's report that roof has been inspected and is suitable and acceptable for warranty specified.



		D. Shop Drawings

		1. Before any materials of this Section are delivered to the jobsite, submit complete shop drawings of roofing system installation details and sheet metal work to the Owner for review.



		E. Subcontractors, Material Suppliers and Services List: Submit a list of subcontractors, material suppliers and any company that will be used to supply labor or materials or services for this project. The list must provide company name, company addre...

		F. Safety and Work Schedule

		1. Submit copies of your written Safety Plan to the Owner.

		2. Submit a written work schedule to the Owner with a detailed time line from Contract Award to project completion.



		G. Product Data:  Provide data indicating membrane materials, flashing materials, insulation, fasteners, and adhesives and sealants.

		H. Warranty:  Submit manufacturer warranty and ensure forms have been completed in Owner's name and registered with manufacturer.

		I. As-Built Drawings: As part of the project close out process, the Contractor shall prepare as-built drawings using the original design drawings revised to reflect any changes made in the field issued by change order or by change directive for compon...



		1.06 QUALITY ASSURANCE

		A. Manufacturer Qualifications:  Company specializing in manufacturing the products specified in this section with minimum three years of documented experience.

		B. Roofing installer must be currently approved by the manufacturer of the selected roofing system.

		C. Accomplish work under this Section in strict accordance with the roofing manufacturer's published specifications and best trade practices to achieve a completely watertight roofing and flashing installation.

		D. Provide materials which have been tested, listed and labeled by Underwriters Laboratories (UL).

		E. The Roofing Contractor will be responsible for measurements.  Before ordering material, preparing shop drawings, or doing any work, verify at the site all dimensions which may affect the work.  The Roofing Contractor assumes full responsibility for...

		F. Immediately refer to any conflicts among requirements of these specifications on drawings, those of regulatory agencies, material manufacturer's recommendations and good roofing practices to the Roofing Consultant.

		G. Final results are the entire responsibility of the Roofing Contractor.

		H. Installer Qualifications:  A single installer ("Roofer") shall perform work of this section; and shall be a firm with not less than 5 years of successful experience in installation of roofing systems similar to those required for this project and w...

		1. Installer Certification:  Obtain written certification from manufacturer of roofing system certifying that Installer is approved by manufacturer for installation of specified roofing system.  The certification shall be submitted with the bid.

		2. Installer's Field Supervision:  Installer must maintain full-time supervision on jobsite during times that roofing work is in progress.  Supervisor must have a minimum of 5 years experience in roofing work similar in nature and scope to specified r...

		3. Installer’s References: Installer must submit three references for successful projects of similar size and similar system installation.





		1.07 PRE-CONSTRUCTION MEETING

		A. Prior to scheduled commencement of roofing work, the Roofing Contractor and representatives of other entities directly concerned with performance of roofing system shall have a pre-construction meeting.  Review requirements (contract documents), su...

		1. Tour representative areas of roofing substrates, inspect and discuss conditions of substrate.

		2. Review roofing system requirements (drawings, specifications and other contract documents).

		3. Review required submittals.

		4. Review and finalize construction schedule related to roofing work and verify availability of materials, Installer's personnel, equipment and facilities needed to make progress and avoid delays.

		5. Review required inspection, testing, certifying and material usage accounting procedures.

		6. Review weather and forecasted weather conditions and procedures for coping with unfavorable conditions, including possibility of temporary roofing.





		1.08 DELIVERY, STORAGE, AND HANDLING

		A. Deliver materials in manufacturer's original containers, dry and undamaged, with seals and labels intact.

		B. The Roofing Contractor must get approval from the Owner for the location of all stored materials prior to delivery.

		C. Ensure storage and staging of materials does not exceed static and dynamic load-bearing capacities of roof decking.

		D. Store and handle roofing materials in a manner which will prevent moisture damage.  Store adhesives and flashings in a dry, warm, well-ventilated, weather-tight place.  Handle and store materials or equipment in a manner to avoid significant or per...

		E. The Roofing Contractor shall properly protect the roof areas used to access the designated areas of roof removal and replacement.  The number of traffic paths shall be kept to a minimum.  The existing roofs shall be protected by placing rigid insul...



		1.09 WARRANTY

		A. Furnish the Owner with a Contractor’s written warranty covering all materials and workmanship for a period of two years.

		B. Manufacturer’s Warranty:  Furnish Owner with the selected roof system manufacturer’s 20-year total system warranty covering all materials and labor.





		PART 2  PRODUCTS

		2.01 EPDM MEMBRANE

		A. Performance:  Provide roofing materials recognized to be of generic type indicated and tested to show compliance with indicated performances, or provide other similar materials certified in writing by manufacturer to be equal or better than specifi...

		B. Compatibility:  Provide products which are recommended by the selected material manufacturer to be fully compatible with indicated substrates, or provide separation materials as required to eliminate contact between incompatible materials.

		C. EPDM Membrane Materials:

		1. The roofing system to be utilized for this project shall be a fully-adhered EPDM system manufactured by one of the following:

		a. Carlisle SynTec Incorporated,  www.carlisle-syntec.com, Sure-Tough Universal Roofing System; Design "A" - Adhered.

		b. Holcim Elevate, www.holcimelevate.com, RubberGard MAX Fully-Adhered System.





		D. Membrane: Ethylene-propylene-diene-monomer (EPDM); externally reinforced with fabric; complying with minimum properties of ASTM D4637/D4637M.

		1. Thickness: 60 mil, 0.060 inch (1.5 mm).

		2. Membrane shall be 0.060-inch thick, reinforced, EPDM (Ethylene Propylene Diene Monomer) compound elastomer. Membrane sheet size shall be the largest sheet possible as determined by the job conditions.



		E. All materials used in the roofing system shall be as furnished by the approved manufacturer.  Seam tape, adhesives, cements, sealant, water cut-off mastic and other required items shall be as furnished or recommended by the selected manufacturer.

		F. All details relating to the installation of the roof system shall be approved by the roofing manufacturer and installed in such a manner that the manufacturer will furnish its 20-year total system warranty for the installation.

		G. Base Flashing: Flashing shall be a .060-inch thick cured and uncured EPDM flashing sheet as furnished by the approved manufacturer.



		2.02 ACCESSORIES

		A. Prefabricated pipe flashings, termination bars, walkway pads, insulation plates and fasteners and perimeter edge termination plates and fasteners as required by the selected membrane manufacturer for use in their roof system assemblies.



		2.03 Barrier board

		A. Fiberglass mat faced gypsum roof board: Fire resistance rating (UL 790 and ASTM E108):  Class A, Thickness: ½-inch. Size 4-feet by 8-feet.

		1. Acceptable product or approved equal: GP Gypsum, DensDeck Prime.





		2.04 WOOD

		A. Wood nailers and blocking: PS 20, construction grade lumber.

		1. Sizes:  Nominal sizes as indicated on drawings, S4S.

		2. Moisture Content:  S-dry or MC19.

		3. Species:  SPF.

		4. Grade:  No. 2.



		B. Plywood: APA panel roof sheathing, exterior exposure. Minimum thickness: 1/2-inch with a span rating which meets or exceeds the spacing of the trusses.

		C. Fasteners in contact with wood blocking and nailers shall be Type 304 or Type 316 stainless steel or hot-dipped galvanized in conformance with ASTM A153.



		2.05 Sheet metal flashing and trim

		A. See Section 07 3113 - Asphalt Shingles for sheet metal related to the steep-slope roof areas.

		B. See Section 07 6200 - Sheet Metal Flashing and Trim.



		2.06 MISCELLANEOUS

		A. New Gutter and Downspout Components: 0.027 prefinished aluminum, 6-inch K-style gutters. 0.019 prefinished aluminum, 3" x 4" corrugated rectangular downspouts. Utilize manufactured endcaps, outlet tubes, elbows, etc. wherever possible. Utilize comm...





		PART 3  EXECUTION

		3.01 EXAMINATION

		A. Verify that surfaces and site conditions are ready to receive work.

		B. Verify deck is supported and secure.

		C. Verify deck is clean and smooth, flat, free of depressions, waves, or projections, properly sloped and suitable for installation of roof system.

		D. Verify deck surfaces are dry and free of snow or ice.

		E. Maintain a daily watertight condition in the existing roof areas. At no time shall the existing roof remain vulnerable to moisture intrusion. Overnight tie-ins are required regardless of the weather forecast.



		3.02 DEMOLITION AND SURFACE PREPARATION

		A. Remove and discard the existing EPDM roof membrane, insulation, base flashings and miscellaneous debris down to the structural deck.

		1. Back out the insulation screw fasteners using screw guns.  No shearing of screw fasteners allowed.

		2. NOTE: Remove debris, scrap and rubbish from the roof areas and building grounds daily.



		B. Remove and discard the existing sheet metal drip edge, receiver mounted counterflashing and other sheet metal flashing accessories. Existing sheet metal receiver to remain and be reused with new counterflashing.

		C. Remove and discard the termination bars and fasteners from the walls. Remove repair materials from the walls.

		D. Remove and discard existing plumbing vent pipe flashing. Clean off all repair materials from the pipe.

		E. Remove and discard the existing gutters and downspouts on low slope roof areas only.

		F. Deteriorated wood nailers and plywood shall be completely removed and discarded.  Install new wood nailers and plywood as necessary to match the existing nailers in size and shape, or as directed by the Owner.

		1. NOTE: Wood nailer and plywood replacement shall be bid as a Unit Price extra. See the Bid Form and Section 01 2200-Unit Prices.



		G. See Section 07 3113 - Asphalt Shingles for additional demolition and surface preparation requirements.



		3.03 INSTALLATION PROCEDURES

		A. General:  Comply with manufacturer's instructions, except where more stringent requirements are indicated herein.

		B. Details relating to the installation of the new roof system shall be approved by the selected roofing material manufacturer and the Roofing Consultant and installed in such a manner that the manufacturer will furnish the specified warranty for the ...

		C. Do not begin roofing work until all decks, walls, curbs, nailers, accessories, and underlying substrates are ready and acceptable to have roofing materials installed.  Deck surfaces must be clean, smooth, dry and free of moisture prior to beginning...

		D. Schedule and supervise work crews so that the area of roofing begun one day is completely finished before leaving the job site that day.  Included are all flashings within each day's work area and adjoining the membrane.

		E. Do not install any roofing materials during rain or other inclement weather.  One exception is that temporary work may be installed during such weather to protect the building interior and new materials that are already installed.  Remove all tempo...

		F. At the end of each day's roofing installation, protect edge of incomplete work, including membrane and insulation.  Provide temporary water cut-offs to provide a weather tight seal to both the roof deck and existing roof membrane.  Remove temporary...

		G. Materials must be stored dry and protected with tarps and on pallets at all times.   Wet or damaged materials will be removed from the job site.



		3.04 wood deck replacement

		A. Install replacement decking with the long dimension across the supports. Leave a 1/8-inch gap at all edges and end joints. Install new panel clips between each support. The new decking must span a minimum of three supports.

		B. Mechanically attach the new wood decking to the underlying supports using the specified fasteners. Fasten the wood decking edges 6-inches on-center, and 9-inches on-center into the intermediate supports.

		C. Install new wood decking where the existing decking was removed due to deterioration. Mechanically attach the wood decking as described above. This work item is a unit price extra.



		3.05 WOOD NAILERS

		A. Cut 4-inch wide strips of 1/2-inch plywood for installation at gutter edges.

		B. Install 4-inch wide strips of plywood as designated on the RTA Details. The plywood shall be secured to the existing plywood roof deck with 8d nails in two staggered rows spaced 12-inches on center.

		C. Install new wood nailers where the existing wood nailers were removed due to deterioration.  The new nailers shall be secured using the same methods that the originally installed nailers were secured and/or in a manner to provide solid securement.



		3.06 Gypsum Barrier board

		A. Mechanically fasten 1/2-inch gypsum board with tight, staggered board joints to existing plywood roof deck. Neatly cut to fit edges and penetrations.

		1. One approved fastener per 2.67 square feet (12 fasteners per 4-foot by 8-foot board) of gypsum barrier board.





		3.07 INSTALLATION - MEMBRANE

		A. Roofing membrane system shall be installed following the application requirements of the selected roof membrane material manufacturer.  The latest printed instructions will govern the application procedure.

		B. Evenly apply adhesives at rate recommended by manufacturer to both the underside of the membrane and the gypsum barrier board. Apply bonding adhesive uniformly, stopping short of the splice areas along the seams and base tie-ins. Allow the adhesive...

		C. Reposition the membrane, free of air pockets and wrinkles.  Firmly press the sheet into place without stretching with a push broom.

		D. Overlap edges and ends and seal by manufacturer’s recommended dimensions.

		E. Shingle lap joints on sloped substrates in the direction of drainage.

		F. Complete the roof membrane seams with the roof membrane manufacturer’s seam tape.  Apply the seam tape in accordance with the roof membrane manufacturer’s instructions, including seam preparation work, proper seam tape alignment and exposure. Roll ...

		G. Secure the roof membrane with the roof membrane manufacturer’s reinforced securement strips at base tie-ins. Fasten the securement strips with the roof membrane manufacturer’s approved fasteners and plates. After adhering the roof membrane to the r...

		H. Extend the roof membrane down the vertical face of the perimeter edges to a point 1-inch below the bottom of the wood nailer(s). Secure the membrane with roofing nails spaced 12-inches on center.

		I. Apply T-joint covers, stripping and appropriate sealant where specified by the selected roof membrane manufacturer.



		3.08 FLASHING INSTALLATION

		A. Perimeter edge flashing, wall flashing and round vents shall be installed in accordance with the selected material manufacturer’s flashing details using the longest pieces practicable.  Roll the flashing with a silicone hand roller to improve adhes...

		1. NOTE:   ALL FLASHINGS SHALL BE COMPLETED DAILY AS THE PROJECT PROGRESSES WITH THE INSTALLATION OF THE NEW ROOF SYSTEM.



		B. Install termination bar at the horizontal and vertical ends of the base flashing as required by the manufacturer.  The termination bar shall be mechanically fastened (12-inches on-center, maximum) into slotted holes.  The termination bar and fasten...



		3.09 PENETRATION FLASHINGS

		A. Flash all penetrations (pipes, conduits, etc.) passing through the membrane.  Factory prefabricated pipe flashing shall be used to flash all pipes where installation is possible.  Where factory prefabricated pipe flashing cannot be installed, field...



		3.10 SHINGLE transition flashing

		A. Extend the roof membrane below the new shingles as shown in RTA Details and in accordance with selected membrane manufacturer's shingle transition detail. Apply a continuous bead of water cut-off mastic between the roof deck and the roof membrane. ...



		3.11 MISCELLANEOUS INSTALLATION

		A. Install new prefinished seamless aluminum gutters at perimeter edges of low slope roof areas as shown on the Roof Plan. Secure and seal the joints between gutter sections and fabricated corners, outlet tubes and end caps using pop rivets and the sp...

		B. Install new downspouts at the existing downspout locations. Install downspouts to discharge into existing below grade drain pipes. Secure all joints with pop rivets or screws. Install two downspout straps minimum per downspout using appropriate fas...

		C. Install new walkway pads at the locations shown on the Roof Plan. Secure the walkway pads to the membrane in accordance with the roofing manufacturer's instructions.



		3.12 PRECAUTIONS

		A. Do not use oil base or plastic roof cement in conjunction with EPDM materials.

		B. Waste products (petroleum, grease, oil and solvents - vegetable or mineral oil and animal fat - direct contact with steam venting) should not be allowed to come in contact with the EPDM roof membrane system.

		C. Splicing and bonding surface must be dry.

		D. Daily Seal:  Care should be exercised to ensure that water does not flow beneath any completed sections of roof by temporarily sealing the loose edge of the membrane when the weather is threatening.  The manufacturer's requirements should be follow...

		E. An open flame may not be used to dry the roof membrane or to heat the flashing materials.



		3.13 CLEANING

		A. Remove adhesives, soil or other markings from finished surfaces.

		B. In areas where finished surfaces are soiled by work of this section, consult manufacturer of surfaces for cleaning advice and comply with their documented instructions.

		C. Repair or replace defaced or damaged finishes caused by work of this section.

		D. The Roofing Contractor will be responsible for cleaning the building interior of any reroofing related debris entering the building as a result of deck repair and reroofing operations.



		3.14 PROTECTION

		A. Protect installed roofing and flashings from construction operations.

		B. Where traffic must continue over finished roof membrane, protect surfaces using rigid insulation and plywood.







		07 6200-USER-SHEET METAL FLASHING AND TRIM-12-14-2023

		PART 1 GENERAL

		1.01 RELATED DOCUIMENTS

		A. This Section is part of the entire set of Contract Documents and shall be coordinated with the applicable provision of the other parts.



		1.02 SECTION INCLUDES

		A. Drip edge, counterflashing and miscellaneous flashing for low-slope roofing.



		1.03 RELATED REQUIREMENTS

		A. Section 075300 - Elastomeric Membrane Roofing.



		1.04 REFERENCE STANDARDS

		A. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process 2020.

		B. SMACNA (ASMM) - Architectural Sheet Metal Manual 2012.



		1.05 SUBMITTALS

		A. Shop Drawings:  Indicate material profile, jointing pattern, jointing details, fastening methods, flashings, terminations, and installation details.

		B. Samples: Submit selection and verification samples for finishes, colors and textures. Color to be selected by the Owner.



		1.06 QUALITY ASSURANCE

		A. Perform work in accordance with SMACNA (ASMM) requirements and standard details, except as otherwise indicated.

		B. Fabricator and Installer Qualifications: Company specializing in sheet metal work with 5 years of documented experience. Engage an experienced installer who has completed sheet metal flashing and trim work similar in material, design and extent to ...



		1.07 DELIVERY, STORAGE, AND HANDLING

		A. Stack material to prevent twisting, bending, and abrasion, and to provide ventilation.  Slope metal sheets to ensure drainage.

		B. Prevent contact with materials that could cause discoloration or staining.

		C. Do not expose to direct sunlight or extreme heat trim material with factory applied strippable film.





		PART 2  PRODUCTS

		2.01 SHEET METAL FLASHING AND TRIM

		A. Sheet Materials

		1. Galvanized Steel for Continuous Cleat:   ASTM A 653, with G90 zinc coating; minimum 0.034 inch (22 gauge) thick base metal.

		2. Galvanized Steel Base Metal: ASTM A653/A653M, with G90/Z275 zinc coating; minimum 24-gauge, 0.0239-inch (0.61 mm) thick base metal.



		B. Prefinished Galvanized Steel: ASTM A653/A653M, with G90/Z275 zinc coating; minimum 24-gauge, 0.0239-inch (0.61 mm) thick base metal, shop pre-coated with PVDF coating.

		1. Fluoropolymer Coating:  High performance organic powder coating, AAMA 2604; multiple coat, thermally cured fluoropolymer finish system.

		2. Color: As selected by Owner from manufacturer's standard colors.

		3. Acceptable Manufacturer's:

		a. Holcim Elevate: Una-Clad

		b. Petersen Aluminum Corporation: Pac-Clad





		C. Accessories

		1. Fasteners:  Same metal as sheet metal flashing or other noncorrosive metal as recommended by sheet metal manufacturer.

		2. Gasketed washers: Soft neoprene washers.

		3. Elastomeric Sealant: High performance, one component polyurethane-base, non-sag elastomeric sealant as manufactured by one of the following manufacturers or approved equivalents:

		a. Sika Corporation, Sikaflex - 1a

		b. Tremco, Vulkem 116





		D. Fabrication, General

		1. Sheet Metal Fabrication Standard:  Fabricate sheet metal flashing and trim to comply with recommendations of SMACNA's "Architectural Sheet Metal Manual" that apply to the design, dimensions, metal and other characteristics of the item indicated.

		2. Comply with details shown to fabricate sheet metal flashing and trim that fit substrates and result in waterproof and weather-resistant performance once installed.  Verify shapes and dimensions of surfaces to be covered before fabricating sheet metal.

		3. Form material with watertight end joints and seams.

		4. Fabricate vertical faces with bottom edge hemmed 1/2-inch and bent outward to form a drip edge unless specified otherwise.

		5. Form exposed sheet metal work, shop fabricated or field fabricated, that is without excessive oil canning, buckling, and tool marks and that is true to line and levels indicated.

		6. Sealed Joints:  Form non-expansion, but movable, joints in metal to accommodate elastomeric sealant to comply with SMACNA standards.

		7. Conceal fasteners and expansion provision where possible.  Exposed fasteners are not allowed on faces of sheet metal exposed to public view.

		8. Corners: corners must be formed, mitered, lapped, notched, sealed or soldered as necessary to provide a continuous system that is not more susceptible to leaks than straight sections.



		E. Fabrication, Sheet Metal

		1. General:  Fabricate sheet metal items in thickness or weight needed to comply with performance requirements but not less than that listed below for each application and metal.

		2. Drip Edge: Fabricate from the following material:

		a. Prefinished Galvanized Steel: 0.0276 inch (24 gauge) thick.

		b. Fabricate the drip edge in accordance with SMACNA Figure 2-5C. Face dimension in accordance with RTA Details and a 1/2-inch hemmed drip edge along the bottom edge. Fabricate the eaves edge drip edge with no gravel stop. Faricate the rake edge drip ...



		3. Counterflashing: Fabricate from the following material:

		a. Prefinished Galvanized Steel:  0.0276 inch (24 gauge) thick.

		b. Fabricate the receiver mounted counterflashing in accordance with SMACNA Figure 4-5B. Fabricate the counterflashing with a hemmed drip edge along the bottom edge and a minimum face of 4-inches. The top edge to receive behind the receiver or as show...

		c. Counterflashing at the shingle transition shall be fabricated with a 5-inch face and a 1/2-inch hemmed drip edge along the bottom edge. See RTA Detail No. 6.









		PART 3  EXECUTION

		3.01 EXAMINATION

		A. Verify roof openings, curbs, pipes, sleeves, ducts, and vents through roof are solidly set, reglets in place, and nailing strips located.

		B. Verify roofing termination and base flashings are in place, sealed, and secure.



		3.02 INSTALLATION

		A. Unless otherwise indicated, install sheet metal flashing and trim to comply with performance requirements, manufacturer's installation instructions and SMACNA's "Architectural Sheet Metal Manual".  Anchor units of work securely in place by methods ...

		B. Expansion Provisions:  Provide for thermal expansion of exposed sheet metal work.  Space movement joints at maximum of 10 feet with no joints allowed within 24 inches of corner of intersection.

		C. Drip Edge

		1. Install drip edge on the perimeter edges shown in RTA Details. Secure the drip edge flange with nails spaced 4-inches on center. Seal the flange in accordance with the manufacturer's requirements.



		D. Counterflashing

		1. Install the counterflashing into existing receivers. Notch and lap the end joints in the counterflashing 4-inches. Secure the counterflashing to the receiver with stainless steel pop rivets spaced 24-inches on center.



		E. Shingle Transition Flashing

		1. See Section 07 5300 - Elastomeric Membrane Roofing for installation.





		3.03 FIELD QUALITY CONTROL

		A. Inspection will involve surveillance of work during installation to ascertain compliance with specified requirements.



		3.04 CLEANING

		A. Remove bituminous markings from finished surfaces.

		B. In areas where finished surfaces are soiled by work of this section, consult manufacturer of surfaces for cleaning advice and conform to their documented instructions.

		C. Repair or replace defaced or damaged finishes caused by work of this section.
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		CC - Request to submit Wayne County CDBG Application 2024.pdf

		DATE: March 18, 2024

		SUBJECT: Request to Submit Application for Wayne County Community Development Block Grant (CDBG) Funds – Program Year 2024

		Background:  Wayne County is preparing an Annual Action Plan to meet application requirements for the Community Development Block Grant (CDBG) program. The County has requested CDBG-eligible projects from the City of Northville for inclusion in the Ac...

		Analysis:  The Wayne County CDBG application process no longer requires a public hearing at the local level; the County takes care of all Citizen Participation requirements. The Wayne County Community Development Program permits each participating com...

		Recommendation: It is recommended that City Council authorize the use of the PY2024 Wayne County Community Development Block Grant (CDBG) Funds as proposed

		Recommended Motion:  Move to authorize the use of the PY2024 Wayne County Community Development Block Grant (CDBG) Funds as proposed

		Jolyn Gismonde     George Lahanas       HOUSING DIRECTOR            CITY MANAGER










